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NOTICE

Every attempt has been made to make this manual complete, accurate and up-to-date. However,
all information contained herein is subject to change due to updates and design modifications.
All inquiries concerning this manual should be directed to REINCO INC.

[ e e e
CAUTION: The following information is
IMPORTANT to the HEALTH and SAFETY of
your employees. Please READ, take ACTION

and FILE this document for future reference. Ask
for additional copies if required.

Study this manual carefuily before
attempting to operate the machinery.

This safety alert symbol is used to call your attention to instructions concerning your
personal safety. Federal law requires you to explain the safety and operating
instructions furnished with this machine to all employees before they are
allowed to operated the machine. These instructions must be repeated to the
employees at the beginning of each season. Be sure to observe and follow these
instructions for you and your employee's safety.

/‘/——;[::D . . . .
L E_.JJ This symbol is used to draw attention to those operational and maintenance
= instructions we consider important to insure long trouble-free operation of this

machine.

CALIFORNIA
PROPOSITION 65 WARNING

DIESEL ENGINE EXHAUST AND SOME OF ITS
CONSTITUENTS ARE KNOWN TO THE STATE OF
CALIFORNIA TO CAUSE CANCER, BIRTH

INITIAL REL.LEASE 3/99
PN 02000901

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99



R
FORWARD ¢ PAGE 1

REINCO MODEL HG-2P
HYDROGRASSER

FORWARD

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99



o e
PAGE 2 REINCO HG-2P ¢ SAFETY OPERATION AND SERVICE MANUAL

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99



Lo s
FORWARD ¢ PAGE 3

A MESSAGE FROM REINCO

Getting the most out of your new HG-2P HYDROGRASSER should be within the reach of an inexperienced
operator in a few hours. The purpose of this manual is to minimize start up difficulties and acquaint the new owner
with recommended operating procedures and techniques. The following pages also include information on parts,
service and accessories to help in making your new machine a versatile and profitable investment.

Your new REINCO HYDROGRASSERR represents the culmination of over thirty five years of expertise

embodying field feedback, innovative design and manufacturing experience. Functional simplification and

avoidance of mechanical complexities have been prime engineering objectives throughout this time. The benefits to
be realized will be years if trouble free performance with minimum attention and maintenance.

> Every operator and foreman should read this booklet and familiarize himself with the operational and
mechanical aspects described. Some of the following commentary may appear to be obvious, but at the
expense of being repetitive or assuming certain basics, this will serve as a guide for both owners and
operators not acquainted with tacking procedures as well as providing instructions on the detailed operation
of your new unit.

> This manual is provided to ship with new units manufactured at the date of this document's revision. It is
also supplied as a reference guide for units of similar construction, manufactured under prior designs.
Some parts, options, engines, etc., may not be, or may not have been, available at the time of production of
your machine. Contact REINCO for cost and availability of any requested upgrades.

. All references made to engines, apply to the TECUMSEH engine only. Owners of equipment with other
power plants should consult the appropriate engine manufacturer's literature for applicable detailed
information.

We at REINCO welcome this opportunity to be of service to you and wish to express our appreciation for the
confidence extended by your selection of REINCO mulching and seeding equipment.
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WHAT IS TACKING?

Power Mulchers process bales of hay or straw as mulch for newly seeded areas.

After removing the twine or wire, the expanded slabs or flakes are thrashed into
uniform stalk lengths, adjustable between 4" and 10" in length.

These are then blown in place over prepared ground surfaces forming an
intertwined mat.

The mulch serves to control water evaporation providing a beneficial micro
climate promoting more rapid seed germination.

The mulch is also necessary for protecting the new seed bed from the impact of
rain and wind on the surface topsoil , reducing the potential for soil erosion, soil
sealing and washout.

=

The HG-2P HYDROGRASSER may be utilized to mix
tackifier slurry and to over spray the mulch bed insuring its
placement.

To provide a sense of productivity, the HG-2P carries a nominal
rating of 1/2 acre per hour. This rating includes mixing,
transporting and discharge (application ) times.

Having a 200 gallon working volume the effective coverage is up
to 25,000 sq. feet, at distances up to 80 ft. (130" with additional
hoses).

Alternately, the HG-2P HYDROGRASSER can be used for small
mulching and hydraulic seeding jobs, as well as remote watering
of newly seeded and landscaped areas.

As a "Mini-Hydrograsser" patch-up or reworked washouts can be
effectively handled. Depending on fiber mulch requirements, this
machine will have a 2000 to 17,500 sq. foot potential.
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TACK APPLICATOR SAFETY OVERVIEW

T

RECOGNIZE SAFETY INFORMATION

Personnel responsible for your Hydrograsser training program, maintenance, and operations must read and
understand this safety manual and operator's manual. No one should set up, operate or maintain a
Hydrograsser until they understand it, its operation and know how to do their job safely.

This is the safety alert symbol. When you see it in your operations manual, be alert to the potential for
personal injury.

Follow recommended precautions and safe operating practices.

UNDERSTAND SAFETY WORDS

#
A signal word - DANGER, WARNING, or CAUTION - is used to & DANGER

identify a potential for serious injury. DANGER identifies the most b | R { i
serious hazards. jW A\u & WARN}NG

DO NOT OPERATE WITHOUT

) KEEP CLEAR OF MOVING ROTATING MACHINER] MACHINE GUARD IN PLACE
DANGER or WARNING safety signs are located near specific hazards. KEEP BALE TIES FROM ENTERING BEATER § oy
- . . - . DRUM, WRAPPING SHAFT OR
General precautions are listed on CAUTION safety signs. CAUTION ENTANGLING APPENDAGE}» L

also calls attention to safety messages in this manual and your operations e A CAUTION

manual. DO NOT OPERATE THIS MACHINE
UNTIL TRAINED AND FAMILAR
WITH ITS OPERATION AND SAFETY

FOLLOW SAFETY INSTRUCTIONS

Careflully read this safety manual and all safety messages in your operations manual on your Hydrograsser.
Keep safety signs in good condition. Replace missing or damaged safety signs. Be sure new equipment
components and repair parts include current safety signs and safety guards. Replacement safety signs and
guards are available from your Reinco dealer or directly from Reinco.

Learn how to operate the machine and how to use the controls properly. Do 1ot lel anyone operate without
instruction.

Keep your machine in proper working condition. Unauthorized moditications to the machine may impair the
, function and/or safety and affect machine life.

800-526-7687 ' you do not understand any part of this manual and need assistance. contact Reinco directly.

CONCENTRATE ON YOUR JOB

Daydreaming, worrying about other problems or other improper operation of a machine could cripple you
for life. Operating a Hydrograsser requires your complete attention. Talking, joking or participating in or
watching horseplay could result in physical injury to you . . . and that's not something to joke about. So
watch what you are doing and concentrate on your job.
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KEEP CLEAR OF THE WORK AREA

The purpose of a Hydrograsser is to mix and discharge the processed slurry away from the machine. The Hydrograsser utilizes a
powerful engine which turns a main pump shaft at high speed to produce the agitation and spray pressures required to process
the slurry. It is obvious that this same capacity will sever arms, hands, fingers or any other part of the body that is in the work
area when the machine is activated.

Additionally, the discharge is capable of spraying slurry in excess of’ 33 feet. The machine's discharge is powerful enough to
dislodge pebbles, stones or other debris which may cause eye injury.

The person responsible for activating the machine is the primary operator. 1t is his responsibility to see not only that his own
body is clear of the work area and all moving parts. but that his co-workers are clear also and are entirely visible in a safe
location before activating the machine.

During set-up, maintenance or other work on the machine which requires manipulation within the tank. pump. engine or other
£ » I g
work area, the engine run switch should be 'OFF™.

WEAR PROTECTIVE CLOTHING

Protect your eyes from blowing chaff as well as rocks and other foreign debris found in some materials. Use
approved impact resistant eye wear.

As the conditions dictate, the use of respirators to protect you from inhaling nuisance dust is recommended.

Construction equipment is noisy. Prolonged exposure to loud noise can cause impairment or loss of hearing.
Use approved ear protection to control this hazard.

Reflective gear and hard hats may also be necessary depending on your job site.

PRACTICE WORK AREA SAFETY RULES

The location of your job site will demand that additional safety practices be
implemented. Always follow the applicable OSHA regulations.

While working on road sides and interstate highways, insure that appropriate strobes, § a
flashers and other warning devices are installed on all vehicles as required by law. All
workers should be wearing high visibility reflective vests. Anti-crash vehicles should be
employed when appropriate. The use of barriers and flagmen is suggested. Be aware of
the traffic flow and use caution to avoid discharging towards vehicles.

Since the Hydrograsser may be used at a variety of locations (strip mines, coal storage areas, land fills. refineries. power plants.
and protected wilderness arcas) it is imperative to contact the appropriate safety official or regulating agency to obtain
information regarding any special safety considerations on specific job sites.

FIRE IS ALWAYS A POSSIBILITY

The potential for fire always exists. The combination of fuels, heat from engines.and some materials increase
the risk. Have a fire extinguisher near the work area. Learn to look for it before you begin working.

Always keep the machine clean of chaff and debris.

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99
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NEATNESS 1S IMPORTANT

. Keep the floor of your work area clear of bales or flakes of mulch, twine, scrap and trash that could cause
you to stumble. Falling or slipping can result in painful or perhaps even fatal injuries.

Put all fuel, tools and other equipment away when you are not using them. Even a screwdriver can be deadly

n\ i left on an enclosure of the machine.

CLEAN AS YOU GO

e Packaging, when removed, should be disposed of immediately in a container away from the
Hydrograsser. That loose piece of twine or debris around the machine could cause you to fall and cause
injury.

PROPER BALE HANDLING IS IMPORTANT

When cutting and removing packaging from a mulch bale the handler
must make sure that the wrap is not pulled or dropped into the machine.
Loose twine can wrap around a shaft and pull an arm or hand into the
machine. It is capable of cutting through fingers.

It takes only a fraction of a second to lose fingers. Pay attention to your
fingers. debris, and the moving equipment when handling packaging.

VIBRATION IS A WARNING SIGN

A rotation unbalance of any sort will become obvious in the form of vibration. Vibration is an
important warning sign of impending mechanical failure. Instruct all users of your equipment to
report unusual vibration at the onset.

PRACTICE SAFE MAINTENANCE

Understand service procedure before doing work. Keep area clean and dry.
— Never lubricate, service or adjust machine while it is running. Keep hands. feet and clothing away

from moving or power driven parts. Disengage all power and operational controls, and relieve
pressure. Stop engine and allow machine to cool.

Keep all parts in good condition and properly installed. Fix damage immediately. Replace worn or
broken parts. Remove any build-up of grease, oil or debris.

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99
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PROPER ENGINE SERVICING IS IMPORTANT

Do not perform service on an engine if you are not qualified.

Use care when refueling all engines. Fuels and their vapors are extremely flammable and can
explode when ignited. Do not fill the fuel tank when engine is hot or running . since spilled fuel
could ignite if it comes in contact with hot parts or sparks from the ignition. Do not start the engine
near spilled fuel; wipe up spills immediately. Never use gasoline as a cleaning agent.

Store fuels in approved containers only. After refueling remove containers from work area,

Do not add oil when engine is hot or running as oil could vaporize and ignite.

Engines are a burn hazard. The crank case, cylinder head, exhaust system. and other components
can get extremely hot from operation.

The electrical systems of engines can be a source of high voltage. Never touch electrical wires or
components when engine is running. Never attempt to start the engine by shorting across the starter
solenoid.

Avoid accidental starts which could cause injury to yourself or fellow
workers. Disconnect and ground the spark plug wire,

%

Engine exhaust gasses contain poisonous carbon monoxide.
Never run engine in an enclosed area. Avoid inhaling exhaust fumes.

Refer to the engine manufacturer's operation and safety manuals for more detailed information.

ENGINE SPEED IS IMPORTANT

Never tamper with the governor components settings to increase the maximum speed. The
components used to build the Hydrograsser are designed to operate at a specific maximum speed.
Severe personal injury and damage to the Hydrograsser can result at speeds set above the
maximun.

A rotation unbalance of any sort will become obvious in the form of vibration. Vibration is an
important warning sign of impending mechanical failure. Notify your supervisor of any unusual
vibrations or noises at the onset.

DISPOSE OF WASTE PROPERLY

Improperly disposing of waste can threaten the environment and ecology. Potentially harmful
waste used with Reinco equipment include such items as oil, fuel. coolant, filters.batteries. tackifier
and fertilizers.

Use leak proof containers when draining fluids. Do not use food or beverage containers that may
mislead someone into drinking from them. Do not pour waste onto the ground, down a drain or
into any water source. Inquire on the proper way to recycle or dispose of waste from your local
environmental or recycling center, or from your state's Environmental Protection Agency.

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99
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CHEMICAL REACTIONS

With the wide variety of Hydrograssing amendments available, it stands to reason that all may not be compatible.
CERTAIN FERTILIZERS REACT WITH LIME PRODUCING FREE AMMONIA.
Wetting agents may cause foaming.
Binders may agglomerate (stick together) because of the minerals in the water.

Foaming and acration are visible conditions that point to material problems.

AERATION- This is not a chemical problem, but does affect pump performance. Too much air getting into the water will cause
vapor blocks and consequent erratic pumping. The obvious cause is over agitation. Simply slow down the engine. Extremely
light granular loads or low tank levels contribute to entraining air in the suction line and pump casing.

FOAMING- Excessive bubbles and froth point directly to this. The problem is that the pump has a reduced efficiency to move
liquid because of vapor blockages and the impeller vanes cannot properly pump out. One solution is to add corn oil to the mix.
Perhaps a 1/2 pint to 150 gallons. However, the materials suppliers should be contacted to establish a cause and offer
recommendations.

DANGER! CERTAIN AMENDMENTS, WHEN COMBINED WITH OR WITHOUT THE
ADDITION OF WATER OR HEAT OR THE ELEMENT OF TIME, MIAY REACT
CAUSING HARMFUL OR DEADLY GASSES! CONSULT YOUR MATERIAL
SUPPLIERS REGARDING REACTIVITY INFORMATION

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99
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LOOK THINGS OVER CAREFULLY

Before operating your Hydrograsser, look to see if your machine is in the proper condition. s the
work space clean? s the fuel properly stored? Is all the bale packaging cleaned up? Are the
machines guards and covers all in place? Are all nuts, bolts and screws tight? Do you know where
the fire extinguisher is? Do all workers have protective safety gear? Is everything in proper
operating condition? [ not, report the unsate condition to your supervisor and be sure the problem
is corrected before beginning operation.

KNOW YOUR MACHINE

The Hydrograsser has one characteristic in common with most machinery. Do not assume that simply turning off the machine
will insure that all moving parts have stopped. The moving machinery can cause serious injury and even death. Be aware that a
shaft which rotates at more than 2000 revolutions per minute is extremely dangerous.

1 ¢ Before operating this machine be sure to read this entire manual,

[ ]

¢ Do not operate unit if unfamiliar with operational and safety procedures on this or any unit,

e The force from the discharge can kick up dust, dislodge unsecured items and damage property.

- W

e Never discharge the unit towards people. Bodily injury may occur.

wn

» Never force any material into the machine.
6 * Never attempt to clear the machinery of debris or make adjustments while the engine is running.
7 e Be sure to keep all body parts and clothing away from moving parts while engine is running.

8 e Do not attempt to mix or discharge rocks, nails, or other debris which may damage the machinery or cause premature
wear.

9 e Do not operate machine without required coupling , shaft , or bearing guards installed.
10 e Material s packaging must be removed carefully to prevent being pulled into the machinery.
11 e Do not allow fingers to become entangled in the bale twine or packaging.
12 « Do not wear loose clothing which may become entangled with the machinery.
13 « Do not add oil, water or fuel while engine is running or hot.
14 « Do not perform maintenance while unit is running or battery is connected.

n

* Do not under any condition operate the machine when vibrating.

—
™

* Working space must be allowed not only for the machine operator, but also for access to the stacked materials .
17  Daily, inspect the machinery for signs of wear. Do not operate the machinery until problems have been remedied.
18 ° Always make sure {ittings are secure and valves are operational and in good order.

19 = The pump impeller is made of cast iron. I a vein breaks. or is clogged with debris an unbalance or vibration will
occur. Do not under any condition operate the machine when vibrating.

20 = Checl the agitating jets and fittings Tor wear. The granular nature of materials used will abrade and enlarge the
nozzles causing a noticeable reduction in mixing and discharge pressures. Rocks and foreign matter found in some
materials may clog the nozzles or pump impeller and cause noticeable reduction in pressure.

21 e Secure the discharge hose(s) before transporting the machine.

(3]
w

e It is imperative that common sense and good judgment be employed when operating this machine.
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UNPACKING

If'it is received in the original factory packaging. your new Hydrograsser Model HG-2 will not require assembly.

I e Remove the packaging .
2 s Remove lumber encasing the base of the machine.
3 e Lift the unit from the base with a hoist and sling.

4 e Discard packaging materials properly.

PRE-OPERATION INSPECTION

Each machine is packaged for near immediate operation and is tested at the factory prior to shipping.
Before starting, however retrace the factory inspection procedures as follows:

1 * Crank case oil level. 5 e Remove any debris from tank.
2 @ Air cleaner assembly. 6 e Inspect piping and hose connections,
3 e FFuel [check engine manual lor 7 e Inspect valves and put in off position.

proper fuel grade]. - L
8 e Check all screws for tightness.

4 o Throttle and Choke.

MOUNTING

Model HG-2P can be secured to any flatbed truck or trailer and is compact enough to be carried in a half ton pickup truck. The
overall length of 48" and width of 43" will fit easily between the truck bed wheel wells. The unit must be located so that when
charged, the weight is evenly distributed on the vehicle. Charged weight depending on materials would be apprx. 1950 Ibs.
Typically the tank center would be positioned forward of the wheel well centers to distibute this weight between the forward

and rear axles when charged.

A front end loader, or a fork lift with lifting chain or sling, can be used to transport and position the machine. Once in place,
secure with binders or mounting cleats and blocks.

IMPORTANT ! INSURE THAT THE MACHINE BASE IS PLACED ON A LEVEL SURFACE
BEFORE FASTENING. DO NOT DISTORT FRAME.

ENGINE BREAK IN

The BREAK-IN period for the specific engine is noted in the vendor operation manual supplied with this manual. Proper engine
break in and maintenance scheduling will result as increased engine life.

STARTUP

Familiarize yourself with this entire manual. Also, read the engine manual.

The engine is equipped with an electronic ignition system. Other than servicing the spark plug, adjustments. timing or ignition
maintenance is unnecessary. This non-contact ignition system should provide years of trouble free service if the engine is
properly maintained. Before starting the unit, be sure it is mounted as described previously. Be sure to make your test run in an
open area.
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FILL TANK APPROXIMATELY ONE THIRD WITH WATER FOR YOUR TRIAL RUN. MAKE SURE THE
DISCHARGE HOSE CONNECTIONS ARE SECURE AND THE DISCHARGE VALVE IS OFF. THE PUMP MAY
REQUIRE PRIMING. REMOVE THE CASING PLUG AND FILL CASING WITH CLEAR WATER.

Alter reading the engine manual, you may start the engine. Locate and move choke control to the closed position (cold engine
only). The engine is supplied with a recoil (rope) type starter. Two or more pulls may be required to start the engine.

After starting, slowly reposition the choke to the fully open position. If vibration or roughness exist. stop engine and check for

the cause. If a problem occurs, refer to maintenance section of this manual. If the machine runs smoothly. proceed to operation

section of this manual.

ENGINE OPERATING CAUTIONS

I e Clean chaff from engine daily. Partial engine cowl! removal may be required on a periodic basis.

2 e The engine is intended to run in a level position. Intermittently, the engine may run at a maximum of 10° angle for not
more than 10 minutes.

3 e The available horsepower supplied by the engine drops 3% per one thousand feet above sea level. When operating
unit at an altitude of 5000 feet or greater, a high altitude carburctor jet must be installed. Contact REINCO or your
local engine service representative for details.
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MIX PREPARATION

The most frequently asked question of the unseasoned operator is: "What to put into the tank? How much coverage can be
expected?" Both are redundant since specifications, either formal or self conceived, determine the amounts to be mixed. Used as
a HYDROGRASSER these may include seed, inoculant, and fertilizer, tackifier and fiber mulch. Alternately used as a tackilier
applicator the amendments are usually limited to water, mulch and tackifier. It is highly unlikely that all would go in
simultancously because of capacity limitation and/or incompatibility. Lime. due to its caustic and abrasive nature is not
recommended for use in this machinery. Where lime is necessary. alternative materials or application procedures should be
considered. The HG-2 hydrograsser has some limitations. Proper soil preparation is essential to promote germination.

HAY/STRAW TACKING

Your HYDROGRASSER may be used to apply binders or tackitiers lo hay or straw mulches already placed. The most
common tackifier slurries use specially formulated powders that are known as hydrophilic colloids. They are quickly hydrated
by the agitation produced by the mixing jets.

The resultant viscous slurry is then applied as an over spray to mulch already placed. Usual slurry application rates are 300 to
300 gallons to the acre. The HG-2P provides effective coverage up to 25.000 square ft.. at distances up to 180 It. (with additional
hoses).
A typical slurry contains 20-30 pounds of paper or wood fiber mulch per batch. The addition of the processed fiber provides two
benefits. First, the green dye used to color the mulch, serves as a spotting agent. Second, the discrete fibers of the fiber mulch
serve to tie the slurry droplets together as they are sprayed over the long fiber mulch mat.
The REINCO HG-2P HYDROGRASSER is rated as follows:

PROCESSED FIBER MULCH = 80-100 1bs.

REINCO MULCH BINDER PLUS (RMB-plus) = 80-120 1bs.

Using RMB-plus mulch binder, the following mix is suggested for {lat areas (23,000 sq fi.):

Amendments Per Batch

WATER =200 gal.
RMB-plus = 80 Ibs.
FIBER =50 Ibs.

IMPORTANT! DO NOT PUT TACKIFIER IN TANK BEFORE FIBER IS FULLY WETTED.

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99



T T A S
OPERATION » PAGE 17

HYDROGRASSING

These are additional HYDROGRASSING mix possibilities.
STRAIGHT HYDROGRASSING

Straight Hydrograssing is based on typical highway specifications. This procedure places the seed. fertilizer and water slurry
directly onto the prepared seedbed, insuring contact with the soil surface. The application is routinely followed with applications
of mulch, either blown straw or hay or processed fiber mulch. A linal application of tackilier slurry insures the placement of
these materials. A seasoned operator can usually cover an acre with 500 gallons of seed and fertilizer slurry. This means that the
model HG-2P can be used to seed approx. 17,500 square feet. with the following charge:

Amendments Per Batch

Seed (@ 150 Ibs/Acre (K31, Fescue, Rye mix) = 601bs.
Fertilizer @450 Ibs/Acre (10:10:10, 45# N = 180 Ibs.
TOTAL GRANULARS =240 lbs.

HYDROGRASSING WITH PROCESSED FIBER

Commonly referred to as the 'ONE STEP METHOD' this procedure places the ingredients on the prepared seedbed
simultaneously. The fiber muleh and tackifier are incorporated into the slurry mix and broadcast in a single application. Ideally
suited to small areas where a sterile (weed free) application is preferred, the limitation is that the application will require multiple
batches to cover a relatively large area. Fiber, whether paper, cellulose, virgin wood or a combination thereol. are not considered
granular solids. It is important to realize, however, that when using fiber mulch, the mulch becomes the limiting factor in the
loading equation. Usually 40-30 pounds of a good fiber requires about 100 gallons of water to produce a pumpable slurry. Ata
fiber application rate of 1200 pounds/Acre, the coverage per tank load will be 2500-3000 sq. ft. Again, using the previous seed
and fertilizer mix ratios the batch would be adjusted to the fiber application rate.

Amendments Per Batch

Seed @ 150 [bs/Acre x 1/15 (K31, Fescue, Rye mix) = 10 Ibs.

Fertilizer @450 lbs/Acre x 1715 (10:10:10. 45% N*) = 30 lbs.
Fiber (@) 1200 Ibs./Acre x 1/15 = 80 ibs.

RMB-plus binder @ 100 1bs./Acre x 1/15=7 Ibs.

Fiber application rates, therefore, will determine the coverage per tank load.
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CHARGING SEQUENCE

Pouring amendments into the mix is not arbitrary. Experience and preference will dictate the sequence.

WARNING! DONOTATTEMPT TO LOAD OR CHARGE THE UNIT WHILE IN TRANSIT. LOAD ONLY
WHEN PARKED ON LEVEL GROUND.

First, fill the tank with water to the 200 gallons level . Note the increment markers on the tank sides. The Anti siphoning fill
connection will accept a 2" quick-disconnect hose from your fill source. Start the engine and notice the action of the mixing jets.
Increase the throttle to maximum RPM.

Next fiber should be added to the tank. It is usually packaged in heat sealed bales or plastic lined paper bags. Place the bales on
its side. cut the packaging from the bale with a razor or knife, around the middle. then slide the packaging off and away from the
bale half. Do not to drop the packaging into the slurry. Break up the bale section into the hatch opening. Allow the mulch to
mix for a few minutes until the slurry appears unitorm. The fill connection features a diverter to assist incorporaing materials
while loading. Alternately the discharge hose (with nozzle) can be inserted to assist in mixing.

When RMB-plus binder is used, it must be added after the fiber is fully wetted. Slowly pour the tackiticr into the agitating slurry
directly though the loading hatch.

NOTICE! Binder products, when hydrated, are extremely slippery before curing. Wash down and wipe surfaces
where product has been unintentionally sprayed or applied. This is especially important while working on or around
the machinery.

Seed, when used, is not usually added until just prior to spraying, where fertilizer may be introduced at any time during the
charging sequence.

ONCE CHARGING IS COMPLETE, check the uniformity of the slurry. When the slurry appears unitorm, you are ready o
proceed. Seldom is more than five minutes mixing time required Tor adequate batching. This mixing usually occurs during the
transport time to the job site.

SPRAYING

Spray range is approximately 83ft. with the 30" length of hose provided. Experience and practice will serve to develop a good
spraying technique. By following a few simple guidelines. proper coverage can be assured.

I. The area to be covered will depend primarily upon the tank contents and job specifications. (Reflerence the section on
MIX PREPARATION, pg.15)

2. Open the the spray valve slowly.

Spray the described area in a crisscross manner, first from left to right, then top to bottom. For tacking direct the spray
upward to 'rain’ on the mulch.. A large droplet dispersion is recommended as opposed to a fine mist. Each droplet's
'splat’ will link the long mulch strands. When hydrograssing the slurry is applied in a sweeping fashion insuring the
seed to soil contact. Be careful not to over wet the soil surface. Work the slurry placement from the most distant to

(U8

closest, using only half a tank load.

4. Then retrace the first application placement with the remainder.

3. Use the spray valve to control distance (Although contrary to recommended valve use, practicality dictates that
periodic replacement of the valve outweighs the expense of another man stationed to control the engine speed.) or
control the spray range by adjusting the engine RPM.

0. When the slurry level drops to the point of surging, slow down the engine to get maximum pump-out.

7. Complete pump-out serves little purpose. When the pump looses prime. slow the engine down for a while to allow

cooling and then shut off. and prepare for rebatching.
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Novice operators may be trained by mixing a [/4 acre batch of slurry in the HYDROGRASSER. Measure and stake out the arca
to be covered. Starting with the most remote point, spray out 1/2 of the batch as described above. Check the tank slurry level
frequently to insure that the operator is not distributing too much or too little. Proceed when ready to spray the rest of the batch
in the crisscross method as described above. When the area has received full coverage, take note of the color and wetness of the

sprayed area. This will serve as a gauge to the operator's eye, for future applications.

Should the spraying sequence be interrupted, turn the spray valve off | the circulating line pressure will serve to keep the
remaining slurry mixed and uniform.

On tank pump out be sure to close the remote spray valve while it still contains slurry. This keeps the slurry in a fluid and
pumpable state. During the refill cycle the residual slurry can be sprayed back into the tank and diluted.

REMOTE SPRAYING

On the flat, up to100 feet of additional hose may be attached directly to obtain a 180 ft. spray range. Standard garden hoses are
used, however, note that the hoses must be 1" 1.D. hose with full flow pipe thread ends. Smaller hose diameters will restrict flow
and potentially clog.

Remote spraying has limitations. As with routine operation, fluid volume and pressure is controlled by engine RPM. As
additional hose lengths are added the frictional pressure drop increases. This means lower pressure at the nozzle and a lesser
spray range. If the hose is extended upward, over a rocky outcrop, for example, the additional vertical lift will reduce nozzle
pressure, thereby cutting back on effective range. A compromise has to be achieved between flow and pressure Lo satisty the
requirements allowing this attachment to be fully effective.

At the end of the load, be sure (o close the remote spray valve (at the hose end). Recoil the hose without draining. Although

heavy, this insures that the contained slurry will stay wet and pumpable. It preferred. the tank may be partially fitled with water
then pumped through to clean the hose. The remote spray valve can then be left open to drain the hose.

REBATCHING

After every load there are residuals left in the tank. Some compensation must be made during subsequent recharges due to this
residual build up. This is particularly true when using fiber. Indications of the effects of this build up include poor agitation.
slow mixing, or plugging after the second or third rebatch.

The simplest way to avoid residual problems is to cut back on the amount of material to be added by estimating the quantity of
material left in the tank after the prior load.

Also during the recharge cycle, when the water level is approximately 1/3 full, start the engine and inspect the operation of the
agitator streams. Also, open the spray valve into the tank hatch for a short burst or two to clear the line. At this point in time the
residuals from the preceding load should be disbursed and practically unnoticed in the rolling water. If all does not appear to be
in proper working order, stop filling and try to establish why. The small amount of effort expended at this point will save the
inconvenience of working out a solution with a full load. (refer to: TROUBLE SHOOTING. pages 25-26).

Excessive fiber mulch residuals often indicates a wetting problem. Addition of a surfactant or "wetting agent" will allow the
mulch to absorb water faster and create a more uniform slurry. I a continual residue buildup occurs, it is simply due to
overloading. The logical correction is to decrease the slurry water ratio, thus producing a more pumpable mixture. It is

worthwhile repeating:

MAKE YOUR INSPECTIONS BEFORE COMMITTING TO A COMPLETE TANK FILL!

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99



e R e el
PAGE 20 REINCO HG-2 e SAFETY OPERATION AND SERVICE MANUAL

MANUAL 02000901 © REINCO INC. 1999 ISSUED3/99



L e e
MAINTENANCE & SERVICE = PAGE 21

REINCO MODEL HG-2P
HYDROGRASSER

MAINTENANCE AND SERVICE
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SERVICE

Due to the simplified construction of REINCO Equipment, most routine maintenance can be performed without the
services of a skilled mechanic. In the event the unit requires expertise beyond that which is covered in this manual,
contact your authorized REINCO servicing dealer.

If your REINCO dealer is not an authorized engine dealer, and the problem is engine related, contact an authorized
engine service center. Call REINCO or your dealer for the name of your nearest engine service location.

The REINCO limited warranty which follows does not cover the engine. The engine manufacturer provides their
own limited warranty found in the engine section of this manual.

ABOUT WARRANTY

The equipment warranty statement is provided as protection to our valued customers, when or if the situation
occurs, that a part or parts fail prematurely during normal use and service. The warranty period as provided allows
the purchaser to make claim for repair or replacement of the parts deemed defective within that period. The
procedure that follows will provide that claims made, may be expedited promptly and that settlement will be made
fairly and amicably.

WARRANTY PROCEDURE AND FILING

1 « NOTIFICATION - Promptly notify your dealer or REINCO of defect or failure and confirm in writing.

2 « AUTHORIZATION - Upon receipt of authorization from REINCO, initiate replacement or repair under the
terms and conditions of the warranty.

3 « RETURN GOODS - Should part(s) be requested returned for inspection, obtain authorization for return
(RGA). Return part(s) to REINCO Inc., freight prepaid. A copy of the return authorization should
accompany the shipment.

4 « SUBMIT - Claims submitted for warranty consideration will require copies of notification, replacement
part(s), invoice(s), and time record (Work Order). Copies of any additional correspondence with regard to
the particular claim should be submitted as well.

REINCO's obligation under the terms of the warranty shall be limited to replacement or credit for the part(s). On
request parts must be returned for inspection. Related labor must be considered fair and reasonable regarding work
performed. A work order time record will be required to substantiate and validate labor reimbursement requests.

Claims submitted which upon review are determined to be the responsibility of third parties will be returned with
instruction for forwarding to those parties.

Claims submitted for warranty consideration must be forwarded to REINCO for review within 30 days of the date
of claim or the claim will be considered invalid and void.

Settlement of any claim will require that any prior claims or adjustments are settled.
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WARRANTY

The following warranty statement is provided to illustrate Reinco's typical Warranty. To the extent that there may be
inconsistencies between this statement and that provided by the order Terms and Conditions. the order Terms and Conditions
shall apply.

REINCO INC. PROVIDES A LIMITED ONE YEAR WARRANTY ON THE MACHINERY OF ITS OWN
MANUFACTURE. REINCO INC. WARRANTS TO ANY BUYER THAT THE MACHINERY SHALL BE FREE OF
DEFECTS IN MATERIAL OR WORKMANSHIP DURING NORMAL USE AND SERVICE FOR A PERIOD OF ONE
YEAR FROM THE DATE OF SHIPMENT TO THE CONSUMER. THIS WARRANTY IS NOT EXTENDED FOR
MACHINES PLACED INTO RENTAL SERVICE.

UNDER THIS LIMITED WARRANTY, REINCO INC. SHALL WITHIN ONE WEEK FROM THE DATE OF
NOTIFICATION, (1) INITIATE REPLACEMENT OR ACTION FOR REPAIR OF THE PART(S) PROVEN
DEFECTIVE IN MATERIAL OR WORKMANSHIP OR, (2) DIRECT THE SERVICING DEALER TO
INVESTIGATE, REPORT, AND THEN AUTHORIZE AND PERFORM REPAIR OR, (3) ON DIRECT FACTORY
SHIPMENT, INSTRUCT THE USER, UPON VERIFICATION OF FAILURE, TO PERFORM HIS OWN REPAIR
WITH PRIOR AGREED UPON BACK CHARGES TO REINCO INC. THE CHOICE OF ALTERNATIVES SHALL
REMAIN THE SOLE DECISION OF REINCO INC.

THIS WRITTEN WARRANTY IS THE ONLY WARRANTY MADE BY REINCO INC. IMPLIED WARRANTIES OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, IF ANY, ARE LIMITED TO THE SAME
TERM AS THIS WRITTEN WARRANTY. CERTAIN STATES DO NOT ALLOW LIMITATIONS ON HOW LONG
AN IMPLIED WARRANTY LASTS, SO THE ABOVE LIMITATIONS MAY NOT APPLY. HOWEVER, SOLELY
WITH RESPECT TO THE BUYER, THE FOREGOING WARRANTY IS IN LIEU OF ANY AND ALL IMPLIED
WARRANTIES INCLUDING, WITHOUT LIMITATION, IMPLIED WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR ANY PARTICULAR PURPOSE AND IN LIEU OF ALL OTHER WARRANTIES EXPRESSED OR
IMPLIED, AND NO OTHER WARRANTY IS MADE OR AUTHORIZED TO BE MADE.

THE USER OR DEALER MUST PROMPTLY, WITHIN THE LIMITED WARRANTY PERIOD, NOTIFY REINCO
INC., AND CONFIRM IN WRITING, THE DEFECTS, ALLOWING THE COMPANY TO ANALYZE THE FAILURE
AND DETERMINE ITS OBLIGATION UNDER THE WARRANTY. COSTS INCURRED BY THE USER OR
DEALER ARE TO BE ABSORBED, UNTIL SETTLEMENT UNDER TERMS OF THIS WARRANTY. THE
COMPANY RESERVES THE OPTION AND THE RIGHT TO HAVE ALL DEFECTIVE COMPONENTS
RETURNED, TRANSPORTATION PREPAID, FOR INSPECTION.

THIS LIMITED WARRANTY DOES NOT COVER UNSATISFACTORY PERFORMANCE OR FAILURE DUE TO
MISUSE OR ABUSE OF THE PRODUCT, NOR WILL REINCO INC. BE RESPONSIBLE FOR UNSATISFACTORY
PERFORMANCE OR FAILURE DUE TO IMPROPER ADJUSTMENT OR REPAIR OF THE PRODUCT. THE
SPECIFICATIONS ARE DESCRIPTIVE AND ARE NOT WARRANTIES.

THIS LIMITED WARRANTY DOES NOT COVER EQUIPMENT AND ACCESSORIES MANUFACTURED BY
THIRD PARTIES.

REINCO INC. SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, SPECIAL, CONTINGENT, INCIDENTAL
OR ANY OTHER DAMAGES WHATSOEVER IN CONNECTION WITH REPLACEMENT, REPAIR OR REFUND
AS SET FORTH ABOVE. CERTAIN STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF
INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT
APPLY.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS AND YOU MAY ALSO HAVE OTHER RIGHTS IN
ACCORDANCE WITH YOUR STATE LAW.
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MAINTENANCE SCHEDULE

After each load, wash down any residual materials spilled or over-sprayed onto the machine. This is easiest
accomplished during the water refill between loads.

FIRST 4 HOURS: CHECK ENGINE AND PUMP MOUNTING BOLTS. RE-TORQUE
[F REQUIRED
CHECK ENGINE CONTROLS.
CHECK ENGINE FLUID LEVELS.

EVERY 20 HOURS: OIL THE ENGINE THROTTLE MECHANISMS.
INSPECT AND CLEAN ENGINE AIR CLEANER
CLEAN CHAFF AND DEBRIS FROM ENGINE COOLING FINS
REPEAT THE FIRST 4 HOURS INSPECTION.

EVERY 40 HOURS: CHECK ENGINE OIL
EVERY 80 HOURS: TUNE UP ENGINE, CHANGE OIL AND FILTER.

REPLACE AIR CLEANER CARTRIDGE.
CHECK PUMP IMPELLER CLEARANCE.

For specific ENGINE maintenance instructions,
please refer to the engine manufacturer's manual.

Please refer to the specific OPTIONS descriptions and

corresponding parts pages for maintenance and service
information.
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HOUSEKEEPING

None of the ingredients used in the typical Tacking or Hydrograssing mixes are particularly corrosive, but allowing them to cake
and collect both inside and out of the machine will contribute to premature deterioration. Make it a practice to hose your unit
down with clear water on a daily basis to prevent this. IF a load or portion thercol is still in the tank. it can usually remain
overnight or even two, without damage. One of the outstanding practical virtues of HYDRO-JET mixing is the ability to pick
up dormant or settled loads relatively easily. However, with the tank empty, and having been given a good wash down, here is
the procedure to follow to prepare the inside of the tank and associated piping for work the next day.

]

Fill the tank about 1/2 full. Start the engine: run at a moderate idle. Open the valve for a burst or two, and run some of
the fill through the spray hose(s), discharging into the tank hatch or through the fill connection.

If the residual slurry is thin and moving freely, the machine can be shut down with the water remaining for the night,
I the layover is going to extend for a longer period, the weekend. or 3 to 4 days, or during hot weather, the following
additional steps should be taken:

Pump out the 1/2 tank load of weak slurry. Open the sump cap to drain the remaining materials.

Close the spray valve and refill as described above. Actuate the valve and again flush the line with intermittent
discharges. Then pump out completely. To save time, remove the spray nozzle or hose assembly to get higher flows.

Turn off the engine, open the drain(s) and wash down the unit inside and out.

WINTERIZING AND STORAGE

When the season is over, properly laying up the machine over the winter months will simplify spring start up.

12

4.

(v 0

6.

GENERAL: Thoroughly clean and wash down unit both inside and out. Make sure the tank is fully drained.
PAINTING: Peeling paint or rusty spots should be scraped, primed and painted.

ENGINE: Perform the standard 80 hour check on the engine. The air cooled engine should be fogged to prevent
sticking valves. Refer to the engine manual for cold weather preparation.

VALVES: Open or remove the spray valve. With extreme cold weather conditions, the valves should be setina /2
open position allowing water to drain from the sealing area.

PUMP: Drain pump casing. Then add a biodegradable antifreeze solution to prevent any residual water from [reezing.

COVER: The unit should be stored inside during severe weather conditions. It indoor storage is not available then the
entire unit should be tarped and secured under cover in a protected area.
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TROUBLE SHOOTING

THERE ARE OCCASIONS WHEN THE OPERATION OF THE MACHINERY MAY NOT BE AT IT'S PEAK. WEAR
IS A FACTOR THAT MUST BE CONSIDERED DEPENDING ON USAGE. MANY TIMES, HOWEVER, OTHER
CONDITIONS EFFECT PERFORMANCE. THE FOLLOWING ARE EXAMPLES OF OUTWARD INDICATIONS
OF POTENTIAL PROBLEMS WHICH USUALLY CAN BE CORRECTED WITH A MINIMUM OF EFFORT

SYMPTOM POSSIBLE CAUSE POSSIBLE REMEDY
NO SPRAY AND NO| WATER LEVEL TO LOW ADD WATER.
AGITATION
AIR TRAPPED IN PUMP. REDUCE ENGINE RPM
PLUG IN SUCTION LINE REMOVE AND INSPECT SUCTION LINE. CLEAR

OBSTRUCTION AND REPLACE.

DEBRIS COVERING EYE |REMOVE PUMP SUCTION LINE AND SUCTION HEAD, IF
OF IMPELLER. NECESSARY, TO EXPOSE IMPELLER. CLEAR
OBSTRUCTION.

IMPELLER JAMMED BY | REMOVE PUMP SUCTION LINE AND SUCTION HEAD, IF

ROCK OR OTHER NECESSARY, TO EXPOSE IMPELLER. CLEAR
FOREIGN MATTER. OBSTRUCTION.

IMPELLER LOOSE OR OFF REPAIR OR REPLACE PUMP ASSEMBLY AS
OF PUMP SHAFT. REQUIRED.

NO SPRAY BUT PLUGGED DISCHARGE REMOVE AND CLEAR PLUG IN DISCHARGE SUPPLY

AGITATION IS LINE. LINE
NORMAL
PLUGGED HOSE REMOVE HOSE AND CLEAR PLUG.
LOW SYSTEM AGITATION JETS WORN. REPLACE AGITATION JETS.
PRESSURE
LOW ENGINE RPM. SERVICE ENGINE TO OBTAIN OPERATING PRESSURE
UNDER LOAD.
POOR AGITATION |LOW SYSTEM PRESSURE [SEE "LOW SYSTEM PRESSURE"
PLUGGED JETS REMOVE OBSTRUCTION
WORN JETS SEE "LOW SYSTEM PRESSURE"
ENGINE RUNNING TO SEE "LOW SYSTEM PRESSURE"
SLOW
DISCHARGE VALVE OPEN |CLOSE DISCHARGE VALVE AND/OR REPLACE IF
OR WORN WORN.

SHORT RANGE |LOW SYSTEM PRESSURE |[SEE "LOW SYSTEM PRESSURE"
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SHORT RANGE |VALVE WORN REPLACE IF WORN
PLUG OR RESTRICTION IN |CLEAR CLOGGED LINE
SUCTION LINE

IMPELLER OBSTRUCTED

REMOVE OBSTRUCTION

RELOADS ONLY

TANK

CONSTANT UNIT LOADED ABOVE LOAD UNIT PROPERLY PER RATINGS
PLUGGING RATED CAPACITIES
MULCH NOT WETTING ADD WETTING AGENT
CHANGE BRAND OF MULCH OR CONTACT MULCH
SUPPLIER FOR ASSISTANCE
MULCH CONTAINS CONTACT MULCH SUPPLIER AND/OR CHANGE BRAND
CONTAMINANTS OR OF MUL.CH
DEBRIS
RE-BATCH FOLLOWING CHARGE MACHINE IN PROPER SEQUENCE
CORRECT PROCEDURES,
ALLOWING FOR
MATERIAL STILL IN TANK
LOW SYSTEM PRESSURE |SEE "LOW SYSTEM PRESSURE"
CONSTANT IMPROPER ALLOWANCE |RE-BATCH FOLLOWING CORRECT PROCEDURES,
PLUGGING ON |FOR RESIDUALS LEFTIN |ALLOWING FOR MATERIAL STILL IN TANK

ENGINE / PUMP
VIBERATION

STONE OR OTHER
OBSTRUCTION CAUSING
IMPELLER IMBALANCE

REMOVE OBSTRUCTION

PUMP FAILURE

INSPECT,REPAIR OR REPLACE IF REQUIRED

ENGINE RUNNING ROUGH

SERVICE ENGINE

MANUAL 02000901
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OPERATOR’S MANUAL AND PARTS LIST gz

GUIDE

for Self-Priming Centrifugal ‘T’ Pumps &%

9HP Gasoline Engine Driven Pedestal Mounted 8HP Gasoline Engine Driven

Self-Priming - Corrosion Resistant - Lightweight - High Volume - High Lift

_ SAFETY WARNING

‘T' Pumps are designed for pumping fresh or saltwater, clear or dirty. Do not use ‘T° Pumps for pumping chemicals. If the water
to be pumped is known to be contaminated with chemicals, contact your dealer or the factory for applications assistance. Do not
use a pump that is not chemically compatible with the liquid you intend to pump or serious baodily injury, death, fire, explosion, or
environmental damage could result. Pumping liquids with high solids or abrasives content will accelerate wear of certain
camponents such as the shaft seal, impeller, volute, and wearplate. Therefore, wear should not be misconstrued as to the existence
of a defect and as such would not be included in a warranty claim. Nor is it implied that such components will last through the one
year warranty period without occasional, or even frequent replacement depending upon the severity of the application. Replace
badly worn or damaged components to assure safe operation of this pump. Consuit dealer or factory for recommendations on

pumping abrasive and other difficult liquids.

|. GENERAL INSTRUCTIONS - TABLE OF CONTENTS

A. Inspect the unit for shipping damage immediately upon B. Read these instructions and the power unit instructions until you
receipt and before signing for merchandise. If any damage are sure you can operate this equipment safely and correctly.
exists, note damage on shipping bill of lading or receiving
document(s) befare signing. Aliso, notify your dealer or ~ C. This T pump has been designed to give maximum service over

distributorimmediately of any damage tothe shipment. Note
that you, the receiver, are the only cne who can make a claim.
The carrier will not accept claims from anyone else.

alongoperating life. Propercarein operatingand maintaining your
pump will ensure its high efficiency and minimize unscheduled
repairs.

PLEASE READ SECTIONS |, I, lll, & IV BEFORE STARTING THE PUMP

1. General INStrUCHIONS ...viciciicririirstrstneirs it sererrsecrestestesnesansaessensreesanssenseeseentssssnsenes 1{cover)

L. Safety Precautions ...t reimeresssrsses sesarsssssessssasassaseessnsess 2

111 Preparing the Pump and Power Unit for Operation ........cccerccinienrcnscennnensneessscesssnensns 2

Iv. Pump Operating Instructions ........coovviennsniiiiis e trestseesseriasisenaarasessssanss 3

V. Trouble Shooting and Repair ....ccerienieneeess . 4

VL. Pump Disassembly and RePair «....cccciimneiiimnniniiiiinienreseeressncssesscesisesssesssssessessassssananssass 4

Vil. Pedestal Mounted, Flexible Coupled Pumps: ' -
A, Alignment of CoUPING ..iccvmiineriitiiisicieeinceessssestessrssressssensessasssesssssnessessensessinsens 4 .
B. DIMENSIONS wc.vucurerarereessnransreessissessasesesessssenssessessesssssasanses ettt bt re s s et enansene 5

VI, EXPlOTEA VIEW ..oiiiriricemineneriectrinssiese s iesstesestnsenerassessneseesesssesevssssacssnensnsssonsessssssssonsenss 6
AL Parts LISt ...t s saesse st s sanra s ssss snesevasasensesen 7,8
B. Diagram of ECONOmMY T’ PUIMP wiiviecerceiniisiiniecniesreeiasenissessensssasssaesssssssssssssessasssssonens 8
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Il. SAFETY PRECAUTIONS PO-1750F

WARNING: '

A. Never use these pumps for pumping flammable liquids such
as gasoline. AN EXPLOSION AND SERIQUS INJURY MAY
RESULT IF THIS WARNING IS IGNORED.

B. Your'T pump is designed for use with water, clear or dirty,
do not use it for pumping chemicals. Provide all needed
safety precautions to protect pecple and property before

" pumping any fluids.

C. Before starting the pump, follow all of the instructions in this
manual and any supplemental instructions supplied with the
pump, engine or motor.

D. Any person operating this pump and its power unit should be
fully aware of its safe operational procedures before they
start using it.

E. Never operate this unit in. an explosive atmosphere, near
combustible materials, or where insufficient ventilation ex-
ists to prevent any personal injury or damage. Be certainany M.
other power unit is safe for the area in which it is to be
operated. Never operate gas-powered engines indoors.

F. Always be sure that the pump is on secure footing so that it N.

cannat slide, shift, or tip over. If the pump is sitting beside

a pit, secure it so that it does not fall in. Pump and engine

units have slots and holes for fastening to a secure base.

Baseplate, skid rail, and roll cage kits are available from your 0.

pump dealer.

Never operate the unit with any guards removed.

With engine driven pumps: P.

1. Observe all safety precautions for the handling of fuel.

2. Never refuel the engine while it is running, and care
should be exercised so that no fuel is spilled on a hot
engine. Always allow the engine to cool at least five
minutes before refueling. ‘

I.  Before working on this pump, make sure that the power unit
cannot inadvertently be started.

J. Be sure that the power unit, pump, and wiring and piping 8.
installations are suitable for the liquid being pumped and
comply with all applicable codes and regulations.

K. Donotusetorches orapply fire or flames to this pump for any
reason.

L. This pump mustnot be subjected to more than 65 pounds per
square inch internal pressure. The pump itself, normally

o

Ao

Page 2

cannot develop more than 55 pounds per square inch

pressure. The pump must not be used under any of the

following unusual conditions which can result in excessive
pressures being developed:

1. Pump shaft speed over 3600 RPM.

2. Quick closing valves in discharge line or any other
device which may introduce hydraulic shock into the
system. ,

3. Possible sudden obstruction of discharge line suchas a
vehicle driving over the hose.

4. High positive suction pressures (such as with a flooded
suction) which would increase the total system pressure
to 65 PSI or above. '

5. Do not pump a liquid having a specific gravity greater
than 1.3. . S

Donotovertighten the drain orfiller plugs. Handtighten only.

Excessive force may damage the threads or the pump body.

Do not use metal piugs.

Use at least one foot of flexible hose to make plumbing

connections tothe pump body. Rigid piping may put stresses

on the pump, causing damage. Ifrigid piping must be used,
properly support it so as to eliminate stresses on the pump.

Do nottighten inlet and discharge fittings more than oneturn

beyond hand tight. Excessive force will damage the pump or

fittings.

Long suction and discharge hoses or pipes must be sup-

ported so thatthe weight ofthe hoses or pipes filled with liquid

does not damage the pump or tip it over.

Use replacement parts supplied by the manufacturer only.

Always fill the pump body with the liquid to be pumped before

starting the pump. Itis not necessary to drain the pump body

after use, unlessthereisdanger of freezing, settling of solids,
or crystallization.

Do not run the pump dry. Do not restrict flow through the

pump with a closed discharge valve or "starved” suctionline.

If it is necessary to restrict flow through the pump for longer

than a minute or two, it must either be stopped ora discharge

bypass line installed to keep liquid temperatures below the

maximum recommended operating temperature of 130° F.

lll. PREPARING THE PUMP AND POWER UNIT FOR OPERATION

A. GENERAL
1. Inspect your unit for signs of shipping damage. Notify
your dealer immediately of any damage or missing compo-

nent% , : :
2. HRead and reread these instructions and the power unit

instructions until you are sure of safe and correct operating
methods.

B. Power unit preparation, gasoline engine driven pumps:
1. For complete operating and maintenance information
read completely the engine manufacturer’s instructions in-
cluded with the pump.

2. Before starting, fill crankcase with oil specified by the
engine manufacturer. Use a high quality detergent oil
classified for service SC, SD, SE or MS. Do not add anything
to the recommended oil. .

3. Before starting, fill fuel tank with clean, fresh unleaded
“regular’ grade automotive gasoline. Do not mix oil with
gasoline.

CAUTION: Always remove spark plug or spark plug wire before
working on a unit to prevent accidental starting. The engine

A  WARNNG A

The engine exhaust from this product contains chemicals
known to the State of California to cause cancer, birth
defects, or other reproductive harm.

governor is set at the factory. Do not tamper with any
part which may increase the governed engine speed.

C. Power unit preparation, electric motors:

1. Make certain that the input power to your electric motor
is proper, single phase or three phase, and is of the
proper voltage according to the motor specification
plate. .

2. Be sure of the proper motar rotation. Pump impeller

should rotate counterclockwise, looking from the suc
tion inlet side. For single phase motors consult the
motor manufacturer's instructions for wiring for
counterclock-wise rotation. Three phase motor rota-
tion may be reversed by interchanging any two of the -
three power leads. Make certain that wiring for your
electric motor complies with all existing codes.

D. Pump Preparation

Fill the shaft seal lubrication system with the same oil
used in the engine. If motor driven, use SAE 10W40.
(Qil fili cap is located behind the pump filler plug ontop
of the pump. Seeitem #1A on the exploded view
drawing on page 7). The initial fill will be completely
used within the first few hours of aperation. Refillthe
tube after three operating hours, check every 24 oper-
ating hours. Ensure that the shaft seal lubrication
system is filled with oil as described above.

~—



IV. PUMP OPERATING INSTRUCTIONS P°ga7§§§
Fill the pump body with clean water befare starting. Avoid E. Solids as large as ¥ the size of the 2" & 3" suction ports may
running your pump dry for prolonged periods. Excessive seal be passed. (E.g., 1" & 114" solids respectively). To ensure
wear may result even with the lubrication system because that no larger solids enter the pump, always install a suction
pressure exerted by the liquid inthe body ofthe full, operating line strainer supplied by the manufacturer. If the strainer is
pump is required to drive lubrication to the seal. likely to clog, use one of the methods shown below to prevent
clogging (see figure #3).
Make certain that all hose and pipe connections are airtight. F. Drain the pump body whenever there is danger of freezing.
Important: An air leak in the suction line may prevent )
priming and will reduce the capacity of the pump. G. After each use - always flush residue and solids from the
. T pump body by the following method:
Always place the pump as close as possible to the source of Remove suction hose from body.
the liquid to be pumped. Keep all lines as short and straight 2. Remove the drain plug (item #20 on parts drawing) and
as possible to minimize restrictions. allow all fluid to drain from the pump body.
Engine driven 'T" pumps are equipped with a “wide 3. Loosen the pump front support by rotating eye bolts
stance” chassis which will stabilize the pump in {(item #45) three full turns counter clockwise.
difficult job site situations. However, always at- 4. Removethe V-band clamp (item #23) and pull the pump
tempt to place the pump in a level, secure position body and support forward until clear of the opposing
for safe, efficient operation. See figure #1. . half. Remove and wash the body O-ring (item #22) with
If flexible hose must be laid across a roadway, protect it clean water. If the impeller eye appears cobstructed,
with planking. Instantaneous shut-off pressure applied remove the wear plate (item #28). Remove all obstruc-
when a vehicle runs across an unprotected hose will cause tions. Reinstall wear plate.
“hydraulic shock”. This shack can damage the pump and/ 5. Rinse the pump interior and wipe the body O-ring seat
or damage the hose. See figure #2. areas.
6. Reassemble the pump.
KEEP PUMP SECURED ANDFAR
ENOUGH FROM BANK THAT SUC-
TION HOSE WILL NOT PULL IT
INTO THE WATER. TIE PUMP
DOWN IFNECESSARY,
INCORRECT AND
DANGERQUS!
PUMP AND HOSE ARE NOT
g‘lJT?rTSgTEg\/ZlLJM:rJrS) Nr?g 25 FOOT SUPPORT HOSE OR PIPING
STRAINER IS USED. SUCTION LIFT IS '

NOTE:

PUMP CANLIFTWATER FROMADEPTH
OF 25 FEET. HOWEVER, ITIS BETTER
TO USE THE SHORTEST SUCTION LIFT

THE MAXIMUM.

POSSIBLE. PUMPANDHOSEARE SUP-
PORTED. PUMP IS LEVEL
ANDA STRAINER S USED.
/EE 3 r‘ - FIGURE 1
7
) 1. Prepare a bed of slones on which to
SUGGESTED rest the strainer (see Figure #3).
WAYS TO KEEP 2. Tie the strainer so that i stays off the
bottom of the pit excavatian, etc.
@ STRAINER OUT 3. Tiethe strainer inside a buckel or pail
OF RIVER SILT. see Figure #3),
LAY STRONG PLANKING ALONGEACHS
IOF THE HOSE WHEN THE HOSE RUNS
JACROSS ROADWAYS,
- PLACE ON BED OF ROCKS
FIGURE 2

FIGURE 3



V. TROUBLE SHOOTING AND REPAIR

’
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Good preparation and maintenance should always resuit in proper pump function. Despite these practices, some problems may
occur. The following suggestions should be sufficient to solve most pump problems.

Note: “(ltem # ...)" refers to the exploded view drawing on page 6.

Problem

Treatment

Pump will not prime after one minute
of operation.

1.Fill pump body to overflowing. Restart.

2.Check suction line for obstructions or loose
fittings.

3.Pump speed (is engine choke still on?).
Vacuum performance drops rapidly when RFM
is decreased. :

4 Check valve (item #24) not sealing (pump
will not hold prime water). Remove obstruction.

5.Leakage at suction gasket (item #27).

Pump will prime but flow is less than usual

1.See 2 and 3 above.

2.Discharge hose obstructed.

3.Check for excessive wear and clearance be-
tween wear plate and impeller. Greater than
1/16" clearance when body is removed requires
replacement of either or both.

Water leaking through oil seal
(item #7)

1.Worn shaft seal.

VI. PUMP DISASSEMBLY AND REPAIR

Tools required:

Screw driver (broad blade, straight slot) Allen wrench 5/32"
hex. Impellers with metal hubs may require a "Jackscrew”
forremoval. 3" pumps wouldrequirea 5/8-11bolt. 2" pumps
need a 1/2-13 bolt. Impellers with no metal hub do not
require a "Jackscrew"” for removal.

Loosen eye or hex head bolts (item #45 on pump support
(item #48) three turns.

Remove clamping band (item #23) and pull body assembly
(itemns #21 & 48) away from bracket half.

Body assembly contains a rubber gasket seal (item #27)
which is removable by hand, and a check valve {item #24)
which is held in place by two self-tapping screws (item #26)
through a retainer plate (item #25).

BRACKET DISASSEMBLY

Remove the volute wear plate (item #28). (Note the slots in
the wear plate which locate it on the volute.) Observe the
inside surface for signs of excessive wear.

To remove the impeller (item #16), simply remove the
retainer screw (item #18) and O-ring (item #17). Theimpeller

VIl. PEDESTAL MOUNTED,

FLEXIBLE COUPLED PUMPS: COUPLING ALIGNMENT

Measure the diameter of the power unit shaft. Choose the
appropriate coupling for your pump and power unit. (See
flexible couplings chart number VI-A). Proper shaft and

-

should now be manually removable. Impellers with metal
hubs may require a Jackscrew. Once the impeller is re-
moved, the attached seal should be protected unless re-
placement is intended. Note the shims (item #13) within the
impeller bore. Retain these shims and the shatft key (item
#14) for later use in reassembly - even with a new impeliler.
To remove the seal (item #15) from the impeller, place a
screwdriver through the front and press the seal out of its
seat. When replacing the seal, ensure that it is fully seated
within its socket and that the face is perpendicular to the
shaft. Whenever the impeller seal half is replaced, the
bracket seal half must be replaced at the same time (and vice
versa), as the seal halves wear a path into each other. Anew
seal half running against a worn seal half is likely to leak.
To disassemble the volute (item #11) from the bracket (item
#5) on 2" series pumps, remove 2 Allen-head screws. The 3"
unit requires the removal of 4 Allen-head screws (item #12).
Clean and safely store the volute O-ring (item #10) until
reassembly.

FLEXIBLE COUPLED PUMPS

coupling alignment reduces vibration and prevents prema-
ture coupling failure.
obtaining proper shaft alignment.

The following eight steps help in -



Make sure you use a rigid base plate large enough for the
assembly of the pump and the drive unit. We offer kits 58-
0116and 58-0117 forthis purpose. (See baseplatekits listed
after couplings chart VI-A.)**

Place the pump and drive unit on the base plate.

Measure the distance between the center line of the pump
shaft and the base plate surface.

Measure the distance between the center line of the drive unit
shaft and base piate.

Coimpare measurements obtained from steps 3 and 4 and

use spacers and shims for hight adjustment to ensure -

alignment of both shafts.

Place the coupling halves over each shaft, put the "spider”
between the two halves and couple the two halves together.
To assure parallel alignment (Figure 5) place a straight edge
along the side of both coupling halves in two different
locations, 90° apart. The coupiing is aligned when the
straight edge rests squarely on the sides of both coupling
halves.

CORRECT

lllllllll!lll}

;)

FUMP SHAFT ORIVE SHAFT

COUPLING

INCORAECT

PUMP SHAFT DRIVE SHAFT
COUPLING

FIGURE 5

B. Pedestal Pump Dimensions

PO-1750F
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8. To avoid angular misalignment, insert a measuring device’

(taper gauge or feeler gauge) between the coupling faces at
four locations 90° apart (see arrows in Figure 6) and

measure the gap at each of the four locations. For proper
alignment all four measurements should be equal.
Reshimming may be required to achieve this alignment.

o ANGLE

[
47

FIGURE 6
FLEXIBLE COUPLINGS CHART VI-A
ELECTRIC
COUPLING POWER PUMP MOTOR
PART UNIT SHAFT SHAFT FRAME
NUMBER DIAMETER DIAMETER SIZES

787-01 1.125° 750 182T-184T
2051-01 1.1257 11257 | 182T-184T
2052-01 1.375° ’ 11257 | 213T-215T

**BASEPLATE KITS

These kits contain a baseplate, coupling guard, shims and
hardware for mounting a pedestal pump to the power units listed.
All necessary mounting holes are provided.

KIT 58-0116 - This kit is suitable for use with motors having the
following frame sizes: 182T, 1847 and 213T, for 2" pumps.
KIT 58-0117 - This kit is suitable for use with motors having the
following frame sizes: 184T, 213T and 215T, for 3" pumps.

E
D
mg
T
— —r -
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A T_
FIGURE 4
-
!
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LQ
Pump
Size | A B c D E F G H 1 J K L M N o) P a |R
7 1742 547 | 485 | 2.63 (1640 | 75 [4.47 | 2625 | 375 | 492 |1095 | 225 | 258 | .24 | 112 | 161 094 11.0
3 | 742§ 547 | 490 | 263 {2219 | 1122|536 | 2625 | 375 | 492 {1313 | 356 | 494 | 44 | 250 | 2875 | 125 |10

All dimensions are in inches.



VIiil. SELF-PRIMING CENTRIFUGAL "T" PUMP PO-1750F

EXPLODED VIEW PARTS DIAGRAM
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“T” PUMP PARTS LIST Po-1750F
PUMP *All parts may be used for either 2" or 3" pumps unlgainspemfca”y designated otherwise. ¢
AR DESCRIP TY/PUMP ITEM# SIZE* PART # PART DESCRIPTION QrY./PUMP
.. PLUG, Filler, Polyester.............ccoue...... 1 29. 58-0745 KEPNUT, 5/16"-18, plated steeI
.. PLUG Filler, Oil Lube, Polyester 1 s required
.. RETAINER Lube Tube .......c.ccoeerrrernnn. WASHER, flat, 5/16, plated steel
- .. TUBE, Lubrication, Buna-n ...... Engine drive onIy .................................. 14
... O-RING, Filler Plug, Buna-N HOLDER, Spanner Wrench, Steel ........ 1
< 2° ....58-46218 31B BRACKET Assy, Includes ltems SPANNER Wrench, Engme drive only .. 1
1,1A, 2,3,5,6,7,8,9 oo 1 SPANNER Wrench Engine drive only .. 1
............. 3" ....58-46208 31B BRACKET Assy, Includes ltems O-RING, Bracket screw, Buna-N .........4
1,1A,2,3,5,6,7,8,9 cneeerereeernne 1 ... O-RING, Bracket screw, Buna-N .......... 4
...58-46314 11 .. SEAL, Oil Lip : 1 SCPEW Bracket, 5/16"-24)(1 1/4"
....08-46313 11 .. SEAL, Oil Lip . .1 Stainless Steel
...58-0976 71 .... O-RING, Shatft Seal, Buna-N 1 ...SCREW, Bracket, 3/8"- 16 x 1-3/4"
....98-46307 71 .. O-RING, Shaft Seal, Buna-N 1 Stainless Steel 4
...58-46250 11 .. SEAL, Shaft, Stainless Steel, 36 e 2"....58-1953 10 .....END PLATE, Stainless Steet.................. 1
Siliconized Graphite, Buna-N 1 3"...58-46354 ........ RING, Snap, Retaining, Steel ................ 2
............. 3" ....58-46251 11 .. SEAL, Shaft, Stainless Steel, 37 e 27 ... 58-1956 10 ..... SHIM, Stainless Steei ............ as required
Silicon Carbide, Buna-N 1 . 3"....58-46363 10 ... SHIM, Stainless Steael ............ as required
10 e 2" ....58-1203 71 .... O-RING, Volute, Buna-N ........oou.oe...... 1 38 2" ...58-1954 90 ..... BEARING 2
............. 3" ....58-46292 71 .. O-RING, Volute, Buna-N 1 3".... 58-46372 90 ... BEARING, for 58-46350 03 Ped. Assy. 3
11 e 2" ....58-46224 80 .. VOLUTE, Urethane coated with 39 e 2" ... 58-1952 10 ..... SHAFT, 3/4" diameter, Stainless Steei .. 1
Steel core 1 3'.....58-46371 10 ... SHAFT, 1" x 1-1/8" diameter, Stainless
.. VOLUTE, Urethane coated with - - seerire sttt eenn e s nenne Steel for 58-46350 03 ped assy. ............ 1
StEE] COMe .unrrreererereecreee b renesens 1 40 .......... 2" ... 58- 1950 03 .....PEDESTAL ASSY, includes items 36, 37
.. SCREW, Button Head 1/4"-20x 1" .. ....38, 39, 41, 43, 56 &57 (3/4" shaft) ...
Stainless Steel .......ccocverierienrecnnenen 2 3" ... 58-46350 03 ... PEDESTAL ASSY includes items
.. SCREW, Button Head 1/4"-20x1* ... . 36, 37, 38, 39, 41 & 44 (1" shaft) .......... 1
Stainless Steel .....veveerecreneeeseeeen. 4 4. 2" ....58-1951 90 ...... HOUSING, bearing pedestal, for 3/4"
... SHIM, Impeller, .006" Stainless oo SHAR ...ttt 1
Steel asrequired ... 3" .... 58-46373 90 ... HOUSING, bearing pedestal for
. SHIM, Impeller, 015" Stainless oo 58-46350 03 Pedestal Assembly .......... 1
L StERl s as required ... 58-0884 71 ..... SLINGER, for 3/4’ shaft e 1
... SHIM, Impeller, .030" Stainless .- 58-46266 71 ...SLINGER for 1" shaft ...eveeeeeeeeeecnene 1
1] = U as required ... 58-46219 10 ...SLEEVE, for 3/4" shaft, Stainless Steel 1
.. SHIM, Impeller .015" Stainless y ... 98-46358 10 ... SLEEVE, for 1" shaft, Stainless Steel ... 1
Steel as requnred 58-46282 01 ...BOLT, eye and nut assembly, Engine
KEY, 3/16" x 11/16" long, steel .. 1 Drive only .
KEY, 1/4" x 1" long, steel ......covrverecarne L. Y A, §8-0729.......... SCREW, 5/16"-18 x 1%, plated steel
- IMPELLER. Urethane coated with Engine drive only
Steel core .. 1 48 2" ... 5846306 ........ SUPPORT, Front housing, 17" long,
.. IMPELLER Assy, as above butwith..... ... rrverteenre et eesanenn Painted steel
siliconized graphite seal half installed . 1 ............. 3" ....58-46365 ........ SUPPORT, Front housing, 19-15/16™

.. IMPELLER, Molded, Polymar 656
.. IMPELLER Assy, Molded Polymar .........

656 with siliconized graphite seal
Half installed

Long, Painted steel
SUPPORT, Front housing, 19-15/16"
Long, for pump cc to Shp Vanguard

.. Briggs & Stratton Engine, painted steel .1

.. IMPELLER, Urethane coated wnth 58 46331 01 ... SKID ASSY, includes mounted springs.2
Steel core A ... 58-46315 01 ... SKID ASSY, includes mounted springs. 2
............. 3" ....58-46214 81 .. IMPELLER, Assy, as above but with....... 58-2167 .......... SCREW, 5/16"-18 x 1-1/2", plated steel
silicon carbide seal half installed 1 - . as required
-...58-46214 90 .. IMPELLER,Molded, Polymar 656 ........ 1 CHASSIS, weldment, painted steel ....... 1
...58-46214 91 .. IMPELLER, Assy, Molded Polymar 656 CHASSIS, weldment, painted steel ....... 1
..................................... with silicon carbide seal half Installed .. 1 HANDLE, weIdment painted steel, 8hp
...58-46291 71 .. O-RING, Impeller Screw, Buna-N Engine e
...... LA & 3" Palymar 656 Impellers ceererees 1 HANDLE, weldment, 17-1/4" long,
............. 3" ....58-46290 71 .. O-RING, Impeller Screw, Buna-N painted steel (not for engines w/overhead
..... Urethane coated 3" |mpellers only ........ 1 fuel tank) .. 1
LL: — 2" ...58-0715 10 .... SCREW, Impeller, 5/16"-24 x 1-1/4" . . GRIP, handle, VInyl ...covvecereerrercceerrcrennnns 2
Stainless Steel 1 54 2" ... 58-46341 ........ WASHER, Impeller screw, rubber
...58-46308 10 .. SCREW, Impeller, 7/16"-20 x 1-1/4" coated 1
Stainless Steel ......cccvevvrrimcreinnenrinnnen 55 e 58-46317 10... SPRING, stainless steel .......c.overerrmnee.. 6
58-1008 71 ... O-RING, Drain plug, Buna-N .. 56 s 2" ....58-2525 10...... SCREW, hex, 1/4"-20 x 3/4", Stainless .4
58-0723 30 ..., PLUG, Drain, Polyester..........co...... 57 i 2'...58-1955 71 .....LIP SEAL, Buna-N ......ccooreecerreerrereenne 2
..58-46252 318 BODY Assy, Includes items 19 20 60 .......... . . .’;.ENGINE B & §, Shp Standard Recoil
: 24, 25, 26, 27 and the body..........00..... 1 . ....... Start, Econo T‘onIy1
............. 3" ....58-46207 31B BODY Assy, Includes items 19, 20 reeineneann 2 ...ENGINE, B & S, Shp Industrial Plus,
24, 25, 26, 27 and the body .....ceweriveen. Recail start, overhead fuel tank ............. 1
22 e 58-46304 71 .. O- RING Body, Buna-N ............. SO 2. ENGINE, HONDA, 5.5hp, OHV Recoil
23 .. .58-46305 10 .. CLAMP, V-Band, Stainless Steel Start, overhead fuel ta0K cveiveeeneseensenens 1
24 e 58-46217 71 .. VALVE, Check, BUN@-N ...vrrvericceecne 1 e . ENGINE B &S, 5.5hp, OHV Vanguard,
25 e, 58-46344 30 .. RETAINER Check vaive, Polyester .... 1 Recaoil start, overhead fuel tank ............ 1
26 e 58-1348 10 .... SCREW, check valve retamer #10—14)( .............. 3. ENGINE, B&S 8hp, Industnal Plus,
3/4" self- tapplng, Stainless Steel 2 . .. Recoil start 1
27 e, 58-46206 71 .. GASKET, Suction, Buna-N .................. 1 ENGINE, B&S, ohp, OHV Vanguard
28 ... 2" ....58-46225 91 .. WEARPLATE, Rubber coated with Recoll start, averiead fuel tank ... -1
......... . Steel core . .. 5846261 10 ... ROLL CAGE Side Frame, Stainless Steef .2
............. 3" ....58-46205 91 .. WEARPLATE, Rubber coated with -.. 5846265 10 ... ROLL CAGE Brace Bar, Stainless Steel ...2
SIEEI COTE ...vevecrrereerenercarcrereniesteeeeenns 1 58-46312........ ROLL CAGE Side Plate, Painted Steel .2




PUMP

ITEM # SIZE” PART # PART DESCRIPTION QTY.JPUMP

65 e 2°..58-46286...... 2" STRAINER, zinc plated steel, engine
Drive only
.............. 3"... 58-46287 ...... 3* STRAINER, zinc plated steel, engine
..... . .. DIVE ONY et cesnrtcncisritanenseens
.............. 2...58-0733........ Z' STRAINER, Polyethylene, engine
Drive only ...
.............. 3"... 580757 ........ 3" STRAINER, Polyethylene, engine
. Drive only

... 58-0752 40... 2 STREET ELBOW, Polypropylene ........ 1
3" ... 580756 40... 3" STREET ELBOW, Polypropylene ........ 1
.. 58-2035......... CARRYING HANDLE, Painted Steel.........
... 58-2036........ U-BOLT, 3/8-16, Plated Steel ............ .
..58-2037........ HEX NUT, 3/8-16, Plated Steel ... .
... 58-0726 90 ... FINISHING CAP, Plastic ........ w2
.. 580114 ....... RUBBER FEET KIT ........

Part No, Description
58-0206 2' hose with Camelot connections
58-0208 3" hose with Camelot connections

/,f\ AR

Pacer Pumps warrants its products to be free from defects of
material and workmanship for a period of one year (12 months) of
service. If the one year of service falls within 24 months from date
of manufacture. The company warrants that its products at the time
of shipment, will be free of defects of materfal and workmanship for
normal use and service. This warranty will not apply or be extended
to products subject to misuse, neglect, accident, or improper instal-
lation, or to maintenance of products which have been altered or
repaired by anyone except Pacer Pumps or its authorized represen-
tatives. The Buyer, or any person receiving such a product during
the duration of the warranty, shall contact his Pacer Pumps dealer
as soon as any defect occurs. Contact Pacer Pumps for the name
and address of your nearest dealer.

Pacer Pumps obligation under the foregoing warranty shail be

limited to (at its option) repair and replacement (and reship to the -

Buyer with transportation charges collect to anyplace in the U.S.) of
defective goods provided that if the company is unable to correct a
defective component part or product, the Buyer shall be entitled to
elect a credit at the original buyer's purchase price. To return a
DEFECTIVE PUMP, to return any parts for credit, or to obtain

_PACER® PUMPS

g _ Div. of ASM Industries, Inc,

industry - 44 industrial Circle

worldwide | ancaster, PA 17601
Email:pacer@success.net

717-656-2161
800-233-3861
FAX: 717-656-0477

Kit includes: 20 ft. PVC Suction Hose, 25 ft. PVC Discharge Hose, Steel
Pipe Nipples & Plated Steel/Brass Swivel Nuts or Camelot Polypropylene
Quick-Connect Couplings, Polypropylene Street Eibow, Polyethylene Suc- -
tion Strainer, and a Roll of Teflon Tape to seal connections.

LIMITED 1 YEAR WARRANTY

PO-1750F
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B. DIAGRAM OF ECONOMY "T" PUMP

Part No. Description .
58-0204 2" hose with' threaded connections
3" hose with threaded connections

service information, contact the Service Department. After receiv-
ing permission to return merchandise, the Buyer is authorized to
return the product to Pacer Pumps, freight prepaid. If the company
determines that the warranty has not been breached, product will be
repaired or replaced free of charge.

The company will not be responsible for any damage or losses, direct
or indirect, arising from any cause whatsoever, nor for damage to
equipment caused by outside influences including improper instal-
lation or madification, improper voltage supply, lightning, corrosive
liquids, abrasive liquids, or careless handling, nor for labor, trans-
portation or other damages incurred In the replacement or repair of
defective parts. Inthese cases, repair will be subject to recondition
charges in effect at the time.

Purchased merchandise, either as a complete product for resale, or
components used in conjunction with Pacer Pumps manufactured
products, carries the warranty of the respective manufacturer of
such products or components. P

This warranty supersedes any warranty previously in effect.

Part No. 58-48240-01



