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NOTICE

Every attempt has been made to make this manual complete, accurate and up-to-date. However, all information
contained herein is subject to change due to updates and design modifications. Updated versions of this manual are
available at www.reinco.com. All inquiries concerning this manual should be directed to REINCO INC.

THE FOLLOWING INFORMATION IS IMPORTANT TO THE HEALTH AND SAFETY OF
YOUR EMPLOYEES.

CAUTION!
PLEASE READ, TAKE ACTION AND FILE THIS DOCUMENT FOR FUTURE REFERENCE.
ASK FOR ADDITIONAL COPIES IF REQUIRED.
STUDY THIS MANUAL CAREFULLY BEFORE
ATTEMPTING TO OPERATE THE MACHINERY.
CAUTION!  THIS SAFETY ALERT SYMBOL IS USED TO CALL YOUR ATTENTION TO

INSTRUCTIONS CONCERNING YOUR PERSONAL SAFETY.

Federal law requires you to explain the safety and operating instructions furnished with
this machine to all employees before they are allowed to operate the machine. These
instructions must be repeated to the employees at the beginning of each season. Be sure to
observe and follow these instructions for you and your employee's safety.

THIS SYMBOL IS USED TO DRAW ATTENTION TO THOSE OPERATIONAL AND
IMPORTANT! MAINTENANCE INSTRUCTIONS WE CONSIDER IMPORTANT TO INSURE LONG

TROUBLE-FREE OPERATION OF THIS MACHINE.

CALIFORNIA
PROPOSITION 65 WARNING

DIESEL ENGINE EXHAUST AND SOME OF ITS
CONSTITUENTS ARE KNOWN TO THE STATE OF
CALIFORNIA TO CAUSE CANCER, BIRTH DEFECTS
AND OTHER REPRODUCTIVE HARM.

DISCLAIMER: These materials are for training purposes only, and are not a substitute
for OSHA's Occupational Safety and Health Standards.
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A MESSAGE FROM REINCO

Getting the most out of your new HG-5H3 HYDROGRASSER should be within the reach of an inexperienced
operator in a few hours. Machines are shipped from the factory fully operational and ready for work. Some packaging
requirements require minimal assembly at the point of delivery. The purpose of this manual is to minimize start up
difficulties and acquaint the new owner with recommended operating procedures and techniques. The following
pages also include information on parts, service and accessories to help in making your new machine a versatile and

profitable investment.

Your new REINCO HYDROGRASSER represents the culmination of over fifty years of expertise embodying field
feedback, innovative design and manufacturing experience. Functional simplification and avoidance of mechanical
complexities have been prime engineering objectives throughout this time. The benefits to be realized will be years of

trouble free performance with minimum attention and maintenance.

THEMSELVES WITH THE OPERATIONAL AND MECHANICAL ASPECTS DESCRIBED.
SOME OF THE FOLLOWING COMMENTARY MAY APPEAR TO BE OBVIOUS, BUT AT
THE EXPENSE OF BEING REPETITIVE OR ASSUMING CERTAIN BASICS, THIS WILL
SERVE AS A GUIDE FOR BOTH OWNERS AND OPERATORS NOT ACQUAINTED WITH
MULCHING PROCEDURES AS WELL AS PROVIDING INSTRUCTIONS ON THE
DETAILED OPERATION OF YOUR NEW UNIT.

EVERY OPERATOR AND FOREMAN SHOULD READ THIS BOOKLET AND FAMILIARIZE

DATE OF THIS DOCUMENT'S REVISION. IT IS ALSO SUPPLIED AS A REFERENCE
GUIDE FOR UNITS OF SIMILAR CONSTRUCTION, MANUFACTURED UNDER PRIOR
DESIGNS. SOME PARTS, OPTIONS, ENGINES, ETC., MAY NOT BE, OR MAY NOT HAVE
BEEN, AVAILABLE AT THE TIME OF PRODUCTION OF YOUR MACHINE. CONTACT
REINCO FOR COST AND AVAILABILITY OF ANY REQUESTED UPGRADES.

THIS MANUAL IS PROVIDED TO SHIP WITH NEW UNITS MANUFACTURED AT THE
IMPORTANT!

FOR REFERENCES MADE TO ENGINES, CONSULT THE APPROPRIATE ENGINE
@PORTANT! MANUFACTURER'S LITERATURE FOR APPLICABLE DETAILED INFORMATION.

Reinco welcome this opportunity to be of service to you and wish to express our appreciation for the confidence

extended by your selection of Reinco mulching and seeding equipment.
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WHAT IS HYDROGRASSING

Hydrograssing has emerged as one of the most practical methods of establishing ground
cover, particularly on slopes and difficult access areas. Because of the varied slurry
capabilities, prepared ground surfaces may be covered in a single pass, thereby reducing

capital equipment expenses.

In basic concept, Hydrograssers are mobile slurry generators, which satisfy the needs of
professional landscape or reclamation contractors. The Connecticut department of
highways researched the concept of hydraulic grassing prior to World War I1.

Thereafter, developments followed making the technique more practical

The early units combined earth, peat, seed and water to produce slurry, F
which was then applied to roadsides and slopes from an elevated platform
through a boom, and spray nozzle mechanism. This seeding process has
evolved to a degree to which the industry is now highly committed.

It is our understanding, that these original units employed a diaphragm
mud pump to develop spray pressure with a separate propeller blade
mixer installed to agitate the granular solids. Each had its own gasoline
engine drive resulting in a cumbersome and maintenance prone
arrangement requiring skilled and highly trained operators.

The present day Reinco hydrograsser is very different from the early
prototypes. Gone are the multiple engines, the antiquated horizontal
agitators and the necessity of having a master mechanic's background for

operational reliability.

Simplicity, without sacrificing performance, has been REINCO’s prime
development concept over the years. This credo has proven its merit since

the first hydraulically agitated seeder was built back in 1960.
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BLENDER AND HYDRO-JETS

REH‘-“_‘“—H—‘_"‘—~
REINCO’s exclusive blender mixing system generates a

powerful and concentrated lifting action carrying the
entrained materials up to the surface and then drifting
downward, thereby producing a well distributed
homogeneous slurry. Incorporating a hydro-jet bypass
from the pump manifold, slurry amendments are
maintained uniform throughout the load.

The benefit to be realized, in addition to performance,
produces dividends year after year with reduced
maintenance.

To provide a sense of productivity, the model HG-5H3
carries a nominal rating of 1-hour per charge. This
cycle includes charging, mixing, transporting and
discharge (application) times.

Having a 500-gallon working volume the effective
coverage, using processed fiber, is up to 7,000-7,500
sq. foot coverage potential per tank load.

_"h‘-'—--__.____‘_‘_

HYDRO-JET
PUMP BYPASS

HYDRAULIC BLENDER AGITATION

The HG-5H3 hydrograsser may use tackifiers to anchor hay or straw mulched jobs, as well as remote watering of
newly seeded and landscaped areas. Patch-up or reworked washouts can be effectively handled with partial loads.

Manual 00500925 Reinco, Inc [0 2010
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HYDROGRASSER SAFETY OVERVIEW

Personnel responsible for your Hydrograsser training program, maintenance, and operations must read
and understand this safety manual and operator's manual. No one should set up, operate or maintain a
Hydrograsser until they understand it, its operation and know how to do their job safely.

DISCLAIMER: THESE MATERIALS ARE FOR TRAINING PURPOSES ONLY, AND ARE NOT A
SUBSTITUTE FOR OSHA'S OCCUPATIONAL SAFETY AND HEALTH STANDARDS.

RECOGNIZE SAFETY INFORMATION

This is the safety alert symbol. When you see it in your operations manual be alert to the potential for
personal injury.

Follow recommended precautions and safe operating practices.

UNDERSTAND SAFETY WORDS

A signal word - DANGER, WARNING, or CAUTION is used to identify
a potential for serious injury. DANGER identifies the most serious
hazards.

DANGER
WARNING

A WARNING

DO NOT OPERATE WITHOUT

DANGER or WARNING safety signs are located near specific hazards. MACHINE GUARD IN PLACE
General precautions are listed on CAUTION safety signs. CAUTION also [, .. . c4 of movive wacriems
calls attention to safety messages in this manual.

KEEP HANDS AND LOOSE CLOTHING

“““““““ A CAUTION

DO NOT OPERATE THIS MACHINE
UNTIL TRAINED AND FAMILAR
WITH ITS OPERATION AND SAFETY

nnnnnnnn

FOLLOW SAFETY INSTRUCTIONS

Carefully read all safety messages in your operations manual and on your Hydrograsser. Keep safety
signs in good condition. Replace missing or damaged safety signs. Be sure new equipment components
and repair parts include current safety signs and safety guards. Replacement safety signs and guards are
available from your Reinco dealer or directly from Reinco.

Learn how to operate the machine and how to use the controls properly. Do not let anyone operate
, without instruction.

Keep your machine in proper working condition. Unauthorized modifications to the machine may
, impair the function and/or safety and affect machine life.

800-526-7687 If you do not understand any part of this manual and need assistance, contact Reinco directly.
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CONCENTRATE ON YOUR JOB

you for life. Operating a Hydrograsser requires your complete attention. Talking, joking or participating

in or watching horseplay could result in physical injury to you . . . and that is not something to joke

é é Daydreaming, worrying about other problems or other improper operation of a machine could cripple
9 @ about. So watch what you are doing and concentrate on your job.

KEEP CLEAR OF THE WORK AREA

The purpose of a Hydrograsser is to mix and discharge the
processed slurry away from the machine. The Hydrograsser utilizes
a powerful engine at high speed to produce the agitation and spray

pressures required for processing the slurry. It is obvious that this

same capacity may cause severe injury to arms, hands, fingers or any i~ - B
other part of the body that is in the work area when the machine is

activated. -"

Additionally, the machine is capable of discharging slurry in excess
of 100 feet. The machine's discharge is powerful enough to dislodge
pebbles, stones or other debris, which may cause eye or personal
injury.

The person responsible for activating the machine is the primary operator. It is his responsibility to see not only that his
own body is clear of the work area and all moving parts, but that his co-workers are clear also and are entirely visible in a
safe location before activating the machine.

During set-up, maintenance or other work on the machine, which requires manipulation within the tank, pump, engine
or other work area, the engine run switch should be 'OFF' and the battery disconnected to avoid accidental starting.

WEAR PROTECTIVE CLOTHING

Protect your eyes from blowing dust, as well as rocks and other foreign debris, which may be found in
mulch bales. Use approved impact resistant eye wear.

As the conditions dictate, the use of respirators to protect you from inhaling nuisance dust is
recommended.

Construction equipment is noisy. Prolonged exposure to loud noise can cause impairment or loss of
hearing. Use approved ear protection to control this hazard.

Reflective gear and hard hats may also be necessary depending on your job site.
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PRACTICE WORK ARFEA SAFETY RULES

The location of your job site will demand that additional safety practices be implemented.
Always follow the applicable OSHA regulations.

While working on road sides and interstate highways, insure that appropriate strobes, flashers § ;
and other warning devices are installed on all vehicles as required by law. All workers should be

wearing high visibility reflective vests. Anti-crash vehicles should be employed when
appropriate. The use of barriers and flagmen is suggested. Be aware of the traffic flow and use
caution to avoid discharging towards vehicles.

Since Hydrograssers are used at a variety of locations (strip mines, coal storage areas, land fills, refineries, power plants,

and protected wilderness areas) it is imperative to contact the appropriate safety official or regulating agency to obtain
information regarding any special safety considerations on specific job sites.

FIRE IS ALWAYS A POSSIBILITY

The potential for fire always exists. The combinations of fuels, heat from engines, and some materials
increase the risk. Have a fire extinguisher near the work area. Learn to look for it before you begin
working.

Always keep the machine clean of chaff and debris.

NEATNESS IS IMPORTANT

‘ Keep the floor of your work area clear of bales or flakes of mulch, twine, scrap and trash that could
cause you to stumble. Falling or slipping can result in painful or perhaps even fatal injuries.

Put all fuel, tools and other equipment away when you are not using them. Even a screwdriver can be
deadly if left on an enclosure of the machine.

CLEAN AS YOU GO

Twine, when removed, should be disposed of immediately in a container away from the Hydrograsser.
That loose piece of twine around the machine could cause you to fall or loose a hand or finger.
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CHEMICAL REACTIONS

With the wide variety of Hydrograssing amendments available, it stands to reason that all may not be
compatible.

CERTAIN FERTILIZERS REACT WITH LIME PRODUCING FREE AMMONIA.
Wetting agents may cause foaming. Binders may agglomerate (stick together) because of the minerals in
the water. Foaming and aeration are visible conditions that point to material problems.

AERATION- This is not a chemical problem, but does affect pump performance. Too much air getting
into the water will cause vapor blocks and consequent erratic pumping. The obvious cause is over
agitation. Simply slow down the engine. Extremely light granular loads or low tank levels contribute to
entraining air in the suction line and pump casing.

FOAMING - Excessive bubbles and froth point directly to this. The problem is that the pump has a
reduced efficiency to move liquid because of vapor blockages and the impeller vanes ¢ annot properly
pump out. One solution is to add corn oil to the mix. Perhaps a 1/2-pint to 150 gallons. However, the
materials suppliers should be contacted to establish a cause and offer recommendations.

DANGER! CERTAIN AMENDMENTS, WHEN COMBINED WITH OR WITHOUT THE
ADDITION OF WATER OR HEAT OR THE ELEMENT OF TIME, MAY REACT CAUSING
HARMFUL OR DEADLY GASSES! CONSULT YOUR MATERIAL SUPPLIERS REGARDING
REACTIVITY INFORMATION

CONFINED SPACE HAZARD

The hazards encountered and associated with entering and working in confined
spaces are capable of causing bodily injury, illness, and death. Accidents occur
among workers because of failure to recognize that a confined space is a
potential hazard. The inside of a Hydrograsser tank is potentially one such
hazard area. It should therefore be considered that the most unfavorable
situation exists in every case and that the danger of poisoning, and asphyxiation
will be present at the onset of entry.

A
A

As a result, only employees familiar with, and trained in confined space hazards,
should enter and/or service the interior of Hydrograsser tanks. See OSHA's
Occupational Safety and Health Standards for more detailed information.

PREVENT SLIPPING ACCIDENTS

The ingredients used in a Hydrograsser are extremely slippery by nature. Use care to prevent accidental
falling or slipping on, or around, the Hydrograsser, which can result in painful or perhaps even fatal
injuries.

Additionally, protect bystanders from injury by keeping them off newly seeded areas and by washing off
over sprayed areas.
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PROPER MATERIAL HANDLING IS IMPORTANT

When cutting and removing packaging from the mulch bale or opening
other materials, the handler must make sure that the wrap is not pulled
or dropped into the machine. Loose twine can wrap around a shaft
and pull an arm or hand into the machine. Twine is capable of cutting
through fingers. Knives can be extremely dangerous. Never reach into
any rotating area of the machinery.

It takes only a fraction of a second to lose fingers. Pay attention to
your fingers, debris, and the moving equipment when handling twine.

HYDRAULIC SYSTEM HAZARDS

Some Hydrograssers are manufactured with a hydraulically operated blender system.
Hydraulic fluid lines are a high-pressure fluid hazard. To prevent serious injury or death,
always relieve system pressure before repairing, adjusting, or disconnecting any component
of this system.

Tighten all connections before applying pressure.

Search for leaks with a piece of cardboard.
Leaking hoses, fittings or components should be reported to your supervisor immediately.

If an accident occurs, see a doctor immediately. Any fluid injected into the skin must be surgically removed in a few hours
or gangrene may result. Doctors unfamiliar with this type of injury should reference a knowledgeable medical source.

HYDRAULIC SYSTEM JAMS

Should the hydraulic system jam and the blender stop rotating, the control valve must be
returned to the off (closed position). Before attempting to clear any system jam, turn the
engine off. The jammed blender may now be inspected and cleared.

Failure to close the valve and shut the machine down may cause the system to immediately
resume operation when the obstruction is cleared.

This situation could cause severe bodily injury. or death.
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VIBRATION IS A WARNING SIGN

A rotational unbalance of any sort will become obvious in the form of
vibration. Vibration is an important warning sign of impending
mechanical failure. Instruct all users of your equipment to report
unusual vibration at the onset.

PRACTICE SAFE MAINTENANCE

e Understand service procedure before doing work.

»  Keep areas cleans and dry.

«  Keep clothing away from moving or power driven parts.

» Disengage all power and operational controls, and relieve pressure.

»  Stop engine and remove key. Allow engine to cool down before working on
any engine component.

» Disconnect the battery before machine adjustments or welding on machine.

»  Keep all parts in good condition and properly installed.

» Fix damaged components immediately.

»  Replace worn or broken parts.

*  Remove any build-up of grease, oil or debris.

PROPER ENGINE SERVICING IS IMPORTANT

e Do not perform service on an engine if you are not qualified.

® Use care when refueling the engine. Fuels and their vapors are extremely
flammable and may explode when ignited.

® Do not fill the fuel tank while the engine is hot or running, since spilled fuel
may ignite if it is exposed to hot parts or sparks from the ignition.

e Do not start the engine near spilled fuel; wipe up spills immediately.

o Never use fuel for a cleaning agent.

e Store fuels in approved containers only. After refueling, remove any containers
from the immediate work area.

o Do not add oil when engine is hot or running as oil may vaporize and ignite.
e Do not add coolant to water-cooled units when engine is hot due to the possibility of steam burns. Only
remove filler cap when cool enough to touch with bare hands. Slowly loosen cap first to relieve pressure

before removing completely.
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o Engines are a burn hazard. The crankcase, cylinder head, exhaust system, radiator, and
other components can get extremely hot from operation.

o The electrical systems of engines can be a source of high voltage. Never touch electrical '//
wires or components when engine is running.

o Never attempt to start the engine by shorting across the starter solenoid.

e Engine exhaust gases contain poisonous carbon monoxide.
Never run engine in an enclosed area. Avoid inhaling exhaust
fumes.

® Avoid accidental starts, which could cause injury to you or fellow workers. Remove
the ignition key when servicing the unit. Disconnect and ground the spark plug wire
on one or two cylinders. On electric start units, disconnect the battery cables. Always
remove the ground (-) cable first.

Refer to the engine manufacturer's operation and safety manuals for more detailed
information.

ENGINE SPEED IS IMPORTANT

Never tamper with the governor component settings to increase the maximum speed.

The components used to build the Hydrograsser are designed to operate at a specific
maximum speed. Severe personal injury and damage to the Hydrograsser can result at
speeds set above the maximum.

A rotation unbalance of any sort will become obvious in the form of vibration. Vibration is

an important warning sign of impending mechanical failure. Notify your supervisor of any
unusual vibrations or noises at the onset.

DISPOSE OF WASTE PROPERLY

Improperly disposing of waste can threaten the environment and ecology. Potentially harmful waste associated with
Reinco equipment include such items as oil, fuel, coolant, filters, batteries, emulsified asphalt, tackifier and fertilizers.
Bale wire or twine should be disposed of in appropriate containers.

Use labeled, leak proof containers when draining fluids. Do not use food or beverage
containers that may mislead someone into drinking from these. Do not pour waste
onto the ground, into a drain or into any water source.

Inquire on the proper way to recycle or dispose of waste from your local environmental
or recycling center, or from your state's Environmental Protection Agency.
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TRAILERED UNIT CONCERNS

If your Hydrograsser is trailer mounted, the machine's frame must be level for ease of towing, as well as operator and
crew safety. The hitch should be located so that the truck bed overhang will not interfere with the machinery.

*  Provide adequate set back from the vehicle chassis frame so that jack
knifing, when backing up, will not damage machine.

»  Provide for securing the safety chains and breakaway (if provided).
Make sure hitch is secured before attempting to tow machinery.

*  Running lights are standard for over the road travel. They include
stop, directional, tail side markers and license plate.

*  Make sure all running lights are working at the start of each day.
e The flasher light switch of the truck, when engaged will also activate

the directional and taillights mounted in the rear bumper. Whenever
emergency signaling is required, use this circuit.

It is important to check the torque of the wheel lug nuts.

Initially, These are set at the factory at 90-ft. Ib. Due to relaxation associated with
travel, they must be torqued at 25, 75, and 150-mile intervals.

Braking systems, if supplied, must be checked for proper adjustment and operation.
Brake adjustments should be made after the first 200 miles (seating) and again at
3000-mile intervals.

LOOK THINGS OVER CAREFULLY

Before operating your Hydrograsser, look to see if your machine is in proper condition.
Is the workspace clean? Is the fuel properly stored? Are all the materials packaging
cleaned up? Are the machinery guards and covers all in place? Are all nuts, bolts and
screws tight? Do you know where the fire extinguisher is? Do all workers have
protective safety gear? Is everything in proper operating condition? If not, report the
unsafe condition to your supervisor and be sure the problem is corrected before
beginning operation.
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KNOW YOUR MACHINE

Hydrograssers all have one characteristic in common. Once the shaft starts spinning, simply turning off the machine will
not stop the shaft from spinning. The moving machinery can cause serious injury and even death. Be aware that any shaft
and the associated components, which rotate at more than 2000 revolutions per minute, are extremely dangerous.

1. Before operating this machine be sure to read this entire manual.
Do not operate unit if unfamiliar with operational and safety procedures on this or any unit.

3. Use of chains and binders to secure the machine is recommended for temporary transport of the
empty unit only.

4. Unit must be permanently mounted on a suitable truck and the applicable certification must be
obtained.

5. The force from the discharge can kick up dust, dislodge unsecured items and damage property.

6. Never discharge the unit towards people. Bodily injury may occur.

7. Use caution to prevent injury due to slipping and falling.

8. Clean over-sprayed material promptly.

9. Never force any material into the machine.

10. Never attempt to clear the machinery of debris or make adjustments while the engine is running.

11. Be sure to keep all body parts and clothing away from moving parts while engine is running.

12. Do not attempt to mix or discharge rocks, nails, or other debris, which may damage the machinery
or cause premature wear.

13. Do not operate machine without required coupling, shaft, or bearing guards installed.

14. Materials packaging must be removed carefully to prevent being pulled into the machine.

15. Do not allow fingers to become entangled in the bale twine or packaging.

16. Do not wear loose clothing, which may become entangled with the machinery.

17. Do not add oil, water or fuel while engine is running or hot.

18. Do not perform maintenance while unit is running or battery is connected.

19. Service the tank interior only pursuant to OSHA Confined Space Hazard guidelines.

20. Do not under any condition operate the machine when vibrating.

21. Working space must be allowed not only for the machine operator, but also for access to the
stacked materials .

22. Daily, inspect the machinery for signs of wear. Do not operate the machinery until problems have
been remedied.

23. Always make sure fittings are secure and valves are operational and in good order.

24. The pump impeller is made of cast iron. If a vein breaks, or is clogged with debris an unbalance or
vibration will occur. Do not under any condition operate the machine when vibrating.

25. Check the agitating jets and fittings for wear. The granular nature of materials used will abrade and
enlarge the nozzles causing a noticeable reduction in mixing and discharge pressures. Rocks and
foreign matter found in some materials may clog the nozzles or pump impeller and cause
noticeable reduction in pressure or vibration.

26. Secure the discharge boom and hose(s) before transporting the machine.

27.1T IS IMPERATIVE THAT COMMON SENSE AND GOOD JUDGMENT BE EMPLOYED WHEN
OPERATING THIS MACHINE.
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REINCO MODEL HG-5H3
HYDROGRASSER

OPERATION
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MACHINE DESCRIPTION

The model HG-5H3 REINCO HYDROGRASSER is a self-contained, multi-purpose seeding machine comprised as
follows:
1. PUMP/ENGINE combination, consistent with unit capacity and spray range.
2. SLURRY TANK sized to contain the rated granular payload in what is termed "working volume". The tank is
engineered to function integral to the mixing scheme.
3. MULCH BLENDER, hydraulically actuated mixing assembly is vertically suspended in the tank.
4. CIRCULATING MANIFOLD ASSEMBLY, incorporating a steel HYDRO-JET agitating nozzle. Quick-
disconnects and mechanically grooved or threaded piping connections allow for simplified maintenance.
5. SPRAY SYSTEM including hose, nozzles, and control valve for dispensing the slurry. The boom discharge
swivel allows a 180-degree horizontal swing and the boom allows a 180-degree vertical movement for
controlled placement.
6. FRAME, structural steel base serving as a mount for the foregoing components.

MOUNTING

The skid mounted Model HG-5H3 can be secured to any flatbed truck or trailer and is compact enough to be carried
on a 10-foot platform body. The unit must be located so that when charged, the weight is evenly distributed on the
vehicle.

When mounting the unit, a truck of adequate
Gross Vehicle Weight (GVW), and proper Cab to = Bk Loy
Axle (CA) dimension should be used to get the
desired handling capability. This information is
listed in the respective specification bulletins.
Consideration must also be given regarding
specific options installed. It is equally important

T o G e

to locate the HYDROGRASSER on the truck
correctly, taking into account "DEAD" and
"LIVE" load weights to satisfy acceptable axle
loading.
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A front-end loader, a forklift or gantry with lifting

chain or sling, can be used to lift and position the

machine.

The center point of the lift rings welded to the tank, more or less, indicates the empty (dead weight) center of gravity.
(Inclusion of the remote hose or hose reel option will offset that center, toward the boarding end of the unit, causing
the machine to tilt when raised by crane).

Ideally the empty center of gravity should be approximately 3”-6" forward of the vehicle's rear axle when the
HYDROGRASSER is in place. When the tank is full (live load) the center of gravity moves forward (toward the cab
of the truck). Proper positioning must consider this. Additional space must be provided for any additional options.
Consult your truck dealer for specific axle and spring loading information.
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A chain looped over the ends of the base frame and tensioned with binders, is perhaps the most practical way to
temporarily secure the machine to the truck bed while transporting the empty unit only. Once in place, secure with
binders or mounting cleats and blocks.

To prevent damage to the HYDROGRASSER due to truck or customer supplied trailer frame flexing, it is
recommended that all four corners are bolted, follow the suggested fastening system below.

SUGGESTED FASTENING SYSTEM FOR UNEVEN
@LORTANT! OR FLEXIBLE TRUCK OR TRAILER BED
MOUNTING.

BOLTS SHOULD BE SUFFICIENT IN LENGTH, TO iy
CONTROL MOVEMENT OF THE MACHINE. DO NOT ‘
TIGHTEN TO COMPRESS SPRINGS COMPLETELY.

INSURE THAT THE MACHINE BASE IS PLACED ON
A LEVEL SURFACE BEFORE FASTENING. DO NOT
TWIST OR DISTORT THE FRAME

@LORTANT! INSURE THAT THE MACHINE BASE IS PLACED ON A LEVEL SURFACE BEFORE
FASTENING. DO NOT DISTORT THE MACHINE FRAME WHEN BINDING.

STRICT REQUIREMENTS WHEN MOUNTING MACHINERY ON TRUCK FRAMES FOR
OVER THE ROAD USE. INSTALLATION OF THIS HYDROGRASSER REQUIRES A
COMPLETED OR ALTERED VEHICLE CERTIFICATION STICKER ISSUED BY THE
INSTALLING DEALER.

FEDERAL GUIDELINES (FEDERAL MOTOR VEHICLE SAFETY STANDARDS) MANDATE
IMPORTANT!

TRAILERED UNIT HOOK-UP

The HG-5H3A trailer frame tongue has permanently fixed hitch plate with three hitch positions. Optional hitch styles
include an adjustable lunette eye (requires a pintle hook mounted on the towing vehicle) or adjustable ball style (2-
5/16") . The adjustable feature provides for interchangeability when connecting to alternate tow vehicles. Either style
requires a Class IV hitch assembly.

THE TRAILER HITCH MUST BE PROPERLY POSITIONED AND SECURED ON THE
IMPORTANT! VEHICLE.

1. The first concern is height. Position the hitch to place the machine frame
level for ease of towing, as well as operator safety.

2. The vehicle hitch should be located so that the truck bed overhang will not
interfere with the tank when towed.

3. Provide adequate set back from the vehicle chassis frame so that jack
knifing, when backing up, will not damage the machine.

4. Provide for securing the safety chains, brakes, break-away switch, and
wiring hookup.
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PERIODICALLY CHECK THE TORQUE OF THE WHEEL LUG NUTS. THESE ARE SET AT

WARNING! THE FACTORY AT (90-FT. LB.).

DUE TO RELAXATION ASSOCIATED WITH TRAVEL, THEY MUST BE TORQUED AT 25,
75, AND 150-MILE INTERVALS.

DO NOT ATTEMPT TO TOW UNIT UNTIL ALL HOOKUPS ARE COMPLETE AND
PROPERLY FUNCTIONING.

Running lights are provided as standard equipment. They include stop, directional, tail and license plate. A socket
connector and pigtail harness is included to install on the vehicle chassis to complete the recommended trailer hook
up. The vehicle hazard flasher switch will also activate the directional and tail lights mounted in the rear bumper. Use
this circuit for standing or when working on roadways.

The HG-5H3A is supplied with a electric, or optional hydraulic surge, braking system. Insure proper initial, and
periodic, testing of this safety feature.

DO NOT ATTEMPT TO TOW MACHINERY UNTIL ALL HOOKUPS ARE COMPLETE

1
CAUTION! \ND FUNCTIONING PROPERLY.

CAUTION! DO NOT ATTEMPT TO TOW THE COMPLETELY CHARGED UNIT AT HIGH SPEEDS.

Manual 00500925 Reinco, Inc 00 2010 Rev 07/2010



OPERATION ¢ PAGE 15

PRE-OPERATION INSPECTION

Before placing your machine on the job site, it is recommended that a familiarizing checkout be conducted for all key
personal involved with the operation. Every machine is tested for performance and checked for quality before
shipment. Inspection at the factory includes wet testing for range and system pressures, setting of engine throttle
"under load", and inspection of the pump drive coupling and alignment; engine fluid levels and pump seal adjustment.
Wet-test readings are recorded. Machines are then drained and prepared for shipment. Cold weather precautions are
also taken. Keys for starting the unit are usually included with the operations manual for safe keeping during
shipment. Although each machine is packaged for near immediate operation and is tested at the factory prior to
shipping, retrace the factory inspection procedures before starting.

All units:

Engine crank case oil level

Air cleaner assembly

Fuel (Check engine manuals for grade)

Throttle and throttle controls

Battery connections (negative ground)

On-off and start switch, instruments, horn

Inspect tank and remove debris

Check hydraulic system oil level

Check hydraulic system for leaks

10. Inspect piping and hose connections

11. Inspect discharge components and connections

12. Check screws/fasteners for tightness

13. Inspect all bearings, set screws and locking
collars

14. Inspect pump seal lubricator.

15. Inspect all options and accessories supplied

©CONOORA~WN =

With trailer option:

Wheel lugs and tires

Hitch, safety chain and swing jack
Trailer wiring cable and plug
Lighting

Brakes

S o

ENGINE BREAK IN

The BREAK-IN period for the specific engine is noted in the vendor operation manual supplied with this manual.
Proper engine break in and maintenance scheduling will result as increased engine life.

@PORTANT' FOLLOW MANUFACTURERS RECOMMENDED FIRST AND CONSECUTIVE OIL AND

FILTER CHANGES.
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N =

13.
14.
15.
16.
17.
18.
19.
20.
21.

22.

23.
24.

25.

26.
27.

CAUTION!  BE SURE ALL OPERATORS READ AND UNDERSTAND THE FOLLOWING
" OPERATIONAL PRECAUTIONS:

OPERATING CAUTIONS

Before operating this machine be sure to read this entire manual.

Do not operate unit if unfamiliar with operational and safety procedures on this or any unit.
Use of chains and binders to secure the machine is recommended for temporary transport of
the empty unit only.

Unit must be permanently mounted on a suitable truck and the applicable certification must be
obtained.

The force from the discharge can kick up dust, dislodge unsecured items and damage property.
Never discharge the unit towards people. Bodily injury may occur.

Use caution to prevent injury due to slipping and falling.

Clean over-sprayed material promptly.

Never force any material into the machine.

. Never attempt to clear the machinery of debris or make adjustments while the engine is running.
. Be sure to keep all body parts and clothing away from moving parts while engine is running.
. Do not attempt to mix or discharge rocks, nails, or other debris, which may damage the

machinery or cause premature wear.

Do not operate machine without required coupling, shaft, or bearing guards installed.
Materials packaging must be removed carefully to prevent being pulled into the machine.

Do not allow fingers to become entangled in the bale twine or packaging.

Do not wear loose clothing, which may become entangled with the machinery.

Do not add oil, water or fuel while engine is running or hot.

Do not perform maintenance while unit is running or battery is connected.

Service the tank interior only pursuant to OSHA Confined Space Hazard guidelines.

Do not under any condition operate the machine when vibrating.

Working space must be allowed not only for the machine operator, but also for access to the
stacked materials .

Daily, inspect the machinery for signs of wear. Do not operate the machinery until problems
have been remedied.

Always make sure fittings are secure and valves are operational and in good order.

The pump impeller is made of cast iron. If a vein breaks, or is clogged with debris an unbalance
or vibration will occur. Do not under any condition operate the machine when vibrating.
Check the agitating jets and fittings for wear. The granular nature of materials used will abrade
and enlarge the nozzles causing a noticeable reduction in mixing and discharge pressures.
Rocks and foreign matter found in some materials may clog the nozzles or pump impeller and
cause noticeable reduction in pressure or vibration.

Secure the discharge boom and hose(s) before transporting the machine.

IT IS IMPERATIVE THAT COMMON SENSE AND GOOD JUDGMENT BE EMPLOYED
WHEN OPERATING THIS MACHINE.
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STARTUP

THE HYDROGRASSER ENGINE MAY BE RUN FOR BRIEF TIME, AT LOW RPM
@PORTANT' WITHOUT WATER IN THE TANK.

PUMP SEAL DAMAGE MAY OCCUR IF OPERATED AT HIGH SPEED WITHOUT WATER
IN THE TANK.

ALSO, READ THE ENGINE MANUAL.

ACAUTION! BEFORE STARTING ENGINE, FAMILIARIZE YOURSELF WITH THIS ENTIRE MANUAL.

The gasoline engine is equipped with an electronic ignition system. Other than servicing the spark plugs, adjustments,
or ignition maintenance is significantly reduced. This non-contact ignition system should provide years of trouble free
service if the engine is properly maintained. Before starting the unit, be sure it is mounted as described previously. Be
sure to make your test run in an open area.

SECURED AND ALL VALVES ARE IN THE OFF POSITION

A:AUTION! BEFORE STARTING ENGINE, MAKE SURE THE DISCHARGE CONNECTIONS ARE

BEFORE STARTING ENGINE, FILL TANK WITH WATER, APPROXIMATELY 1/3 FULL
@PORTANT! FOR YOUR TRIAL RUN

After reading the engine manual, you may start the engine.

Before starting the unit
«  Be sure it is mounted as described previously
+  Be sure to make your test run in an open area.

«  Locate and move choke control to the closed position (cold engine only). Move throttle 1/4 of its travel.
Start by turning the ignition key to the right and hold momentarily until the engine starts.

«  After starting, slowly reposition the choke to the fully open position. If vibration or roughness exists, stop
engine and check for the cause.

«  Once the engine has warmed up and everything appears in order, set the throttle for maximum speed. Run
for a short period of time, then reduce the speed to a slow idle, allowing the engine to cool. Turn the engine
off.

« If no irregularities are noticed, the unit is mechanically ready for a trial fill. Should problems arise at this
point, refer to maintenance section of this manual.

If the machine runs smoothly, proceed to TRIAL RUN.
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TRIAL RUN

The following steps should be followed for the first run to familiarize operators with the HYDROGRASSER:

* READ THIS MANUAL IN ITS ENTIRETY.
*  Make sure the drain plugs and manifold cap covers are in place and secured.

It is worth noting the following with regards to filling:

UTILIZE THE FILL ASSEMBLY TO PREVENT SIPHONING BACK INTO THE WATER
@PORTANT! SUPPLY.

NEVER FILL THROUGH THE REMOTE SPRAY OR HOSE REEL HOSES.

MANY HYDRANT SYSTEMS CONTAIN SMALL ROCKS OR PEBBLES, WHICH MAY
CONTRIBUTE TO PLUGGING THE MACHINE.

ALWAYS USE A HOSE END STRAINER WHEN FILLING FROM PONDS OR STREAMS.

e Make certain that the spray and blender valves are turned to the off position before starting unit.

e Check engine fluid levels. Fill as required.

«  Start the engine. Run at moderate idle till warm then rev up to half throttle.

» Inspect the operation of the HYDRO-JET (Bypass nozzle) by raising the hatch cover/load tray and
peering through the hatch. Make sure the jet is spewing a solid stream of water. If this is not the
case, stop the engine and check for obstructions.

« Inspect the operation of the BLENDER assembly by opening the control valve. Observe the blender

operating in the tank. The blender should spin freely. If this is not the case, close control valve,
stop the engine and check for obstructions.

CAUTION! KEEP BODY AND CLOTHING CLEAR OF BLENDER ASSEMBLY WHILE IN MOTION
) SEVERE INJURY MAY OCCUR!

*  Reduce engine rpm then turn the engine off.

*  Locate the spray return loop and the spray nozzles. The return loop is nested on the side of the
platform. Place the nozzles in the transport rack for easy access and quick changeability.

«  Connect the return loop to the spray boom valve adapter and position to nest on top of the rotary
(swivel) joint. This position provides a hydraulic balance for operator comfort.

«  Select one of the spray nozzles and install it into the female quick coupling on the spray end of the

return loop. There is a sealing gasket in the seat of the quick coupling. Make certain it is in place
or the connection will leak.
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e Verify that the spray valve is in the off position and that the spray nozzle is secure. Then restart the
engine. After an adequate idle, bring up the engine throttle. Fully open the spray valve. Articulate
the spray to judge the range and pattern of the nozzle. Then vary the throttle to observe how
changes in engine RPM effect spray range. Repeat this procedure to become familiar with the
other nozzles supplied.

«  Resume filling machine with water. Prepare to add materials to the unit by becoming acquainted with
the BLENDER system (see page 40).

»  Set the engine to moderate to fast throttle, and adjust the blender control valve so that the blender is
revolving with maximum speed and power. Slow the blender speed to keep the water moving at a
fast stir. Too fast will cause splash through the hatch opening and operator discomfort.

*  While standing on the spray platform, place a bale of fiber mulch on the load tray. Cut, remove, and
discard the packaging material from the bale of mulch. Be certain not to allow packaging
material to fall into tank!

e Break up the bale through the hatch grate and drop segments into the rotating path of the blender.
Most mulch materials are drawn down and mixed into the slurry quickly. Depending upon
mulch materials and slurry amendments, mixing times may be considerably longer.

DO NOT STAND ON THE TANK TOP WHILE OPERATING THE MACHINERY. SEVERE

!
CAUTION! INJURY MAY OCCURI!

* Add a subsequent bale of fiber mulch. Adjust the blender speed as necessary to compensate for the
increasing thickness of the slurry. Two bales should be sufficient enough to get an idea of the
speed and function of the blender system. It is important to be aware of the amount of water in
the tank when loading mulch. Since each bale will require approximately 100 gallons of water to
properly slurry, care must be taken not to put more mulch into the tank than the water level will
allow.

e Slow down or turn off the blender supply valve to observe the slurry. The tank may now be emptied
by either spraying the load out or by shutting the engine off and then draining the tank by
opening the drain cap located on the sump.

e A partial fill of clear water can be charged to facilitate cleanup before storing the machine.
Remember these important operational procedures when using the HYDROGRASSER:
BE AWARE OF WATER LEVEL WHEN LOADING MULCH!
@PORTANT! DO NOT ATTEMPT TO LOAD MULCH WITHOUT SUFFICIENT WATER TO SLURRY
SPRAY VALVES MUST BE FULLY OPEN OR CLOSED. PARTIALLY OPEN VALVES WILL
QUICKLY WEAR OUT. (ALTHOUGH CONTRARY, HOSE VALVES MAY BE THROTTLED,
AS PERIODIC REPLACEMENT COSTS OF THE VALVE OUTWEIGHS THE COST OF

ANOTHER MAN STATIONED AT THE MACHINE TO CONTROL THE ENGINE
THROTTLE.)
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HYDROGRASSING MIX PREPARATION

The most frequently asked questions of the unseasoned operator are:

What to put into the tank?

How much coverage can be expected?
Both are redundant since specifications, either formal or self-conceived, determine the amounts to be mixed.
Amendments may include seed, innoculant, lime, fertilizer and paper or wood fiber mulch. It is highly unlikely that all

would go in simultaneously because of capacity limitation and/or incompatibility.

The REINCO HG-5H3 HYDROGRASSER is rated as follows:

HG-5H3 SPECIFICATIONS
AMENDMENT CAPACITY (LBS)
Granular Solids (seed, fertilizer, lime) 800
Processed Fiber Mulch 200-250
Tackifier (binder, specs vary) 150

These ratings are based upon machine performance and averaged product specifications for materials applications.

Granular products will promote wear of the pump impeller as well as the mixing jet and piping components.

To extend the service life of these components, it is advisable to source fertilizers with a minimum of fill materials
(granulated rock). Liquid fertilizers and liquid limes are available alternatives; however, job specifications should be
consulted.

Fiber mulches and tackifiers are rated separately from the granular solids capacity, as these amendments require the
absorption of water to produce uniformly pumpable slurry. Mulch products and application rates vary significantly.

Some mulch products will load at rates as low as 25-301lbs/ 100 gallons and others as high as 45-501bs/100 gallons.

For the examples in this manual we will consider a 40lb/per 100-gallon average rate.

STRAIGHT HYDROGRASSING

Straight Hydrograssing is based on typical highway specifications. This procedure places the seed, fertilizer and
water slurry directly onto the prepared seedbed, insuring contact with the soil surface. The application is routinely
followed with applications of mulch, either blown straw or hay, or processed fiber mulch. A final application of
tackifier slurry fixes the placement of these materials. A seasoned operator can effectively cover an acre with 500
gallons of slurry. This means that the model HG-5H3 may be used to seed one acre (43,560-sq. ft.), with the
following sample charge:
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HG-5H3
STRAIGHT HYDROGRASSING MIX
AMENDMENT RATE PER 1 Acre BATCH
ACRE
Seed (K31, Fescue/Rye mix) 150 150
Fertilizer ( 10:10:10, 45%# N2) 450 450
TOTAL Granulars 700 700

In this example the granular solids capacity is not compromised and a single batch is capable of full acre coverage.

STRAIGHT HYDROGRASSING WITH LIME

In many areas of the country, and particularly in mine reclamation work, heavy quantities of lime may be specified.
Frequently lime must be applied first and then incorporated into the soil before seeding and fertilizing. It is not
uncommon to distribute lime at one to two tons to the acre or even more. However, it becomes impractical to apply
much larger quantities of lime, via the hydraulic seeding method, due to the abrasiveness of the product. Consult your
materials supplier regarding pumpable grades and analysis.

In this example, let's assume that specifications call for a ton of lime per the acre in addition to the seed and fertilizer
in the prior mix. The immediate conclusion is that it is impossible to make a ONE-acre batch because the 2000 Ibs. of

USE ONLY FINELY GROUND PULVERIZED LIMESTONE. DO NOT USE COARSE
AGRICULTURAL PRODUCT OR HYDRATED LIME.

lime exceeds the HYDROGRASSER'S 800 Ibs. granular solids rating. Since 2000/800 = 2.5, calculate a 1/3-acre
batch and see if the totals are within the machine's rated capacity.

HG-5H3
STRAIGHT HYDROGRASSING w/LIME MIX

AMENDMENT RATE PER 1/3 Acre
ACRE BATCH

Seed (K31, Fescue/Rye mix) 150 50

Fertilizer ( 10:10:10, 45%# N2) 450 150

Lime 2000 660

TOTAL Granulars 2600 860

Addition of the seed and fertilizer as granular now exceeds the 800-1b. machine rating. However, by reducing to a
1/4-acre charge, the total granular solids would be 650 Ibs., and therefore an acceptable load.
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HG-5H3
STRAIGHT HYDROGRASSING w/LIME MIX

AMENDMENT RATE PER 1/4 Acre
ACRE BATCH

Seed (K31, Fescue/Rye mix) 150 37.5

Fertilizer ( 10:10:10, 454 N2) 450 12.5

Lime 2000 500

TOTAL Granulars 2600 650

HYDROGRASSING WITH PROCESSED FIBER

Commonly referred to as the 'ONE STEP METHOD' this procedure places the ingredients on the prepared seedbed

simultaneously. The fiber mulch and tackifier are incorporated into the slurry mix and broadcast in a single

application. Ideally suited to small areas where a sterile (weed free) application is preferred, the limitation is that the
application will require multiple batches to cover a relatively large area.

Fiber, whether paper, wood cellulose, or combinations thereof, are not considered granular solids. It is important to
realize, however, that when using fiber mulch, the mulch becomes the limiting factor in the loading equation.

Usually 40 pounds of a good fiber requires about 100 gallons of water to produce pumpable slurry. Using this ratio,
at a fiber application rate of 1200 pounds/Acre, the coverage per tank load will be approx. 7300 sq. ft. Again, using

the previous seed and fertilizer mix ratios the batch would be adjusted to the fiber application rate.

Manual 00500925

HG-5H3
HYDROGRASSING w/FIBER MIX

AMENDMENT RATE PER 1/6 Acre
ACRE BATCH

Seed (K31, Fescue/Rye mix) 150 25

Fertilizer ( 10:10:10, 454 N2) 450 75

Tackifier 100 17

Fiber 1200 200

TOTAL Granulars 700 117

TOTAL Fiber 1200 200
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Fiber mulch application rate will determine the coverage per tank load. When high mulch requirements are specified, it
is realistic to apply the amendments with the initial application and over spray the site to meet mulch requirements.
Consecutive applications will reduce the impact of the high water requirements on the seedbed.

Let’s assume a fiber mulch application rate of 2000 Ibs. per acre is specified for a particular site. Using the same proportions
of materials, we had previously established that this machine would be capable of a 1/6-acre batch using a1200 Ibs. rate.
Once the initial application is complete, additional fiber applications are required to meet the specifications. At the mulch to
water ratio given the remaining material will require four additional charges excluding the seed and fertilizer. Remember that
fiber requires a significant quantity of water to produce pumpable slurry.

HG-5H3
HYDROGRASSING w/FIBER MIX
AMENDMENT RATE PER 1/10 Acre
ACRE BATCH
Seed (K31, Fescue/Rye mix) 150 15
Fertilizer ( 10:10:10, 454 N2) 450 45
Tackifier 100 10
Fiber 2000 200
TOTAL Granulars 700 70
TOTAL Fiber 2000 200
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HYDROGRASSING WITH FIBER & LIME

How would the proportions, in the preceding example, be affected by the additional requirement of 2000 pounds of lime per

acre?

Since it was determined that the maximum fiber that could be charged would cover one-sixth acre, the corresponding
proportion of lime would be 334 pounds, added to the granular requirements at 117 Ibs, the total granular to 451 pounds, or
well below the unit's 800 pound rating. Therefore, the mix quantities do not exceed the machine's capacity and are

acceptable.
HG-5H3
HYDROGRASSING w/LIME & FIBER MIX
AMENDMENT RATE PER 1/6 Acre
ACRE BATCH
Seed (K31, Fescue/Rye mix) 150 25
Fertilizer ( 10:10:10, 45# N2) 450 75
Lime 2000 334
Tackifier 100 17
Fiber 1200 200
TOTAL Granulars 2700 451
TOTAL Fiber 1200 200
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HYDROGRASSING WITH FIBER MATRIX MATERIALS

BONDED FIBER MATRIX (BFM) products are
comprised of a hydroseeding type of mulch (paper, wood,
or combinations) with high volumes of 'bonding agents'
(Tackifiers). The BFM provides an effective alternative to
blanketing and other methods where erosion control
methods are critical, and applications are difficult or not
easily accessible. BFM's are specified where soil or silt
erosion cannot be tolerated. The ‘matrix’ is created by
applying the material in a stacking manner, where a high-
density interlocking mat is formed, thus controlling the
moisture at the seed germination zone. It is preferable to
apply the materials with minimal disturbance of the
prepared soil texture.

Usual applications require that the seed and granular
materials are applied as with the ISMM (Modified One
Step Method) to assure seed to soil contact. Effective
densities of the matrix mixtures are dependent upon
operator capability.

Mechanically bonded materials include synthetic fibers
materials, with tackifier added for water holding
capability. Mechanically bonded materials will require
minimal or no curing time, dramatically improving
application cycle times.

BFM material application rates are usually very high, by comparison to standard hydroseeding applications.
Applications of 2000 to 4000 lbs. per acre are usual for critical areas and will vary with erodable water velocity
predictions.

CERTAIN TACKIFIERS, WHEN USED IN HIGH VOLUMES, MAY CAUSE ERRATIC
IMPORTANT! PUMPING. THE PUMP SPEED MUST BE SLOWED TO REMEDY THIS CONDITION.

CONSULT YOUR MATERIAL SUPPLIER FOR RECOMMENDATIONS.
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FIBER MULCH LOAD RATE COMPARISONS

MULCH
EQUIP REQD TANK LOADS PER ACRE
WATER *
VOL. PER ACRE 30LBS/100 35LBS/100 40LBS/100 45LBS/100 50LBS/100
1000 16.67 14.29 12.50 11.11 10.00
1200 ¥ 2000 | £ 1714 £ 15.00 <[ 1333 € [ 1200
200 1500 2 2500 | & 2143 < 18.75 21 1667 7 [ 15.00
1700 2 2833 | 2| 2429 o [ 2125 2| 1889 =2 [ 17.00
2000 3 3333 | R | 2857 8 25.00 S| 2222 8 [20.00
3000 50.00 42.86 37.50 33.33 30.00
1000 B 6.67 B 5.71 B 5.00 444 B 4.00
1200 c 8.00 c 6.86 c 6.00 c| 533 c 4.80
500 1500 2 1000 | 3 8.57 2 7.50 2| 667 2 6.00
1700 = 1133 | = 9.71 = 8.50 =756 = 6.80
2000 © 1333 | =~ [ 1143 S 10.00 Q[ 889 g 8.00
3000 20.00 17.14 15.00 13.33 12.00
1000 » 3.00 » 2.86 B 2.50 222 » 2.00
1200 c 3.60 c 3.43 c 3.00 c| 267 c 2.40
1000 1500 2 4.50 2 4.29 2 3.75 2| 333 2 3.00
1700 = 5.10 = 4.86 = 4.25 [ 378 = 3.40
2000 3 6.00 B 5.71 S 5.00 o 444 3 4.00
3000 9.00 8.57 7.50 6.67 6.00
1000 B 2.31 B 2.20 B 1.92 B 1.71 B 1.54
1200 c 2.77 c 2.64 c 2.31 c| 205 c 1.85
1300 1500 2 3.46 2 3.30 2 2.88 2| 256 2 2.31
1700 = 3.92 = 3.74 = 3.27 =291 = 2.62
2000 2 4.62 © 4.40 X 3.85 <[ 342 e 3.08
3000 6.92 6.59 5.77 5.13 4.62
1000 » 2.00 » 1.90 B 1.54 » 1.48 » 1.33
1200 c 2.40 c 2.29 c 1.85 c 1.78 c 1.60
1500 1500 2 3.00 2 2.86 2 2.31 g 22 2 2.00
1700 = 3.40 = 3.24 = 2.62 o[ 252 = 2.27
2000 o 4.00 N 3.81 3 3.08 S 296 © 2.67
3000 6.00 5.71 4.62 4.44 4.00
1000 1.50 1.43 1.25 1.11 » 1.00
1200 § 180 | € [ 171 € 1.50 133 §_120
1500 2 2.25 S 2.14 S 1.88 S 1.67 P 1.50
2000 1700 = 2.55 = 2.43 = 2.13 = 1.89 = 1.70
2000 3 3.00 S 2.86 3 2.50 s 222 8 2.00
3000 4.50 4.29 3.75 3.33 3.00
1000 » 1.00 - 0.95 » 0.83 <074 - 0.67
1200 = 1.20 IS 1.14 5 1.00 3 0.89 S 0.80
1500 S 1.50 2 1.43 I 1.25 E 1.11 2 1.00
3000 1700 = 170 | = [_162 = 1.42 2 126 =113
2000 =] 2.00 S 1.90 S 1.67 & 1.48 3 1.33
3000 3.00 2.86 2.50 2.22 2.00

Rates are determined by average mulch loading characteristics per 100 gallons of water volume.

MULTIPLY FRACTIONAL LOADS TO DETERMINE LARGE AREA TANKLOAD REQUIREMENTS.
FOR SMALL AREAS DETERMINE MULCH REQUIREMENTS AND DIVIDE TOTAL MATERIALS INTO UNIFORM LOADS.

Charge rates for mulch products are dependent upon material, quality, and amendments (ie.Tackifiers, surfactants, etc.)
Rule of thumb is 40 Ibs. Mulch per 100 gallons of water then adjust rates for performance.
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HAY/STRAW TACKING

Your HYDROGRASSER may be used to apply binders or tackifiers to hay or straw mulches uniformly placed with your
Reinco Power Mulcher. The tackifier insures that the mulch application will stay in place until germination results.

The most common tackifiers are specially formulated products known as hydrophilic colloids. They are quickly hydrated by
the agitation produced by the machine mixing combination. Take care to follow the manufacturers’ instructions when
introducing the material into the machine. Tackifier products are extremely slippery and care should be given to avoid spills
and slipping.

Typical tackifier slurry contains 50-100 pounds of fiber mulch per one-acre batch. The addition of the processed fiber
provides two benefits. First, the green dye used to color the mulch, serves as a spotting agent. Second, the discrete fibers of
the fiber mulch serve to link the slurry droplets together as they are sprayed over the long fiber mulch mat.

The resultant viscous slurry is then applied as an over spray to the previously applied hay or straw mulch. Usual application
rates are 300 to 500 gallons to the acre. The preferred application method is to broadcast the slurry at low pressure with large
droplets, allowing the tackifier mixture to ‘splat’ across the long fiber strands, cross linking the mulch into a mat. A high-
pressure, long-range application will produce smaller droplets, thus demanding higher application rates.

Using mulch binder, the following mix is suggested (per acre) for flat areas: Slopes and critical areas, with higher potential
incidence for the impact of wind or rainfall, will demand higher tackifier ratios. Consult your materials supplier for
recommendations for particular sites.

HG-5H3
TACKING MIX
AMENDMENT 1 Acre
BATCH
Water 400-500
Tackifier (per mfgr's instructions) --
Fiber 40-100

@PORTANT! DO NOT PUT TACKIFIER IN TANK BEFORE FIBER IS FULLY WETTED

TACKIFIERs

Originally, emulsified asphalt was used predominantly for holding hay or straw mulch in place. Although contractors
still use this oil based tackifier, is use is becoming less common due to high cost, environmental concerns, availability
problems and the associated cleanup liabilities in congested areas. An emulsion spray system option is available on
some Power Mulcher models to spray the ‘tar’ tackifier into the discharged mulch as it is placed.

Alternative ‘environmentally friendly’ tackifiers are available in either liquid or powder form, yet both are always
applied in a liquid slurry state through a HYDROGRASSER or a similar mixing/spraying apparatus.
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Hydraulic mulch can be used as a tackifier sprayed onto hay or straw at the recommended rate of 700-850 pounds
per acre. Keep in mind that hydraulic mulch applications are water intensive and Tackifiers mixed with hydraulic
mulch dramatically reduce material requirements and increase the effectiveness of the application.

CHARGING SEQUENCE

Pouring amendments into the mix is not arbitrary. Experience and preference will dictate the sequence.
Normally charging may start with about a third of a tank of water to utilize the remaining fill time. The procedure
outlined under TRIAL RUN should be routinely followed prior to starting the charging sequence.

Before starting the unit, make sure all system valves are in the 'off' position. Once started, inspect the operation of the
Hydro-jet, and actuate the blender assembly. Inspect the spray discharge and hose(s) before committing to a
complete charge.

DO NOT ATTEMPT TO LOAD OR CHARGE THE UNIT WHILE IN TRANSIT.
WARNING!

LOAD ONLY WHEN PARKED ON LEVEL GROUND.

Open granular bagged materials by slashing the middle of the bag and lifting on the ends to pour these materials
directly into the hatch. Care must be taken to insure that only the contents fall into the tank. Empty bags, as well as
scraps and pieces may cause serious plugs.

Fiber should be added to the tank as the water fills, to take advantage of the mixing time. It is usually packaged in
heat sealed bales or plastic lined paper bags. Place the bale on the hatch lid, cut the packaging from the bale with a
razor or knife, around the middle, and then slide the packaging off and away from the bale. Do not to drop the
packaging into the slurry. Break up the bale section into the hatch opening allowing the mulch to mix into the
rotating path of the blender. Adjust the blender control speed as the material ratio increases, as well as for operator
comfort. Also, the engine speed may be adjusted up as the slurry thickens.

When a binder is used, it must be added after the fiber is fully wetted. Slowly pour the tackifier into the tank directly
though the loading hatch. Pouring too quickly will cause the product to ‘ball’ or clump until completely hydrated. If
clumping occurs, pour more slowly. The fill may be utilized for ‘wetting’, by placing the hose spray valve with a nozzle
into the fill connector and discharging into the tank. The deflector design of the fill fitting will fan the discharge
across the slurry surface.

BINDER PRODUCTS, WHEN HYDRATED, ARE EXTREMELY SLIPPERY BEFORE

WARNING!  CURING. WASH DOWN AND WIPE SURFACES WHERE PRODUCT HAS BEEN
UNINTENTIONALLY SPRAYED OR APPLIED. THIS IS ESPECIALLY IMPORTANT WHILE
WORKING ON OR AROUND THE MACHINERY.

Seed may be introduced at any time but is often added to the slurry near the end of the charging cycle.
ONCE CHARGING IS COMPLETE, check the uniformity of the slurry. When the mixture appears uniform, you

are ready to proceed. Seldom are more than a few minutes mixing time required for adequate batching. This mixing
often occurs during the transport time to the job site.
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SPRAYING

Experience and practice will serve to develop a good spraying technique. By following a few simple guidelines, proper
coverage can be assured. Novice operators may be trained by mixing a 1/4-acre batch of slurry in the machine.
Measure and stake out the area to be covered. Adjust the engine throttle for operator comfort. Starting with the most
remote point, spray out 1/2 of the batch in a criss-cross pattern using care to completely cover the staked area.
Broadcast the slurry slightly upward to drift onto the prepared site. This method will minimize the effect of the spray
on the soil surface. Check the tank slurry level frequently to insure that the operator is not distributing too much or
too little. Proceed to over spray the remaining material in the crisscross method as described above. When the area
has received full coverage, take note of the color and wetness of the sprayed area. This will serve as a gauge to the
operator's eye, for future applications.

1. The area to be covered will depend primarily upon the tank contents and job specifications. (Reference the
section on MIX PREPARATION).

2. Stake out or mark the determined area.

3. Spray the described area in a crisscross manner, first from left to right then top to bottom.
4. Work the slurry placement from the most distant to the closest, using only half a tank load.
5. Then retrace the first application placement with the remainder.

6. The most remote point should be covered first. Fully open the spray valve and increase engine speed to reach
the far point. Conversely, cut back the engine throttle to reduce the spray range.

7. Control the spray range by adjusting the engine RPM. Throttling the spray valve will cause premature wear
on the valve seals and will require repair or replacement.

8. When the slurry level drops to the point that the pump surges (looses prime) reduce the engine speed to get
maximum pump-out.

9. Complete pump-out serves little purpose. When the pump looses prime, slow the engine down for a while to
allow cooling and then shut off.

REBATCHING

After every load there are residuals left in the tank. Some compensation must be made during subsequent recharges
due to residual build up. This is particularly true when using fiber mulches. Indications of the effects of this build up
include poor agitation, slow mixing, or plugging after the second or third rebatch.

The simplest way to avoid residual problems is to cut back on the amount of material to be added by estimating the
quantity of material left in the tank after the prior load.

During the recharge cycle, when the water level is approximately 1/3 full, start the engine and inspect the operation of
the pump bypass stream. Also, open the control valve to actuate the blender. At this point in time the residuals from
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the preceding load should be disbursed and practically unnoticed in the rolling water. If all does not appear to be in
proper working order, stop filling and try to establish why. The small amount of effort expended at this point will save
the inconvenience of working out a solution with a full load. (Refer to: TROUBLE SHOOTING).

Excessive granulars often result from filler material (inert granulars) remaining from the fertilizer selected. Check
inert analysis of product used.

Excessive fiber mulch residuals may often indicate a wetting problem. Addition of a surfactant or "wetting agent"
may allow the mulch to absorb water faster and create more uniform slurry. If a continual residue buildup occurs, it is
simply due to overloading. The logical correction is to increase the water ratio, thus producing a more pumpable

mixture. Consult your materials supplier for recommendations.

It is worthwhile repeating:

@PORTANT! MAKE YOUR INSPECTIONS BEFORE COMMITTING TO A COMPLETE TANK FILL

REMOTE SPRAYING

On the flat, up to 200 feet of hose may be attached directly. The spray valve is used to control the flow. (Although,
contrary to recommended valve use, practicality dictates that periodic replacement of the valve outweighs the expense
of another man stationed to control the engine speed.)

Remote spraying has limitations. As with routine operation, fluid volume and pressure is controlled by engine RPM.
As additional hose lengths are added the frictional pressure drop increases. This means lower pressure at the nozzle
and a lesser spray range. If the hose is extended upward, over a rocky outcrop, for example, the additional vertical lift
will reduce nozzle pressure, thereby cutting back on effective range. A compromise has to be achieved between flow
and pressure to satisfy the requirements allowing this attachment to be fully effective.

On tank pump out be sure to close the hose end spray valve while it still contains slurry. This keeps the slurry in a
fluid and pumpable state. Recoil the hose without draining. Although heavy, this insures that the contained slurry will
stay wet and pumpable. If preferred, the tank may be partially filled with water then pumped through to dilute and
clean the hose. The remote spray valve may then be left open to drain the hose.

HOSE REEL OPTION

An option for remote spray flexibility is a hose reel. This can be operated from ground level, has the additional
advantage of providing power to retract the hose, and a drum providing fixed storage. Up to 100 feet of 1-1/4" two
braid water hose can be contained on the reel. Other optional packages are available to suit almost any situation.

Collapsible (fire) hose is not normally used on reels because it restricts flow when coiled.
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REINCO MODEL HG-5H3
HYDROGRASSER

MAINTENANCE AND SERVICE
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SERVICE

Due to the simplified construction of Reinco Hydrograssers and Power Mulchers, most routine maintenance can be
performed without the services of a skilled mechanic. In the event that your unit requires expertise beyond that which
is covered in this manual, contact your authorized Reinco servicing dealer or Reinco, Inc. directly.

If your Reinco dealer is not an authorized engine dealer, and the problem is engine related, contact an authorized
engine service center. Call Reinco or your dealer for the name of your nearest engine service location.

The Reinco limited warranty, which follows, does not cover the engine. The engine manufacturer provides their own
limited warranty found in the engine manual, provided with new machine.

WARRANTY

The equipment warranty statement is provided as protection to our valued customers, when or if the situation occurs,
that a part or parts fail prematurely during normal use and service. The warranty period as provided allows the
purchaser to make claim for repair or replacement of the parts deemed defective within that period. The procedure
that follows will provide that claims made may be expedited promptly and that settlement will be made fairly and
amicably.

WARRANTY PROCEDURE AND FILING

1. NOTIFICATION - Promptly notify your dealer or Reinco of defect or failure and confirm in writing.

2. AUTHORIZATION - Upon receipt of authorization from Reinco, initiate replacement or repair under the
terms and conditions of the warranty.

3. RETURN GOODS - Should part(s) be requested returned for inspection, obtain authorization for return
(RGA). Return part(s) to Reinco Inc., freight prepaid. A copy of the return authorization should accompany
the shipment.

4. SUBMIT - Claims submitted for warranty consideration will require copies of notification, replacement
part(s), invoice(s), and time record (Work Order). Copies of any additional correspondence concerning the
particular claim should be submitted as well.

Reinco’s obligation under the terms of the warranty shall be limited to replacement or credit for the part(s). On
request, parts must be returned for inspection. Related labor must be considered fair and reasonable regarding work

performed. A work order time record will be required to substantiate and validate labor reimbursement requests.

Claims submitted which upon review are determined to be the responsibility of third parties will be returned with
instruction for forwarding to those parties.

Claims submitted for warranty consideration must be forwarded to Reinco for review within 30 days of the date of
claim or the claim will be considered invalid and void.

Settlement of any claim will require that any prior claims or adjustments be settled.
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WARRANTY STATEMENT

The following warranty statement is provided to illustrate Reinco’s typical Warranty. To the extent that there may be
inconsistencies between this statement and that provided by the sales order Terms and Conditions, the sales order
Terms and Conditions shall apply.

REINCO INC. PROVIDES A LIMITED ONE-YEAR WARRANTY ON THE MACHINERY OF ITS OWN MANUFACTURE.
REINCO INC. WARRANTS TO ANY BUYER THAT THE MACHINERY SHALL BE FREE OF DEFECTS IN MATERIAL OR
WORKMANSHIP DURING NORMAL USE AND SERVICE FOR A PERIOD OF ONE YEAR FROM THE DATE OF SHIPMENT TO
THE CONSUMER. THIS WARRANTY IS NOT EXTENDED FOR MACHINES PLACED INTO RENTAL SERVICE.

UNDER THIS LIMITED WARRANTY, REINCO INC. SHALL WITHIN ONE WEEK FROM THE DATE OF NOTIFICATION, (1)
INITIATE REPLACEMENT OR ACTION FOR REPAIR OF THE PART(S) PROVEN DEFECTIVE IN MATERIAL OR
WORKMANSHIP OR, (2) DIRECT THE SERVICING DEALER TO INVESTIGATE, REPORT, AND THEN AUTHORIZE AND
PERFORM REPAIR OR, (3) ON DIRECT FACTORY SHIPMENT, INSTRUCT THE USER, UPON VERIFICATION OF FAILURE,
TO PERFORM HIS OWN REPAIR WITH PRIOR AGREED UPON BACK CHARGES TO REINCO INC. THE CHOICE OF
ALTERNATIVES SHALL REMAIN THE SOLE DECISION OF REINCO INC.

THIS WRITTEN WARRANTY IS THE ONLY WARRANTY MADE BY REINCO INC. IMPLIED WARRANTIES OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, IF ANY, ARE LIMITED TO THE SAME TERM AS THIS
WRITTEN WARRANTY. CERTAIN STATES DO NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY
LAST, SO THE ABOVE LIMITATIONS MAY NOT APPLY. HOWEVER, SOLELY WITH RESPECT TO THE BUYER, THE
FOREGOING WARRANTY IS IN LIEU OF ANY AND ALL IMPLIED WARRANTIES INCLUDING, WITHOUT LIMITATION,
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR ANY PARTICULAR PURPOSE AND IN LIEU OF ALL
OTHER WARRANTIES EXPRESSED OR IMPLIED, AND NO OTHER WARRANTY IS MADE OR AUTHORIZED TO BE MADE.

THE USER OR DEALER MUST PROMPTLY, WITHIN THE LIMITED WARRANTY PERIOD, NOTIFY REINCO INC., AND
CONFIRM IN WRITING, THE DEFECTS, ALLOWING THE COMPANY TO ANALYZE THE FAILURE AND DETERMINE ITS
OBLIGATION UNDER THE WARRANTY. COSTS INCURRED BY THE USER OR DEALER ARE TO BE ABSORBED, UNTIL
SETTLEMENT UNDER TERMS OF THIS WARRANTY. THE COMPANY RESERVES THE OPTION AND THE RIGHT TO HAVE
ALL DEFECTIVE COMPONENTS RETURNED, TRANSPORTATION PREPAID, FOR INSPECTION.

THIS LIMITED WARRANTY DOES NOT COVER UNSATISFACTORY PERFORMANCE OR FAILURE DUE TO MISUSE OR
ABUSE OF THE PRODUCT, NOR WILL REINCO INC. BE RESPONSIBLE FOR UNSATISFACTORY PERFORMANCE OR
FAILURE DUE TO IMPROPER ADJUSTMENT OR REPAIR OF THE PRODUCT. THE SPECIFICATIONS ARE DESCRIPTIVE
AND ARE NOT WARRANTIES.

THIS LIMITED WARRANTY DOES NOT COVER EQUIPMENT AND ACCESSORIES MANUFACTURED BY THIRD PARTIES.
REINCO INC. SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, SPECIAL, CONTINGENT, INCIDENTAL OR ANY
OTHER DAMAGES WHATSOEVER IN CONNECTION WITH REPLACEMENT, REPAIR OR REFUND AS SET FORTH ABOVE.
CERTAIN STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES,
SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS AND YOU MAY HAVE OTHER RIGHTS IN ACCORDANCE WITH
YOUR STATE LAW.
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MAINTENANCE OVERVIEW

The life of your equipment investment relates directly to the care that you give it. By following the recommendations
below, your new Hydrograsser should last many years.

BASIC

GENERAL: | Keep your machine clean. Inspect; drive couplings, engine, oil and air
cleaner before and after each use. Remove all dirt and chaff from the
engine with a brush. Pay particular attention to the engine air intake-
cooling screen.

SAFETY: | Perform a daily inspection of the machine from a safety viewpoint. Replace
safety decals when worn, faded or damaged.

DRIVE TRAIN

BEARINGS: | The most common error committed by the casual operator is over-
lubrication of bearings. A shot or two of grease (Fiske Lubri-plate 930-AA
or equivalent) every 100 hours is adequate.

Periodically check locking collar set screws for tightness.

DRIVE | The drive coupling transmits power to from the driver to the driven shaft.
COUPLING: | Excessive misalignment of the shafts (axial or angular) will produce
vibration. If so, realign coupling as necessary. Check the setscrews and
connecting bolts every 100 operating hours for loosening or other
abnormality.

If a coupling becomes misaligned, contact your servicing dealer. Otherwise,
follow this procedure: Determine the direction and degree of misalignment
by measuring with a caliper or divider around the periphery of the drive
coupling flanges. If the gap is measured on the top of the driver-coupling
flange, this indicates that this shaft has shifted. If a gap is measured in the
side of the driven flange this indicates that this shaft has shifted.

If misalignment is detected, determine which shaft to adjust [shim as
required]. Make the adjustment, and then re-measure the two coupling
flanges. If the gap is eliminated, tighten all bolts and again check
alignment. If coupling is aligned, start engine and check for vibration. If
vibration exists contact your servicing dealer or the factory for assistance.

For more information on coupling alignment, See Drive Coupling Alignment.

ENGINE: | Daily inspection involves checking oil level, air cleaner and removing dirt
and chaff from engine cowl. Refer to engine manual for the manufacturers
maintenance schedule and further details.

WARNING! | IF THE MAXIMUM ENGINE RPM EXCEEDS 3200, ADJUST THIS
SETTING.

A governor setting limits the rpm nominally at 2900 under load. When
servicing the engine or it's components (throttle, choke, etc.) check this
setting.
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MIXING AND SPRAY ASSEMBLIES

BLENDER
ASSEMBLY:

Daily inspection includes checking hoses and fittings for leakage. Do not
operate the blender system with leaking hoses or fittings. Remedy by
replacing the failing component completely.

The filter gauge is a restriction-controlled device. Replace the service filter
at approximately 500 hours operation or when restriction is indicated. The
hydraulic pump coupling should be inspected for fatigue.

Change system oil at 2500 hours. The system capacity is 12 gallons.
Use 1ISO46 hydraulic fluid only. Dispose of waste oil in approved
containers.

WARNING!

If the blender stops suddenly, the control valve must be turned to the closed
position. Shut down the engine. Remove key from ignition and disconnect
battery. Inspect and remove any obstruction.

RESTART THE UNIT ONLY WHEN ALL OBSTRUCTIONS ARE
COMPLETELY CLEARED.

WARNING!

Should the motor not run or stall continuously under normal operating
conditions inspect components for failure.

DO NOT ATTEMPT TO REPAIR THE FAILED COMPONENT!

Replace the defective component completely.

BOOM | If the boom swivel becomes hard to turn, the seals may be worn from slurry
ROTATION: | granulars. Replacement of the swivel joint packing is required.
DISCHARGE | Check engine RPM. If not 2600-3000 reset the governor control. Check the
RANGE: | pump impeller clearance. (Reference the section on PUMP IMPELLER
ADJUSTMENT)

PUMP: | The pump provides both agitation and discharge pressure. Should system
pressure or spray range drop off suddenly, the pump impeller may be
clogged. If the drop is over a period of time, the pump impeller is worn and
requires adjustment or replacement.

PUMP SEAL: | Should the mechanical seal fail; the first indication will be dripping slurry

from the seal area of the pump. Replacement must be made immediately or
the bearings may be ruined.

Manual 00500925

Reinco, Inc 00 2010

Rev 07/2010



REINCO HG-5H3 HYDROGRASSER *SAFETY* OPERATIONeSERVICE« PARTS MANUAL

TRAILER ASSEMBLY

AXLE: | Inspect all suspension components for exercise wear at approximately
6,000 miles of usage. Worn spring eye bushings, sagging or broken springs
should be replaced. Repack bearings every 12 months or 12,000 miles.

BRAKES: | Inspect and service trailer brakes at yearly intervals. Magnets, which are
worn unevenly, should be replaced. Inspect drum surfaces and armature
contact area for excessive wear or scoring.

WARNING! | TEST OPERATION BEFORE EACH USE.

Recheck braking adjustments each 3,000 miles.

BREAKAWAY: | Check switch operation routinely. If the switch does not engage with the pin
removed, repair or replace the unit immediately.

HITCH: | Inspect hitch components for wear. Routinely check hitch-mounting
hardware for loosening or wear. Replace all worn or damaged
components.

JACK: | Oil tongue jack regularly. Clean dirt from retracting leg. Routinely inspect
the locking pin and spring assembly for wear.
Replace worn or damaged components as necessary.

LIGHTS: | Routinely inspect and insure all lights are operational each time the unit is
hitched. Do not transport unit without all lamps in working condition.

TIRES: | Check inflation pressure weekly to insure maximum life and tread wear.
Check for tire wear frequently.

Note: Once a wear pattern is established, it will continue even when cause
is corrected. Replace worn or damaged tires regularly.

WHEELS: | Retorque wheel bolts at 25, 75, and 150-mile intervals.

Inspect for cracks, dents, or distortion each six months or 6,000 mile
intervals.
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MAINTENANCE SCHEDULE

After each load, wash down any residual materials spilled or over-sprayed onto the machine. This is easiest
accomplished during the water refill between load.

FIRST 4 HOURS: . CHECK ENGINE AND PUMP MOUNTING BOLTS
RETORQUE IF LOOSENED

. CHECK PUMP/ENGINE COUPLING ALINGMENT

*  TORQUE DRIVE COUPLING SET SCREWS

. INSPECT PUMP SEAL/LUBRICATOR

. CHECK ENGINE CONTROLS
CHECK ENGINE MANUAL RELATED INFORMATION

. CHECK ENGINE FLUID LEVELS

. INSPECT RUNNING GEAR AND HITCH COMPONENTS

EVERY 4 HOURS: . CLEAN AIR CLEANER ELEMENT
CHECK ENGINE MANUAL FOR RELATED INFORMATION
. CLEAN CHAFF FROM ENGINE RADIATOR SCREEN
. INSPECT PUMP SEAL/LUBRICATOR
ADD GREASE AS REQUIRED
. REPEAT THE FIRST 4 HOURS INSPECTION

EVERY 20 HOURS: . LUBRICATE SPRAY BOOM SWIVEL JOINT
. LUBRICATE HOSE REEL SWIVEL JOINT
. OIL THE THROTTLE AND CHOKE MECHANISMS
. CLEAN AIR CLEANER ELEMENT.
CHECK ENGINE MANUAL FOR RELATED INFORMATION
. LUBRICATE HITCH COMPONENTS
. REPEAT THE FIRST 4 HOURS INSPECTION

EVERY 40 HOURS: . CHECK BATTERY ELECTROLYTES
. CHECK AND SET ENGINE RPM TO 3200 MAXIMUM
. CLEAN CHAFF AND DEBRIS FROM ENGINE COOLING FINS

EVERY 80 HOURS: *  TUNE UP ENGINE
CHECK ENGINE MANUAL FOR RELATED INFORMATION
. CHANGE ENGINE OIL
CHECK ENGINE MANUAL FOR RELATED INFORMATION
. REPLACE AIR CLEANER CARTRIDGE.
CHECK ENGINE MANUAL RELATED INFORMATION
. CHECK PUMP IMPELLER CLEARANCE.
. GREASE PUMP POWERFRAME BEARINGS
. GREASE GRINDER/BLENDER BEARINGS
. LUBRICATE BLOWER SHAFT BEARINGS
. INSPECT BLENDER HYDRAULIC SYSTEM OIL LEVEL
. INSPECT HOSES AND FITTINGS FOR LEAKAGE OR WEAR
. CHECK TIRES FOR INFLATION AND WEAR PATTERN
. INSPECT AXLE SPRINGS AND COMPONENTS

DO NOT OVER GREASE BEARINGS! A SHOT OR TWO OF GREASE EVERY 80-100 HRS
IMPORTANT! IS ADEQUATE.

, FOR SPECIFIC ENGINE MAINTENANCE INSTRUCTIONS, PLEASE REFER TO THE
IMPORTANT!  £NGINE MANUFACTURER'S MANUAL.
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TROUBLE SHOOTING

THERE ARE OCCASIONS WHEN THE OPERATION OF THE HYDROGRASSER MAY NOT BE AT ITS PEAK. WEAR IS A FACTOR THAT
MUST BE CONSIDERED DEPENDING ON USAGE. MANY TIMES, HOWEVER, OTHER CONDITIONS AFFECT PERFORMANCE. THE
FOLLOWING ARE EXAMPLES OF OUTWARD INDICATIONS OF POTENTIAL PROBLEMS WHICH USUALLY CAN BE CORRECTED
WITH A MINIMUM OF EFFORT

SYMPTOM POSSIBLE CAUSE POSSIBLE REMEDY REF
WATER LEVEL TO LOW. ADD WATER. SPRAYING
INSPECT SUCTION LINE.
SUCTION LINE CLEAR OBSTRUCTION.
RESTRICTION INCREASE WATER BEFORE REBATCHING
RESTARTING UNIT.
NO AGITATION REMOVE PUMP SUCTION
OR DISCHARGE LINE AND SUCTION HEAD,
IMPELLER OBSTRUCTED IF NECESSARY, TO CHARGING SEQUENCE
EXPOSE IMPELLER. CLEAR
OBSTRUCTION.
IMPELLER LOOSE OR OFF |REPAIR OR REPLACE PUMP
OF PUMP SHAFT. ASSEMBLY AS REQUIRED. PUMP MAINTENANCE
NORMAL AGITATION LOCATE AND CLEAR
ol DISCHARGE OBSTRUCTED A A CHARGING SEQUENCE
IMPELLER OUT OF ADJUST IMPELLER
ADJUSTMENT. CLEARANCE. B UMP MAINTENANGE

IMPELLER WORN BEYOND
ADJUSTMENT RANGE. REPLACE IMPELLER.

LOW SYSTEM PRESSURE HYDRO-JET WORN. REPLACE HYDRO-JET. HYDRO-JET REPLACEMENT
SERVICE ENGINE TO
LOW ENGINE RPM. OBTAIN OPERATING MAINTENANCE-ENGINE

PRESSURE UNDER LOAD.

HYDRAULIC SYSTEM FLUID [ FILL SYSTEM RESEVIOR,

LEVEL LOW INSPECT SYSTEM FOR
B';ﬁ';ﬂEgRDgT'f‘Lng AIR ENTRAINED IN SYSTEM LEAKS BLENDER
FLUID CHECK OPERATING LEVEL
HYDRAULIC FLUID HOT OF MACHINE

LOW SYSTEM PRESSURE LOW SYSTEM PRESSURE

WORN HYDRO-JET REPLACE HYDRO-JET. | HYDRO-JET REPLACEMENT
SERVICE ENGINE TO
ENGINE gfgv"\‘/'NG TOO OBTAIN OPERATING MAINTENANCE-ENGINE
POOR AGITATION PRESSURE UNDER LOAD.
JET OBSTRUCTED REMOVE OBSTRUCTION CHARGING SEQUENCE
CLOSE DISCHARGE VALVE
DISCHARGE VALVES OPEN | ™"\ \\5/0R REPLACE IF SPRAYING
OR WORN
WORN.
LOW SYSTEM PRESSURE LOW SYSTEM PRESSURE
SUCTION LINE
SHORT RANGE e CLEAR CLOGGED LINE REBATCHING

IMPELLER OBSTRUCTED REMOVE OBSTRUCTION
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TROUBLE SHOOTING

THERE ARE OCCASIONS WHEN THE OPERATION OF THE HYDROGRASSER MAY NOT BE AT ITS PEAK. WEAR IS A FACTOR THAT
MUST BE CONSIDERED DEPENDING ON USAGE. MANY TIMES, HOWEVER, OTHER CONDITIONS AFFECT PERFORMANCE. THE
FOLLOWING ARE EXAMPLES OF OUTWARD INDICATIONS OF POTENTIAL PROBLEMS WHICH USUALLY CAN BE CORRECTED
WITH A MINIMUM OF EFFORT

SYMPTOM POSSIBLE CAUSE POSSIBLE REMEDY REF
ADJUST MATERIALS
OVERLOADING REQUIREMENTS REBATCHING
REDUCE MATERIALS REBATCHING

SYSTEM PLUGGING

EXCESSIVE RESIDUALS

ALLOWING FOR RESIDUALS

ADD WETTING AGENT

CONTACT MATERIALS
SUPPLIER
FOR ASSISTANCE

MATERIAL CONTAMINANTS

CONTACT MATERIALS
SUPPLIER
FOR ASSISTANCE

IMPROPER LOADING
PROCEDURES

CHARGE MACHINE IN
PROPER SEQUENCE

CHARGING SEQUENCE

LOW SYSTEM PRESSURE

LOW SYSTEM PRESSURE

ENGINE / PUMP
VIBRATION

AIR ENTRAINMENT

SLOW ENGINE SPEED
CHECK SLURRY
MATERIALS
COMPATABILITY

REBATCHING

IMPELLER OBSTRUCTION

REMOVE OBSTRUCTION

CHARGING SEQUENCE

MISALIGNMENT

CHECK AND ADJUST SHAFT
ALIGNMENT

DRIVE COUPLING
ALIGNMENT

PUMP BEARING FAILURE

OVER GREASING
MISALIGNMENT

INSPECT BEARING
ASSEMBLIES AND
REPLACE IF REQUIRED
CHECK SHAFT ALIGNMENT

PUMP LUBRICATION

ENGINE RUNNING
ROUGH

DIRTY AIR/FUEL FILTERS

SERVICE ENGINE
CONTACT ENGINE SERVICE CENTER FOR ASSISTANCE
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BLENDER

Daily inspection includes checking the hydraulic system hoses and fittings for leaks. Do not operate the system with
leaking hoses or fittings. Remedy by replacing the failing component completely.

The filter gauge is a restriction-controlled device. Replace the service filter at approximately 500 hours operation or
when restriction is indicated.

The hydraulic system coupling(s) should be inspected routinely for fatigue.

Change system oil at 2500 hours. The system capacity is 12 gallons. Use ISO- 46 hydraulic fluid only. Dispose of waste oil
in approved containers.

The blender is supported by two sealed pillow block bearings. Periodically inspect these bearings for wear. Scraping of the
blender assembly on the tank bottom would require that the shaft be adjusted providing clearance. Make sure the bearing-
locking collar set screws and coupling setscrews are torqued when adjustments are made. Inspect and retorque the blender
shaft coupling bolts and set screws. If an adjustment is required, the blender blades should have sufficient clearance to sweep
residuals from the tank bottom, without scraping the floor.

If the motor or pump should run hot, the system is drawing air or the reservoir level is too low. Assure that the machine is
being operated on the level. Excessive tilting of the unit may limit the flow of the hydraulic fluid from the reservoir. Worn or

damaged components will contribute to oil heating. Inspect components for wear, and replace as required.

DO NOT ATTEMPT TO REBUILD HYDRAULIC COMPONENTS. Replace worn or damaged components

HYDRO-JET REPLACEMENT

The HYDRO-JET, or pump bypass nozzle, is located in the tank wall near the rear of the tank. The nozzle is a
quick-coupling type flange mounted to the tank-mating flange. The manifold connects via a quick disconnect
coupling.

The agitator nozzle will eventually wear from slurry granulars. It is important to realize that if the HYDRO-JET
nozzle requires replacement, the pump impeller typically will also require adjustment, and visa versa.

Replacement of the agitator nozzle is a simple task. Remove the nozzle / flange assembly, apply caulking to the
mating flange and install the replacement nozzle assembly. When replacing the agitator nozzle adjust the nozzle angle

to maintain a horizontal flow.

Fill unit partially with water, start and inspect for leaks and proper alignment.
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DRIVE COUPLING ALIGNMENT

When aligning the coupling, it is important that the centerline of the driven shaft be true to the centerline of the driver
shaft. Wear on the flex element due to the axial and radial misalignments will be avoided with proper alignment.

COUPLING SHOULD BE ALIGNED WITHIN .005" PARALLEL AND .092" ANGULAR.

To check PARALLEL drive coupling alignment, use a notched
straight edge (notch should be sufficient to clear the center
member) and a feeler gauge. Place the straight edge across the
two coupling flanges and measure the maximum offset at various
points around the periphery of the coupling without rotating the
coupling. If the maximum offset exceeds .005", realign the shafts.
To check ANGULAR drive coupling alignment, a micrometer or
caliper must be used. Measure from the outside of one flange to
the outside of the other at intervals around the periphery of the
coupling. Determine the maximum and minimum dimensions
without rotating the coupling. The difference between the
maximum and minimum must not exceed .092". If correction is
required be sure to recheck the parallel alignment.

In the field, the angular measurements may be approximated with
a tape or ruler. Use opposite reference positions on the driven
shaft flange, measuring to respective locations on the perimeter of the coupling flange (engine side). The
variations should be limited to 1/32". However, this method should be rechecked as soon as possible as
indicated above.

Axial alignment provides for expansion of the flexible insert. Assure a 1/32”-1/16” clearance is provided
between the flange and element.

ALIGNMENT OR REPLACEMENT

It should not be necessary to replace any parts on the drive coupling assembly,
provided that misalignment is discovered at the onset. The following procedure
covers the method to replace an entire coupling assembly, and may also be used as a
guide for alignment also.

1.
2.

Inspect the coupling assembly for damage. Secure replacements as required.

Remove any protective coatings or lubricants from bores, mating surfaces and fasteners. De-burr any marred
surfaces and edges.

Slide one coupling flange onto each shaft. The keys must fit snugly. Should the fit be loose, find out why and
correct before proceeding further. Nest the sleeve (flexible element) with metal ring within one flange. Draw
the two flanges together with some clearance between the element and flanges (approx. 1/32" total or 1/64"
per side). Center the flanges between the two shafts. Then, using a thread locking resin, torque the setscrews
on the flanges securely.

Check parallel, angular and axial alignment as described above. Should the alignment be within
specifications, proceed to step 6.

Loosen bearing and/or engine bolts, as required, to shim to correct the alignment. Torque the bearing and
engine fasteners then repeat step 4 to assure the alignment is maintained.

Recheck to insure that all fasteners and set screws are securely torqued.
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SWIVEL JOINT SERVICE INSTRUCTIONS

Repacking the swivel joint assembly is required when the joint seals have become worn from slurry granulars or
fatigue causes excessive leaking. Remove the joint from the piping and follow the procedure outlined below:

1. Remove swivel joint service plugs and squirt solvent into cavity to reduce grease.

2. Rotate tail piece to remove balls from races, collecting the balls on a rag, as they fall from the service port.
A pair of long nosed pliers or pencil magnet may be required to remove any stubborn balls.

3. With the balls removed, the tail pieces will separate from the body section. Remove the worn seal from the
body sections, and the 'O’ rings from the tail piece. Thoroughly clean all surfaces of grease, grit and dirt.

4. Coat all surfaces with a light machine oil and install the new seals.

5. Replace the tail pieces into the body section with a slight twist to assure seating of the new seals.
6. Insert the balls through the service ports, swinging the tail piece to completely load the races.

7. Replace the service plugs. If binding occurs, back off the plugs slightly.

Lubricate the assembly with #1 consistency waterproof grease. Rotate the tail piece to insure adequate lubrication.
DO NOT FORCE GREASE.

NOTE: Refer to page 60 for schematic and parts listing.

BALL VALVE SERVICING

The valves used in this application are full flow ball type valves allowing quick on-off control of the slurry flow.
Partially opening or closing the valves will quickly cause the ball and or the valve seats to wear from the slurry
granulars.

Replacement of the entire valve is recommended.

Repair or replacement of the worn parts is not often economical or effective
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PUMP MAINTENANCE

GUSHER 7071 SERIES ANSI STANDARD DIMENSION CENTRIFUGAL PUMPS

DISCLAIMER

GUSHER PUMPS INC. SHALL NOT BE LIABLE FOR PHYSICAL INJURY. DAMAGE OH DELAYS CAUSED BY
A FAILURE TO OBSERVE THE INSTRUCTIONS FOR OPERATION, AND MAINTENANCE CONTAINED IN
THIS MANUAL.

WARRANTY

Gusher Pumps, Inc. will replace or repair, within one year of shipment from our plant, any pump in our judgment
that has failed due to defects in materials or workmanship, provided the pump has been properly maintained and has
not been subject to abuse. The pump must be returned to Gusher Pumps. Inc., with complete history of service, for
inspection and warranty consideration. Gusher Pumps, Inc. does not accept responsibility for transportation to and
from our plant. Furthermore, we do not assume any responsibility for consequential damage or loss of production.

IDENTIFICATION

On the casing of every pump is a nameplate that provides information about the pump's characteristics. This
information will be required when ordering spare or replacement parts for your pump. When ordering service or
spare parts the following information should be provided to enable accurate selection of part numbers for the specific
pump in question:

Reinco Machine Serial Number * Reinco Model Number
Pump Serial Number ¢ Complete Model Number ¢ Material of Construction
Discharge and Suction Size * Power Frame Size ¢ Part Description
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SAFETY

As with any mechanical device, proper use and periodic maintenance will enhance the performance and life of your
pump. Safety precautions must be considered before any work is performed. Read and understand the warnings
provided before disassembly of any component.

OPERATOR MUST BE AWARE OF PUMP USAGE AND SAFELY PRECAUTIONS TO
WARNING! PREVENT PHYSICAL INJURY. PROPER PERSONAL PROTECTIVE EQUIPMENT
; SHOULD BE WORN.
PUMP AND PIPING COMPONENTS ARE HEAVY. SERIOUS PHYSICAL INJURY OR
DAMAGE TO EQUIPMENT COULD OCCUR FROM FAILURE TO PROPERLY LIFT AND
SUPPORT PUMP. STEEL-TOED SHOES MUST BE WORN AT ALL TIMES. USE CARE
WHEN MOVING PUMPS. LIFTING EQUIPMENT MUST BE ABLE TO SUFFICIENTLY
SUPPORT THE ENTIRE PUMP.

NEVER REMOVE ROTATING ASSEMBLY WITHOUT ASSISTANCE, PHYSICAL INJURY
MAY OCCUR!

DRAIN ALL LIQUID FROM INSIDE PUMP, CERTAIN MATERIALS MAY BE SLIPPERY
CAUSING SLIPPING AND POTENTIAL INJURY. KEEP PARTS AND THE WORK AREA
CLEAN OF CONTAMINANTS AND DEBRIS.

NEVER USE HEAT LO DISASSEMBLE PUMP. EXPLOSION COULD OCCUR DUE TO THE
EXPANSION OF TRAPPED LIQUID. USE PENETRATING AGENTS TO ASSIST IN
SEPARATING BOUND PARTS.

LOCK OUT THE ENGINE POWER TO PREVENT ACCIDENTAL STARTUP AND

POSSIBLE PHYSICAL INJURY. REMOVE COUPLING GUARD AND SET SCREWS FROM
THE PUMP SHAFT COUPLING FLANGE.
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LUBRICATION

All pumps are lubricated at the factory before testing and installation. The bearing support frame will not require
additional lubrication for approximately 1200 hours of operation.

SEAL LUBRICATION

The pump cartridge seal is fitted with an externally charged lubricator cup. The stem of the cup acts as an indicator to
monitor consumption of the grease. The cup should be maintained full at all times. Check the stem periodically and
recharge as the stem descends. Do not force grease into the cup, overcharging will deform the internal diaphragm and
prevent the grease feed to the seal cavity.

OIL LUBRICATED FRAME

A high quality marine oil with rust and oxidation inhibitors, such as Mobil DTE 26 (300 SSU) or its equivalent,
should be used. Fill bearing frame with oil until the level is at the center of the sight glass. Frame oil capacity is
approximately 2 1/4 pints.

GREASE LUBRICATED FRAME

When regreasing ensure that the grease container, greasing device, and the grease fittings are clean to prevent
impurities from entering the bearing housing.

Remove the 2 grease relief plugs from the bottom of the bearing frame. Fill grease cavities with Chevron SRI #2 or
equivalent until fresh grease comes out of relief holes. Reinstall the grease relief plugs. Check the frame seals to
ensure they are seated in the bearing housing. If not, press into place with drains located at the bottom.

The bearing temperature will usually rise after regreasing due to an excess of grease. Temperatures should return to
normal after the pump has purged the excess grease. Never mix greases of different consistency or thickener. If it is
necessary to change the grease type, all of the old grease must be removed from the housing.

IMPELLER ADJUSTMENT

Over a period of time, a reduction in pump performance may be noticed. The granulars in the materials will wear on
the internal components, increasing tolerances, and reducing overall system output capacities. Improved system
performance can be accomplished by adjusting the impeller clearance.

1. Back off the drive coupling hub set screws on the pump shaft flange. The hub must be moved to
compensate for any adjustment to the shaft/impeller arrangement.

2. Loosen the jacking screw lock nuts and back out the screws about two turns.

3. Turn in the bearing housing adjustment screws evenly until the front of the impeller bottoms on the
impeller housing. Once contact has been made, back off the screws by a few flats of the hex head.

4. Tighten the jacking screws evenly by two flats (each flat of the hex screw provides approximately .
007" adjustment), backing the impeller away from the housing. Tighten the locking screws and jam
nuts evenly, being sure to maintain the proper clearance.

5. Check that the shaft is free turning, adjust the coupling hub as required, then reinstall the coupling set
screws using a locking resin. Replace any guards removed
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PUMP DISASSEMBLY

Over the life of the equipment occasional rebuilding of the pump may be necessary due to wear of the shaft, bearings
or seal components. Disassembly of the complete pump is not difficult, having the proper tools available.

© N o

11.
12.
13.
14.
15.
16.
17.
18.
19.
20.
21.
22.

TOOLS REQUIRED

Spanner Wrench Lifting sling
Shaft wrench Feeler Gauges
7/16-15/16 Open End wrenches Dial Indicator
Torque Wrench and sockets Micrometer
Allen Wrenches Induction Bearing Heater
Snap-ring pliers Cleaning Agents/ Penetrating Agents
Brass Drift Punch Hardwood Block

Drain the oil from the bearing frame and replace the drain plug, and then remove the oil sight gauge.
Remove the cap screws that secure the stem (18) to impeller housing (26).

Unbolt pedestal (14) from base, and Remove the rotating assembly (shaft, impeller, bearings) from housing
(26) using a hoist

Remove stem plate gasket (24) and discard. Mark the location of the drive coupling hub on the pump shaft,
then remove the hub.

To remove the impeller, place a wrench on shaft and rotate the impeller clockwise (viewed from impeller end
of assembly) raising wrench off work surface. Quickly turn impeller opposite direction impacting wrench
handle against solid block or work surface. Repeat process until the impeller loosens and can be turned from
the shaft. Remove the impeller o-ring (17) from the end of the impeller and discard.

Unbolt the stem plate (23) from stem (18).

Unbolt seal/packing gland (19) from the stem plate.

Remove the stem plate.

Remove shaft sleeve (16) from shaft (9). The mechanical seal (21) will come off with sleeve.

Remove the seat and locking collar (22) from the sleeve.

Remove seal gland (19) from shaft.

Unbolt and remove stem (18) from bearing frame (13).

Remove adjusting screws, jam nuts, and locking screws from the bearing housing (6).

Remove the shaft and bearing housing assembly from bearing frame.

Remove the oil seal (15) from the bearing frame (13).

Unbolt and remove the thrust bearing retainer (2) from the bearing housing (6).

Remove the oil seal (3) from the thrust bearing retainer.

Remove the snap ring (4) from the shaft.

Slide the bearing housing (6) off of the thrust bearing (3).

Remove bearings (5 and 10) and bearing housing (6) from the shaft

Remove bearing housing o-ring (7) from bearing housing,

Remove bearing frame breather (12) and pedestal (14) from bearing frame (13)
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COMPONENTS INSPECTION

Once the pump has been disassembled, thoroughly clean and inspect any parts that may be reused to ensure that they
will fit and function properly. Any parts that do not meet the following standards should be replaced.

1.

()]

Inspect the impeller housing (26) for excessive wear or pilling. Inspect the stem plate gasket seat surface
for irregularities.

Inspect the impeller (25) vanes for damage or wear. Replace impeller if vanes are worn in excess of
adjustment. Inspect the edges of the vanes for pitting, erosion, or corrosion damage.

Inspect the stem (18) for cracks or excessive corrosion. Ensure the gasket surface is clean.

Inspect the shaft (9) and sleeve (16) for grooves or pitting. Ensure the shaft bearing fits are within
tolerances.

Inspect the bearing frame (13) and pedestal (14) for cracks. Remove all loose foreign material from inside
the frame. Ensure that all lubrication passages are clear.

Inspect stem plate (23) for pilling or wear.

Inspect the bearing housing (6) for cracks and pitting. Check that the bore is within tolerances. Inspect
the bearings (5. 10) for contamination or damage. Do not under any circumstances reuse worn bearings.

Tolerances 7071M

1.7722”
1.7718”
0.0010” tight
0.0001” tight
1.7717”
1.7712”
3.9370”
393797
0.0015 loose
0.0000” loose
3.9370”
3.9364”
1.7722”
1.7718”
0.0010” tight
0.0001” tight
1.7717”
1.7712”
3.9370”
3.9379”
0.0015 loose
0.0000” loose
3.9370”
3.9364”

SHAFT O.D. INBOARD

BEARING I.D. INBOARD

FRAME ID. INBOARD

BEARING O.D. INBOARD

SHAFT O.D. OUTBOARD

BEARING ID. OUTBOARD

HOUSING ID. OUTBOARD

BEARING O.D. OUTBOARD
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PUMP REASSEMBLY
BEARING INSTALLATION

1. Begin by cleaning your work area. Contaminants and debris can cause unnecessary bearing failures.

2. Clean all components thoroughly before proceeding with the new bearing installation.

3. If the shaft surface is marred, it must be cleaned and smoothed. Use a bearing warmer or warm the bearing
in an oven to 180 degrees. This will expand the races so that the bearing may easily slide onto the shaft. Do
not heat excessively, so as not to damage the bearing ball retainers. It would also be advantageous to cool the
shaft at this time, to more easily slip the warmed bearing into position. Once the components are left to
return to normal temperatures the fit will be assured.

4. If the bearing must be pressed onto the shaft, use an arbor press with sufficient stroke to complete the fit.
The bearing maybe placed on a face block which contacts only the bearing inner ring and which has an
internal diameter greater than the bearing bore.

5. The shaft is then positioned through the bearing until it is seated firmly against the shaft shoulder. If

excessive force is required, check the shaft and the bearing inner tolerances before committing to a complete

installation. When mounting the shaft to the bearing, the mounting force should be applied only against the
race being fitted. A bearing should never be forced onto a shaft by pressure or hammer blows applied to the
outer ring. Do not allow any misalignment the bearing and shaft during the installation process.

Adjust the impeller and shaft

Install the drive-coupling key, and remount the drive-coupling flange.

Place stem plate gasket (24) on stem.

9. Loosen locking and jack screws in the bearing frame.

10. Install rotating assembly in impeller housing (26).

11. Install and torque the housing assembly bolts.

12. Replace shims under frame heel and tighten frame to base plate. A dial indicator may be mounted to measure
the distance between the top of the frame and the base plate. This measurement should not change as bolts
are tightened,

13. Total travel of impeller in the casing should not exceed .030 in. Determine cause and correct before
proceeding.

14. Adjust the impeller clearance.

15. Replace any piping; add proper lubricant(s) to the pump and seal cavity.

16. Check to assure the shaft will rotate easily. If so continue with startup If the shaft does not turn easily
determine cause and correct.

i IS
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17.
18.

19.
20.

21.
22.
23.
24,
25.

26.

MAINTENANCE AND SERVICE » PAGE 49

PUMP REASSEMBLY
POWER FRAME ASSEMBLY

Install the oil sight gauge, bearing frame breather, and oil drain plug in the bearing frame (13) and hand
tighten.

Install the thrust bearing (5) on shaft (9).

Install snap ring (4) onto shaft.

Coat outside of thrust bearing (5) and the inside of bearing housing (6) with oil. Install bearing housing onto
shaft/bearing assembly. Do not force assembly together,

Install thrust bearing retainer (2) Gasket (3), and bolts. Torque bolts per and check shaft for free turning.
Install radial bearing (10) onto shaft.

Install new o-ring (7) onto bearing housing (6).

Install oil seal (1) into thrust bearing retainer (2).

Coat outside of bearing housing (2) and all internal surfaces of bearing frame (13) with oil.

. Install shaft assembly into bearing frame (13),

. Install locking screws and adjusting screws with jam nuts, and hand tighten.

. Attach pedestal (14) to bearing frame, hand tighten bolts.

. Support the power frame in a horizontal position.

. Check shaft end play limits [.0013/.0021”]. The shaft should move forward and back by hand.

. Check shaft run out. Install shaft sleeve (16) and thread Impeller (26) onto shaft. Hand tighten, then rotate

impeller one turn. If reading varies more than .002 in, disassemble power frame and determine cause.
Remove impeller and shaft sleeve.

Check bearing frame race run out. Rotate shaft as indicator rides along face of frame for one turn. If reading
varies more than .001 In. disassemble frame and determine cause.

Install stem (18) to bearing frame, Torque bolts, in an alternating pattern.

Check stem run out. Rotate shaft one turn, if reading varies more than .005”, disassemble pump and
determine cause.

Install oil seal (15) in bearing frame.

Install stem plate (23) to stem (18) (from Impeller end of pump), Check the stem plate run out. Rotate shaft
one turn, if reading varies more than .005 in. determine cause and correct before continuing.

Install shaft sleeve (16) on shaft.

Thread impeller (25) with impeller o-ring (17) onto shaft.

Put shaft wrench on shaft and continue to thread impeller until it makes firm contact with sleeve.

Next, raise shaft wrench off work surface, then slam it back down onto work surface or a solid block. Repeat
process a few times to tighten impeller.

Loosen locking and jacking screws in bearing frame. Using a feeler gauge adjust impeller until there is a .
030” clearance between the impeller and stem plate. Tighten the jack screws, locking screws and jam nuts.
Check impeller run out. If total reading checked from vane tip to vane tip, varies more than .005 in.,
determine cause and correct before continuing.
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PUMP REASSEMBLY
COMPLETING REASSEMBLY

1. Place the idler on the idler pin and the O-ring head gasket on the head. Place the head assembly on the pump
and tighten the cap screws evenly and securely. The seal is now automatically compressed to its proper
working length.

2. Pack the single row ball bearing with grease and install in the casing and secure it with the snap ring.

3. Pack the lubrication chamber between the casing ball bearing and the double row ball bearing in the bearing
housing approximately half full with lithium base ball bearing grease.

4. Pack the double row ball bearing with lithium base ball bearing grease and press into the bearing housing.
Install the snap ring to hold the bearing in place.

5. Start the bearing housing into the casing. Turn by hand until tight. This forces the rotor against the head.
Replace and tighten the lock nut on the shaft. Insert a piece of brass or hardwood through the port opening
between the rotor teeth to keep the shaft from turning.

6. Adjust the pump thrust bearing and rotor clearance by loosening the two set screws in the bearing housing
and turn counterclockwise 1/2" measured on the outside of the bearing housing. This represents
approximately .003" end clearance.

BE SURE THE SHAFT CAN BE ROTATED FREELY. IF NOT, TURN THE BEARING
IMPORTANT! HOUSING COUNTERCLOCKWISE UNTIL THE SHAFT CAN BE TURNED.
BE SURE SET SCREWS ARE TIGHTENED SECURELY AFTER ADJUSTMENT IS MADE.

HIGH VISCOSITY LIQUIDS REQUIRE ADDITIONAL END CLEARANCE.

THE AMOUNT OF END CLEARANCE DEPENDS ON THE VISCOSITY OF THE LIQUID
BEING PUMPED.
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ASSEMBLY TROUBLESHOOTING

Problem

Cause

Solution

Excessive shaft end play.

Bearing internal clearance too great. Snap
ring loose in housing groove

Replace bearings.
Reseat snap ring

Excessive shaft run out.

Sleeve worn.

Replace worn parts.

Shaft bent.
. . Shaft bent.
Excessive bearing frame run out. . . Replace shaft
Bearing frame flange distorted.
Excessive stem run out Corrosion. Replace worn parts

Excessive stem plate run out.

Stem plate not property seated Corrosion
or wear

Reseat stem plate
Replace worn parts

7071 SERIES SHAFT RUNOUT TOLERANCES

SLEEVE FIT COUPLING FIT
WITH SLEEVE 0.001 0.001
WITHOUT SLEEVE 0.002 0.001
7071 SERIES BOLT TORQUE VALUES

8"7071S 7071M

20 FT-LBS 30 FT-LBS
IMPELLER HOUSING BOLTS
30 FT -LBS 45 FT LBS
BEARING FRAME TO STEM BOLTS 20 FT-LBS 30 FT-LB8
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WINTERIZING AND STORAGE

When the season is over, a preventive maintenance plan for laying up the machine over the winter months will
simplify spring start up.

It is assumed that the entire unit will have been thoroughly cleaned and washed down.
Peeling paint or rusty spots should be scraped, primed and painted.
The standard 80-hour check should be performed on the engine.

Reference the specific engine manual for cold weather preparation.

A

Remove the battery, fill and charge, and store in a dry, preferably warm area.
NEVER STORE A BATTERY DIRECTLY ON THE GROUND OR ON CONCRETE.
Check the unused battery charge at 90-day intervals.

Lubricate all components as listed per the "MAINTENANCE SCHEDULE", page 37.

Any identified repairs should be performed now to simplify next season's start up.

If the machine cannot be stored inside during the winter months, cover the entire unit to protect from the
elements.

9. Jack up trailer and place frame on stands to remove weight from tires. Never jack up or support unit or
running gear components (springs, beam, shackles, etc.)
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REINCO MODEL HG-5H3
HYDROGRASSER

PARTS LISTINGS
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REPLACEMENT PARTS

ORDERING REPLACEMENT PARTS

Identify the part(s) by item number using the pictorial schematic provided. Match the item number to the list, and
identify the part required by stock number. Contact your REINCO dealer for price and availability. Parts may be
ordered directly from the factory, outside of dealer territories. Parts ordered from the factory, for shipment to a
customer within a dealer territory will be directed through the respective dealer's Parts and Service departments.

Many of the parts listed are commercially available and may be procured locally. Manufacturer's specific part numbers

are available on request.

Other parts, such as engine components may be obtained through the respective manufacturer's distribution and

service network.

Should you require assistance concerning locating these agencies, contact your REINCO dealer or REINCO directly.

OPERATION PARTS AND SERVICE MANUALS

Additional user manuals may be ordered by part number as indicated:

REINCO PART NO.

DESCRIPTION

00901000

Hydrograsser Safety Manual
Common for All Reinco Hydrograssers

00500925

HG-5H3 SERIES SAFETY,
OPERATIONS, PARTS AND SERVICE
MANUAL

EN3113.51

HONDA GX620 Series Engine Manual *

AX5110.51

Axle Service Manual 100-M *

*MANUALS PROVIDED BY MANUFACTURER

Manual 00500925
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NOMENCLATURE
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DECALS & APPLIQUES

o o‘i'ifg*ii-"-

il

ITEM PART NUMBER DESCRIPTION QTY.
1 ID2625.03 APPLIQUE 'REINCO' LOGO 6"x29" 2
2 00171020 DECAL — CHARGING 1
3 00202000 DECAL LUBRICATION SCHEDULE 1
4 00271000 DECAL EQUIPMENT TRAINING 1
5 00291000 DECAL WARNING VIBRATION 1
6 00211020 DECAL CAUTION STOP MACHINE FOR SERVICING 1
7 00171040 DECAL DO NOT THROTTLE SPRAY VALVE 1
8 00251000 DECAL WARNING CONFINED SPACE 1
9 00191000 DECAL DO NOT OVERGREASE BEARINGS 2
10 00212030 DECAL WARNING KEEP GUARDS IN PLACE 2
11 00171030 DECAL MAINTAIN PUMP IMPELLER CLEARANCE 1
12 00231000 DECAL CAUTION 3200 RPM MAXIMUM 1
13 00192000 DECAL NOTICE FUEL SHUTOFF 1
14 00181000 DECAL GASOLINE ONLY 1
15 00183000 DECAL HYDRAULIC FLUID 1
16 00261000 DECAL DANGER HYDRAULICS 1
17 00291000 DECAL WARNING WHEEL TORQUE 2
18 00241000 DECAL - REINCO '800' SALES & SERVICE 2
19 ID2600.11 SERIAL NUMBER NAMEPLATE 1
20 00282010 DECAL - CAUTION NO STEP 2

C00002.01 REINCO W/R ACRYLIC ALKYD ENAMEL EXT
C00131.02 TCP ALUMINUM HIGH SOLIDS EPOXY INT
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PIPING COMPONENTS
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PIPING COMPONENTS

ITEM PART NUMBER DESCRIPTION QTY
1 PI1I2360.40 SUCTION INTAKE FLANGE ASSEMBLY, w/GASKET 1
GA7006.40 GASKET ONLY 4” 1
2 PI1I2810.40 SLEEVE COUPLING 4” 1
3 PI7350.45 SUCTION LINE ASSEMBLY 4” x 45” GOE/OEP 1
4 CP1005.20 CLEANOUT PLUG 2” 1
5 PI2356.40 PUMP INLET ELBOW 4” x 90 1
6 PI2311.40 COUPLING, 4” CAM, w/GASKET 1
GA7005.40 GASKET ONLY 4” 1
9 06798140 PUMP DISCHARGE MANIFOLD 1
10 PI2360.30 FLANGE COUPLING 3”, w/GASKET 1
GA7006.30 GASKET ONLY 3” 1
11 GA7002.30 FLANGE GASKET 3” 1
12 PI2312.32 REDUCING COUPLING 3” x 2”, w/GASKET 1
GA7006.32 GASKET ONLY 3”7 x 2” 1
13 PI2311.20 COUPLING, 2” CAM, w/GASKET 1
GA7005.20 GASKET ONLY 2” 1
14 06788050 BYPASS HOSE ASSEMBLY 2”x 19-3/4” OA 1
PI2825.20 HOSE FITTING 2” GRV x HOSE SHANK 1
HO7762.02A HOSE FITTING 2” ‘C’ x HOSE SHANK 1
HO8002.01 CLAMP 5/8” x 2-1/2” BANDIT 4
15 11321300 HYDROJET NOZZLE / FLANGE ASSY 1
FA1143.06 5/16"-18 NC, PAN HEAD SLOTTED SCREW 3
16 PI2310.20 COUPLING, 2” B&N, w/GASKET 1
GA7005.20 GASKET ONLY 2” 1
17 PI2330.20 CAP 1
20 03553020 SPRAY RETURN LOOP, COMPLETE 1
PI2822.06 COUPLER 2" ‘D’ , BRASS, w/GASKET 2
GA7007.61 GASKET ONLY 2" 2
21 JO04250.00X SWIVEL JOINT ASSEMBLY 2" x 360° 1
22 PI2822.02 ADAPTOR 2", ‘F’, BRASS 1
23 PI7915.00 CLOSE NIPPLE, 2" BRASS 1
24 VA5286.00 BALL VALVE 2" FULL FLOW BRASS 1
25 13733011 SPRAY BOOM STAND 1
26 GA8001.07 PRESSURE GAUGE W/ ISOLATOR 1
27 13572210 SPRAY BOOM SUPPORT/NOZZLE RACK 1
28 PI2962.20 3 BOLT FLANGE, NO BOLTS 2
FA1124.20 3/8"-16 x 2” NC HEX HEAD SCREW 3
FA1241.03 3/8"-16 NYLON INSERT NUT 3
29 00531010 SWIVEL STOP CHAIN ASSEMBLY 1
30 N09982.01 NOZZLE 2” LONG RANGE SS 1
31 N09982.02 NOZZLE 2” MED RANGE SS 1
32 N09982.03 NOZZLE 2” FAN 50 SS 1
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BOOM SWIVEL JOINT

6
5

ITEM PART NUMBER DESCRIPTION QTY

J04250.00X SWIVEL JOINT ASSEMBLY 2" STYLE 50 (360°) 1
REPLACEMENT PARTS AS FOLLOWS
2 Jo4251.11 SEAL KIT, INCLUDES ITEMS 2.1 & 2.2 1
2.1 SE0530.27 QUAD RING SEAL 2
2.2 SE0521.24 O RING SEAL 2
3 Jo4251.02 BALL SET 3/8" x 54 PCS 2
4 PI1I2832.01 SERVICE PORT PLUG 4
5 LU0712.06 LUBE FITTING 2
[ CP1010.02 LUBE FITTING CAP 2
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DISCHARGE HOSE

Ref: PIPING COMPONENTS

ITEM PART NUMBER DESCRIPTION QTY
1 HO7112.55A DISCHARGE HOSE 1%" x 50', MxF, POLY 1
GA7001.55 1%" GASKET ONLY 1
ALT HO7112.55 DISCHARGE HOSE 1%" x 50', MxF, NEOPRENE 1
GA7001.50 134" GASKET ONLY 1
2 PI2821.25A QUICK DISCONNECT COUPLER, 1¥%", 'B' 1
GA7001.59 14" GASKET ONLY 1
3 VA5262.00 1%" BALL VALVE 2
4 PI7912.00 1%" CLOSE BRASS NIPPLE 1
5 PI1I2301.04 2" x 1%" ADAPTOR 1
[ 05381050 HOSE HANGER, NO HDWR 1
FA1124.10 3/8-16 x 1" HEX HEAD CAP SCREW 4
FA1241.03 3/8-16 NYLON INSERT HEX NUT 4
10 N0O9940.00 NOZZLE, 1%", SS, STRAIGHT STREAM 1
11 NO9941.00 NOZZLE, 1%", SS, 25° FAN PATTERN 1
12 N0O9941.01 NOZZLE, 14", SS, 50° FAN PATTERN 1
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HOSE REEL ASSEMBLY
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HOSE REEL ASSEMBLY PARTS

ITEM PART NUMBER DESCRIPTION QTY
ACZ-05-5112 NEW MACHINE ACCESSORY OPTION
SPRING REWIND HOSE REEL PACKAGE
1 HR1010.00 REPLACEMENT HOSEREEL, SPRING REWIND 1
2 06281010 SPOOL & DRUM MOUNT 2
3 VA5272.00 BALL VALVE. 1¥", FULL FLOW 1
4 PI7413.00 NIPPLE, 1" x CLOSE, BRASS 1
5 06781260 SUPPLY HOSE ASSY 1
[ PI2385.15 TEE CLAMP, 3" x 1¥%" FNPT 1
7 HO7112.56 DISCHARGE HOSE 1%" x 100', MxF, NEOPRENE 1
8 HR1010.01 HOSE STOP (not shown) 1
9 PI2312.15 COUPLING, 2" x 13", W/ GASKET 1
10 VA9912.50 REMOTE SPRAY VALVE ASSEMBLY, 1%", INCLUDES: 1
PI2821.26A 1%" 'D' QUICK COUPLER, FM, HOSE END 1
PI2821.22A 14" 'F' QUICK COUPLER, M 1
VA9912.50 1%" FULL FLOW BALL VALVE 1
PI2821.25A 1¥" 'B' QUICK COUPLER, FM, NOZZLE END 1
GA7001.59 14" QUICK COUPLER GASKET ONLY 2
20 N0O9940.00 NOzZZLE, 1%", SS, MED RANGE STRAIGHT STREAM 1
21 NO9940.01 NOZZLE, 1%", SS, LONG RANGE STRAIGHT STREAM 1
22 N09941.00 NOZZLE, 1*", SS, NARROW FAN PATTERN 1
23 NO9941.01 NOZZLE, 1%", SS, WIDE FAN PATTERN 1
ITEM PART NUMBER DESCRIPTION QTY
J04132.10 COMPLETE REPLACEMENT SWIVEL JOINT 1
SWIVEL JOINT REBUILD KIT INCLUDES: 1
J0o4132.11 BUNA-N PACKING 1
J04132.22 BALL BEARING UNIT 1
J04132.21 PACKING RING 1
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BLENDER & HYDRAULIC SYSTEM
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BLENDER & HYDRAULIC SYSTEM

ITEM PART NUMBER DESCRIPTION QTY
1 PU6000.01 PUMP 1
2 05841020 PUMP BRACKET (not shown) 1
3 05431020 COUPLING GUARD (not shown) 1
4 MO9001.00 MOTOR 1
5 05451010 MOTOR BRACKET (not shown) 1
6 05452020 MOTOR MOUNT (not shown) 1
7 VA8005.16 CONTROL VALVE 1
8 FI6000.01 FILTER ELEMENT #FA1O 1
9 FI6001.02 FILTER HEAD 1
10 GA8001.21 GAUGE- RESTRICTION 1
11 05391000 RESEVIOR TANK 17 GALLON 1
12 FL1000.00 BREATHER/FILL 1
13 ST8000.00 STRAINER 1
14 GA8005.00 GAUGE-0OIL LEVEL/TEMP 1
16 PI2835.06 DRAIN PLUG-MAGNETIC 3/4" 1
17 PI2853.06 ELBOW 3/4" x 90 STREET 2
20 HO7800.26 ELBOW 5/8" O-RING x 90° x 5/8” JIC Male 1
21 PI2884.01 TEE- 1/2" MALE RUN-STL 2
22 HO7800.14 BUSHING-REDUCING 1/2"x1/4"-STL 1
23 HO7800.05 PLUG-1/4" HEX -STL 1
30 05403010 HOSE ASSEMBLY 48" 1
31 06851020 HOSE ASSEMBLY 79" 1
32 06851040 HOSE ASSEMBLY 50" 1
33 06851030 HOSE ASSEMBLY 56" 2
40 06802010 BLENDER POST ASSEMBLY 1

06802040 BLENDER BLADE 2
41 11402030 AGITATOR SHAFT 1
C08440.20 COUPLING COMPLETE 1

42.1 Cc08440.21 COUPLING FLANGE 1” 2

42.2 C08446.73 COUPLING INSERT-NEOPRENE 1

42.3 C08446.74 RING ONLY 1
43 BE0260.01 BEARING 1-7/16" PILLOW BLOCK 2
44 KE9002.21 KEY 3/8" x 1" BER 1
45 05792010 FLANGE 1-3/4"B 3/8"Kw 1
46 FA1126.16 1/2"-13 x 1-3/4" HEX HEAD CAP SCREW 4
477 FA1241.04 1/2"-13 NYLON INSERT NUT 4
48 11402070 SLINGER, NEOPRENE 1-31/32” ID x 4” 1
49 11402071 SLINGER, NEOPRENE 1-23/32” ID x 4” 1
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ENGINE & PUMP DRIVETRAIN
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ENGINE AND PUMP DRIVETRAIN

ITEM PART NUMBER DESCRIPTION QTY
1 PU5248.00 REPLACEMENT PUMP 1
2 EN3020.80 REPLACEMENT HONDA ENGINE W/ PTO 1

ENGINE RELATED NOI
EN3018.65 MUFFLER, TOP MOUNT 1
EN3020.82 DEBRIS SCREEN 1
EN3020.81 FLYWHEEL PTO 1
EN3020.83 CONTROL ASSY 1
06831010 MOUNT, VALVE/THROTTLE CONTROL 1
C06120.00 CONTROL CABLE, * TURN LOCK 1
C06050.30 CHOKE CABLE 1
3 01661000 FUEL TANK 1
TANK RELATED NOI
FA1123.06 5/16-18 HEX HEAD CAP SCREW 4
FA1241.02 5/16-18 NYLON INSET HEX NUT 4
FA0395.03 ISOLATION WASHER 4
HO7302.51 FUEL LINE, %" C-404 /FT 1
HO7746.24 HOSE FITTING, %" MNPT x HOSE 1
01631010 FUEL PICKUP TUBE 1
4 C08436.40X COUPLING ASSY COMPLETE, #40, INCLUDES: 1
C08436.43 COUPLING INSERT, NEOPRENE 1
C08436.44 COUPLING RING 1
C08436.41 COUPLING FLANGE, 1" DIA (ENGINE SHAFT) 1
C08436.42 COUPLING FLANGE, 1-1/8" DIA (PUMP SHAFT) 1
5 KES002.10 KEY, 3/8 x 2" OER (ENGINE SHAFT) 1
[ KES001.01 KEY, 3/16 x 1%" BES (PUMP SHAFT) 1
7 32039060 GUARD, PUMP COUPLING 1
FA1125.06 7/16-14 HEX HEAD CAP SCREWS 2
8 C08446.71X COUPLING ASSY COMPLETE, #30, INCLUDES: 1
C08446.73 COUPLING INSERT, NEOPRENE 1
C08446.75 COUPLING RING 1
C08446.71 COUPLING FLANGE, 1" DIA (ENGINE PTO) 1
C08446.74 COUPLING FLANGE, 5/8" DIA (HYDR PUMP) 1
9 KES001.12 KEY, ¥4 X 1" BER 1
10 05431020 GUARD, PTO COUPLING 1
11 00551000 PUMP SEAL LUBRICATOR ASSY, INCLUDES: 1
LU0710.01 LUBRICATOR CUP ONLY 1
12 06747010 CUSHIONED SUB-FRAME 1
13 SH6055.01 COMPRESSION MOUNT 4
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DISCHARGE PUMP COMPONENTS

7071 M
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DISCHARGE PUMP COMPONENTS

ITEM PART NUMBER DESCRIPTION QTY
- PU5248.00 PUMP ASSEMBLY 3x4x 6.5 (HG-5H3)
PU5269.00 PUMP ASSEMBLY 3x4x 8.25 (HG-10/13GX3)
PU5297.00 PUMP ASSEMBLY 4x6x 10.625 (HG-15GX3)
PU5295.00 PUMP ASSEMBLY 4x6x 10.875 (HG-20/30GX3)
1 PU5269.58 OIL SEAL (COUPLING END) 1
2 PU5269.06 BEARING HOUSING COVER 1
3 PU5264.59 BEARING COVER GASKET 1
4 PU5269.03 SNAP RING 1
5 PU5264.56 THRUST BEARING (OB) 1
6 PU5264.03 THRUST BEARING HOUSING 1
7 PU5269.04 THRUST BEARING HOUSING O-RING 1
8 KES9001.06 DRIVE KEY 1
9 PU5269.51 SHAFT WITH SNAP RING 1
10 PU5264 .55 RADIAL BEARING (IB) 1
11 PU5269.64 OIL SIGHT GAUGE 1
12 PU5269.63 BREATHER (BEARING FRAME) 1
13 PU5264.52 FRAME (BEARING SUPPORT) 1
14 PU5269.52 MOUNTING PEDESTAL 1
15 PU5269.061 OIL SEAL (BEARING FRAME) 1
18 PU5269.09 STEM 1
16 PU5290.12 SHAFT SLEEVE 1
17 PU5264.62 IMPELLER O-RING 1
19 PU5269.10 SEAL GLAND 1
20 PU5269.13 GASKET (SEAL GLAND) 1
21 SE0571.91 DOUBLE MECHANICAL SEAL ASSEMBLY 1
22 PU5269.57 LOCKING COLLAR 1
23 PU5269.56 STEM PLATE 1
24 PU5269.59 GASKET (STEM PLATE) 1
25 -CHOOSE ONE- IMPELLER 1
PU5248.01 6.500”DIA (HG-5H3)
PU5269.01 8.250”DIA (HG-10/13 GX3)
PU5297.01 10.625”DIA (HG-15 GX3)
PU5295.01 10.875”DIA (HG-20/30 GX3)
26 —-CHOOSE ONE- VOLUTE HOUSING 1
PU5269.05 3x4 (HG-5/10/13)
PU5295.05 4x6 (HG-15/20/30)
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ANTI-SIPHON FILL ASSEMBLY
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ANTI-SIPHON FILL ASSEMBLY

ITEM | PART NUMBER DESCRIPTION QTy.
1 06788040 90° FILL ADAPTOR FITTING 1
2 06791010 DEFLECTOR FILL ASSEMBLY 1

AIR GAP FILL ASSEMBLY

ITEM | PART NUMBER DESCRIPTION QTy.
1 06842010 AIR GAP FILL ASSY 1
2 VA5272.00 BALL VALVE, 1" 1
3 PI2821.52B '"F' QUICK CONNECT ADAPTOR, 1" 1
4 FILL RECEIVER 3"x 5" 1

CP1006.30 RECEIVER CAP ONLY 1
11451100 CHAIN ASSEMBLY 1
CH0644.30 CHAIN CONNECTOR 1
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OPTIONAL REAR SPRAY BAR

I CONNECT - SPRAYBOOM SUPPLY HOSE
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ITEM PART NUMBER DESCRIPTION QTY
NEW MACHINE ACCESSORY OPTION
REAR SPRAY BAR PACKAGE
1 19092021 SPRAYBAR MANIFOLD ASSEMBLY 1
2 PI2831.21 PLUG 2" GALV 2
3 PI7910.00 NIPPLE 1" x CLOSE 3
4 VA5251.00 BALL VALVE 1" FULL FLOW 3
5 PI2821.02 QUICK-DISCONNECT ADAPTOR 1" 'F' 3
6 PI2821.06 QUICK-DISCONNECT COUPLER 1" 'D' 3
7 N0O9901.42 NOZZLE 1" VEEJET 3
8 19092022 SUPPLY HOSE w/ FITTINGS (SPECIFY LENGTH)
HO07120.01 HOSE ONLY 2" x FT (SPECIFY LENGTH)
PIU2825.20 HOSE FITTING #48 2" GRV x 2" HOSE SHANK 2
HO8002.01 HOSE CLAMP J209 SS 4
9 PI7520.03 ADAPTOR NIPPLE 2" x 2" GxT 1
10 PI2310.20 LINE COUPLING 2" #75 w/ GASKET 2
12 PI2352.20 ADAPTOR ELBOW 2" #18 GxT 1
13 VAT7020.00 SOLENOID VALVE 2" 12V #136A47W 1
14 PI7875.00 ADAPTOR NIPPLE 2" x CLOSE 1
15 ST7003.20 STRAINER ASSEMBLY 2" x 150# 1
ST7003.21 STRAINER ELEMENT #50 MESH 1
16 PI2853.20 ELBOW 2" x 90° STREET 1
17 PI2822.02 QUICK-DISCONNECT ADAPTOR 2" 'F' 1
18 PI2822.07 QUICK-DISCONNECT CAP 2" 1
20 EL2109.01 INLINE FUSE HOLDER 1
21 EL2112.14 FUSE 14A AGC 1
22 EL2101.40 TOGGLE SWITCH 12V- ROCKER RED 1
30 GA7005.20 GASKET ONLY 2" H75E 2
03141000 SPRAYBOOM SUPPLY HOSE 2” x 41”, (not shown) 1
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OPTIONAL TRAILER COMPONENTS
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TRAILER COMPONENTS
ITEM PART NUMBER DESCRIPTION QTY
2 TI7530.00 MOUNTED TIRE FOR SINGLE AXLE, INCLUDES: 2
TT7201.30 TIRE ONLY, ST235/85R16 ‘E’ 1
AX5116.03 WHEEL ONLY 1
TI7203.03 VALVE TR-416-S 1
ALT TI7501.00 MOUNTED TIRE FOR TANDEM AXLE, INCLUDES: 4
TI7201.13 TIRE ONLY, ST225/75R15 ‘D’ 1
AX5101.15 WHEEL ONLY 1
TI7203.03 VALVE TR-416-S 1
3 Cc09281.21 COUPLER, ADJUSTABLE EYE 1
C09085.51 COUPLER, ADJUSTABLE BALL HITCH 2-5/16" ALT
C09080.42 COUPLER BOLT KIT 1
C09212.21 COUPLER, HYDRAULIC SURGE ACTUATOR, 3" EYE ALT
4 JA1002.02 TONGUE JACK (5000#) 1
JA1005.02 JACK FOOT PAD 1
5 CHO641.56 SAFETY CHAIN W/ CLEVIS, INCLUDES: 1
CH0643.55 CHAIN CLEVIS 1/2" 2
CHO0641.55 CHAIN ONLY - 1/2" PROOF COIL x FT 5
[ BR2022.03 BREAKAWAY SWITCH 2010 65-4 1
CH0643.10 SNAP HOOK R12978 1
7 05422000 TRAILER WIRING HARNESS ASSEMBLY, INCLUDES: 1
EL2203.01 HARNESS CONNECTOR, PLUG 1235 1
EL2203.02 HARNESS CONNECTOR, SOCKET 1254 1
8 LI3303.05 DIRECTIONAL LAMP 2
9 LI3302.05 COMBINATION LAMP (STOP/TAIL/TURN) 2
10 LI3305.02 LICENSE PLATE LAMP 1
30284010 LICENSE PLATE BRACKET 1
11 LI4030.01 REFLECTOR, RED (Oval) 2
L.T4040.11 REFLECTOR, RED (Round) 2
1.I4040.12 REFLECTOR, AMBER (Round) 4
12 LI3301.21 MARKER LAMP, RED 5
13 LI3301.22 MARKER LAMP, AMBER 2
14 1L.I4060.18 REFLECTIVE CONSPICUITY TAPE (SET OF 4) 1
15 BR0501.02 BRAKE CONTROLLER (TOW VEHICLE) 1
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STANDARD SINGLE ELECTRIC BRAKE AXLE

ITEM PART NUMBER DESCRIPTION QTY
1 AX5116.00 STANDARD 7K ELECTRIC BRAKE AXLE ASSEMBLY 1
AX5201.41 HUB & DRUM ASSEMBLY (12x2), INCLUDES: 2
AX5103.13 GREASE SEAL 1
AX5103.11 BEARING, INNER CONE 1
AX5103.12 RACE, INNER BEARING CUP 1
AX5201.006 BEARING, OUTER CONE 1
AX5201.07 RACE, OUTER BEARING CUP 1
AX5103.06 NUT, SPINDLE 1"-14 1
AX5201.31 WASHER - SPINDLE 1
AX5201.32 COTTER PIN, 1/8" x 1.75” 1
AX5103.08 CAP 2.45"0D 1
AX5201.08 BRAKE ASSEMBLY - RH KIT 1
AX5201.10 BRAKE ASSEMBLY - LH KIT 1
AX5116.02 CONE NUT 16
16 06751100 SINGLE AXLE FENDER RH 1
06751101 SINGLE AXLE FENDER LH (MANIFOLD SIDE) 1
OPTIONAL SINGLE HYDRAULIC BRAKE AXLE
ITEM PART NUMBER DESCRIPTION QTY
1 AX5116.20 OPTIONAL 7K HYDRAULIC BRAKE AXLE ASSEMBLY 1
AX5201.41 HUB & DRUM ASSEMBLY (12x2), INCLUDES: 2
AX5103.13 GREASE SEAL 1
AX5103.11 BEARING, INNER CONE 1
AX5103.12 RACE, INNER BEARING CUP 1
AX5201.06 BEARING, OUTER CONE 1
AX5201.07 RACE, OUTER BEARING CUP 1
AX5103.06 NUT, SPINDLE 1"-14 1
AX5201.31 WASHER - SPINDLE 1
AX5201.32 COTTER PIN, 1/8" x 1.75” 1
AX5103.08 CAP 2.45"0D 1
AX5216.34 BRAKE ASSEMBLY - RH KIT 1
AX5216.35 BRAKE ASSEMBLY - LH KIT 1
AX5116.02 CONE NUT 16
TU1000.01 TRAILER TUBING KIT 1
16 06751100 SINGLE AXLE FENDER RH 1
06751101 SINGLE AXLE FENDER LH (MANIFOLD SIDE) 1
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OPTIONAL TANDEM ELECTRIC BRAKE AXLE

ITEM PART NUMBER DESCRIPTION QTY
1 AX5216.00 TANDEM 3.5K ELECTRIC BRAKE AXLE ASSEMBLY 2
AX5105.34 HUB & DRUM ASSEMBLY (10x2%), INCLUDES: 4
AX5216.13 GREASE SEAL 1
AX5216.11 BEARING, INNER CONE 1
AX5216.12 RACE, INNER BEARING CUP 1
AX5216.09 BEARING, OUTER CONE 1
AX5216.10 RACE, OUTER BEARING CUP 1
AX5103.06 NUT, SPINDLE 1"-14 1
AX5201.31 WASHER - SPINDLE 1
AX5201.18 COTTER PIN, 1/8" x 1.75” 1
AX5103.48 CAP 1
AX5105.37 BRAKE ASSEMBLY - RH KIT 2
AX5105.306 BRAKE ASSEMBLY - LH KIT 2
AX5116.02 CONE NUT 32
16 06752100 TANDEM AXLE FENDER RH 1
06752101 TANDEM AXLE FENDER LH (MANIFOLD SIDE) 1
OPTIONAL TANDEM HYDRAULIC BRAKE AXLE
ITEM PART NUMBER DESCRIPTION QTY
1 AX5216.10 TANDEM 3.5K HYDRAULIC BRAKE AXLE ASSEMBLY 2
AX5105.34 HUB & DRUM ASSEMBLY (10x2%), INCLUDES: 4
AX5216.13 GREASE SEAL 1
AX5216.11 BEARING, INNER CONE 1
AX5216.12 RACE, INNER BEARING CUP 1
AX5216.09 BEARING, OUTER CONE 1
AX5216.10 RACE, OUTER BEARING CUP 1
AX5103.06 NUT, SPINDLE 1"-14 1
AX5201.31 WASHER - SPINDLE 1
AX5201.18 COTTER PIN, 1/8" x 1.75” 1
AX5103.48 CAP 1
AX5105.42 BRAKE ASSEMBLY - RH KIT 2
AX5105.41 BRAKE ASSEMBLY - LH KIT 2
AX5116.02 CONE NUT 32
TU1000.02 TANDEM AXLE TUBING KIT 1
16 06752100 TANDEM AXLE FENDER RH 1
06752101 TANDEM AXLE FENDER LH (MANIFOLD SIDE) 1
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OPTIONAL TRAILER ALTERNATE WIRING SCHEMATIC
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